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SURFACE WATER UPVC PIPES

SURFACE WATER
INSPECTION CHAMBERS

FOUL UPVC WATER PIPES

FOUL WATER INSPECTION
CHAMBERS

GARDEN PLANTER

RWH = RAIN WATER HARVESTING (WALL MOUNTED)

1. SURFACE WATER DRAINS ARE TO BE 150mm NOMINAL DIAMETER LAID AT A
GRADIENT NOT FLATTER THAN 1/100, UNLESS STATED OTHERWISE. FOUL WATER
DRAINS ARE TO BE 100mm NOMINAL DIAMETER AS SHOWN, LAID AT THE LEVELS
'SHOWN ON THE MANHOLE SCHEDULE, UNLESS STATED OTHERWISE.

2. FOUL DRAINS WITHOUT AT LEAST ONE W.C. CONNECTED ARE TO BE LAID NOT
FLATTER THAN 1/40.

3. DRAINS ARE TO BE CONSTRUCTED USING UPVC PIPES TO BS4660, ALL WITH
FLEXIBLE JOINTS, BEDDED AND BACKFIELD IN ACCORDANCE WITH THE
MANUFACTURERS RECOMMENDATIONS AND BS8301. SEE NIMBUS GENERAL
DETAILS OF DRAINAGE WORKS.

4. FLEXIBLE PIPES WITH LESS THAN 600mm COVER ARE TO BE SURROUNDED
WITH CONCRETE, OR TO HAVE CONCRETE PAVING SLABS LAID AS BRIDGING
ABOVE THE PIPE.

5. ACCESS TO DRAINS MAY BE PROVIDED BY VITRIFIED CLAY, GRP OR
POLYPROPYLENE INSPECTION CHAMBERS TO BS7158, OR MANHOLES
CONSTRUCTED USING CLASS B ENGINEERING BRICKS TO BS3921, OR PRECAST
CONCRETE SECTIONS TO BS5911 SURROUNDED WITH 150mm OF GRADE ST4
CONCRETE. MINIMUM DIMENSIONS TO CONFORM TO TABLE 8 OF BS8301. SEE
NIMBUS GENERAL DRAINAGE DETAIL DRAWINGS.

6. COVERS AND FRAMES FOR MANHOLES/INSPECTION CHAMBERS MUST COMPLY
WITH BS EN 124, CLASS C250, EXCEPT FOR COVERS IN ROADWAY WHICH ARE TO
COMPLY WITH CLASS D400,

7. AVENTILATING DRAIN SHOULD BE PROVIDED AT, OR NEAR THE HEAD OF EACH
MAIN DRAIN RUN, ANY BRANCH LONGER THAN 6m SERVING A SINGLE APPLIANCE
OR 12m SERVING A GROUP OF APPLIANCES.

8. ELSEWHERE, DISCHARGE STACKS MAY BE TERMINATED WITH AIR ADMITTANCE
VALVES VENTILATED IN THE ROOF SPACE.

9. ALL GULLIES, RAINWATER PIPES AND SVP's SHOULD BE PROVIDED WITH
RODDABLE ACCESS,

10. ALL PIPE SOFFITS TO BE LAID LEVEL UNLESS NOTED OTHERWISE.

11. LONG RADIUS BENDS TO BE USED AT THE BASE OF ALL SOIL & VENT PIPES
/AND SOIL STACKS.

12. ALL COVER LEVELS ARE APPROXIMATE ONLY AND TO BE CONFIRMED BY
ARCHITECT.

13. ALL RAINWATER PIPES TO BE 250mm BELOW FFL UNLESS NOTED OTHERWISE.
14. ALL SVP PIPES TO BE 600mm BELOW FFL UNLESS NOTED OTHERWISE.

15. PRIVATE HARDSTANDING AREA GULLIES TO HAVE FRAMES TO BS EN 124
CLASS C250.

16. CONCRETE SLAB REQUIRED ABOVE ATTENUATION TANK

17. ALL DRAINAGE IS TO BE TESTED AND THOROUGHLY CLEANED ON
COMPLETION. EXISTING DRAINAGE WHERE RE-USED, IN THE SYSTEM, IS TO BE
JETTED THROUGH,

IMPORTANT

“THIS DRAWING IS TO BE CHECKED ON SITE BY THE CONTRACTOR PRIOR
TO THE COMMENCEMENT OF THE WORKS. ANY DISCREPANCY MUST BE
REPORTED TO THE ENGINEER.

NO DEVIATION MAY BE MADE FROM THE CONTENTS OF THIS DRAWING WITHOUT
PRIOR PERMISSION FROM THE ENGINEER

THIS DRAWING IS TO BE REMOVED FROM CURRENCY IMMEDIATELY AFTER
AREVISED EDITION HAS BEEN ISSUED.

ALL RIGHTS DESCRIBED IN CHAPTER IV OF THE COPYRIGHT DESIGN ACTS 1988
HAVE BEEN GENERALLY ASSERTED.

REV | DATE | DRAWN| DESCRIPTION CHECK | APPR

o

it

gl

|\

yanaes

|\
|\

s

1\
|\

1\

\
e

o
0

\!

)
'S

\\

!

1\

\*
\

\

\

|\

10

|\

L/

T
Ny

D _|i2/00/17 | SC For Information ST ST
C [6:00-17_|sC For Information EN EN
B_|1807-17 | SU For Information SC SC
A Ji3-12.16 | St For Information EN EN

A vanpnset

I

St

|\

T

;ﬂ'

L

Y

A

\

it

A

!

%

%

-

W

PROJECT:
FORMER BRITISH LEGION SITE, STATION ROAD,
'WEST DRAYTON, UB7 7NQ

e
FOUL AND SURFACE WATER DRAINAGE LAYOUT
(SHEET 10F 2)

CLIENT:

KEARNS PROPERTY MANAGEMENT

JN___ N\

www.nimbusengineering.co.uk
info@nimbusengineering.co.uk

(. J/
(~ creckeney: oATE APPROVED B oATE )
sL 18-07-17 sL 18-07-17
orno. ScaLe ORAWING NOVBER! eV,
SL 1:100 D
o - C1724-01
\_18-07-17 At Y,



AutoCAD SHX Text
T8

AutoCAD SHX Text
T7

AutoCAD SHX Text
T9

AutoCAD SHX Text
T23

AutoCAD SHX Text
T22

AutoCAD SHX Text
MHF1

AutoCAD SHX Text
MHF2

AutoCAD SHX Text
MHF3

AutoCAD SHX Text
MHF4

AutoCAD SHX Text
MHF5

AutoCAD SHX Text
MHF6

AutoCAD SHX Text
S1

AutoCAD SHX Text
S2

AutoCAD SHX Text
S3

AutoCAD SHX Text
S4

AutoCAD SHX Text
S5

AutoCAD SHX Text
S6

AutoCAD SHX Text
S7

AutoCAD SHX Text
S8

AutoCAD SHX Text
S9

AutoCAD SHX Text
S10

AutoCAD SHX Text
S11

AutoCAD SHX Text
S12

AutoCAD SHX Text
S13

AutoCAD SHX Text
S14

AutoCAD SHX Text
S15

AutoCAD SHX Text
S16

AutoCAD SHX Text
S17

AutoCAD SHX Text
S18

AutoCAD SHX Text
S19

AutoCAD SHX Text
S12

AutoCAD SHX Text
S12

AutoCAD SHX Text
150mm UPVC

AutoCAD SHX Text
150mm UPVC

AutoCAD SHX Text
150mm UPVC

AutoCAD SHX Text
150mm UPVC

AutoCAD SHX Text
150mm UPVC

AutoCAD SHX Text
150mm UPVC

AutoCAD SHX Text
150mm UPVC

AutoCAD SHX Text
150mm  UPVC

AutoCAD SHX Text
150mm  UPVC

AutoCAD SHX Text
150mm  UPVC

AutoCAD SHX Text
150mm UPVC

AutoCAD SHX Text
150mm  UPVC

AutoCAD SHX Text
150mm  UPVC

AutoCAD SHX Text
150mm  UPVC

AutoCAD SHX Text
150mm  UPVC

AutoCAD SHX Text
150mm UPVC

AutoCAD SHX Text
150mm  UPVC

AutoCAD SHX Text
100mm  UPVC

AutoCAD SHX Text
MHF6

AutoCAD SHX Text
150mm  UPVC

AutoCAD SHX Text
150mm  UPVC

AutoCAD SHX Text
150mm  UPVC

AutoCAD SHX Text
MHF5

AutoCAD SHX Text
200mm  UPVC

AutoCAD SHX Text
ACO DRAIN

AutoCAD SHX Text
RWH

AutoCAD SHX Text
RWH

AutoCAD SHX Text
RWH

AutoCAD SHX Text
RWH

AutoCAD SHX Text
RWH

AutoCAD SHX Text
RWH

AutoCAD SHX Text
RWH

AutoCAD SHX Text
RWH

AutoCAD SHX Text
RWH

AutoCAD SHX Text
RWH

AutoCAD SHX Text
RWH

AutoCAD SHX Text
RWH

http://www.nimbusengineering.co.uk

	Sheets and Views
	C1724-01RevC-C1724-01 (SHEET 1 OF 2)


