
 

 

SuperLite - Roof Unit: RF SL 400-4-1 
Product Number: RE400104   

 

 
 

 

Description 

Diameters 315 mm to 630 mm

Volumes Up to 2.85 m3/s (10,200 m3/h)

Pressures Up to 105 Pa (Static)

Discharge Side

Impeller Axial - Fixed Pitch - Metal

Case Style Cowl

Case Coating UV Stabilised GRP

Installation Vertical or upto 30° incline

Location External

IP rating IP54

Temperature -

Emergency -

Standards -

Acoustics 

Acoustics

63Hz 125Hz 250Hz 500Hz 1KHz 2KHz 4KHz 8KHz Lw LpA

Inlet 

Spectrum

72dB 73dB 70dB 70dB 69dB 68dB 63dB 79dB 34dB

Dimension 
Drawing 

Outline Drawing
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A B C D E F Weight

765 420 740 460 90 150 18.8

Performance 

Volume Pressure Chart

Technical 

Electrical

Electrical Supply

220-240 

Volts 50 

Hz 1 

Phase

Full Load Current

1.4 A

Starting Current

2.4 A

Motor Rating

0.315 kW

Start Type

DOL

Optimal Input Power

0.000 

kW

Grades & performance costs

Motor Efficiency

Any

Grades & running costs

FMEG Category

(Total)

FMEG Efficiency

0.0%

FMEG Target

N 1

FMEG Rating

N 36 (ERP 
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Compliant)

Performance

Motor Frame

Integral

Fan Speed

1285 rpm

Product details

Fan Diameter / Size

400 mm
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