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Perforated pipe laid at 600mm depth
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Various downpipes from the roof gutters run into underground pipes that move the storm water away from the hard standing yard areas and into soak away areas situated in the surrounding fields.

campb
Oval

campb
Oval


campb
Line

campb
Line


campb
Line


campb
Text Box
Septic Tanks. Primary and Secondary. Emptied twice annually
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                        9" Perforated pipe                     Soil and gravel at 200mm depth
                 
                                                                                   >20mm gravel at 400mm depth

                                                                         Perforated  pipe laid at 600mm depth








Brown dashed: sewer lines that lead to sealed septic tanks
Blue dashed: Channel drains and French drains capture and divert surface water
Septic Tank: sealed and emptied twice a year
Soak Away
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Courtyard has concrete surface. 
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Courtyard has hardcore and gravel surface. 
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4" Surface drain connects to underground drainage 
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                        9" Perforated pipe                     Soil and gravel at 200mm depth
                 
                                                                                   >20mm gravel at 400mm depth

                                                                         Perforated  pipe laid at 600mm depth








Brown dashed: sewer lines that lead to sealed septic tanks
Blue dashed: Channel drains and French drains capture and divert surface water
Septic Tank: sealed and emptied twice a year
Soak Away
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Inspection chamber for drainage
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