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Green line delineates public storm water drainage. An open gutter that runs outside the

] : :
boundary, along the public road for the entire length of the property
The soakaways are all at least 25 metres from the boundary. Soakaways are at least 10m x
10m in area and are 1.5 metres deep with a 500mm coverage of top soil.
Soakaway
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480580
4808m
4e0%m Sl

™

I~

|| P

-
i

% surface.

Courtyard has concrete

drainage

Inspection chamber for

~§§‘

O
f Y ~

Septic Tanks. Primary
{and Secondary. Emptied

f
5
o
<
[ER)
A ot
i i <Z(
o
vy
o
| % 2 1
- fe e -
i i N i
- i ] i
: i i ! { ! { i . 4 L b e
+ + + + - ; 3
| ! ! ! j : ! i ! : !
T T u T - e T e T N T nE

A
TR

Various downpipes from the roof gutters run into
underground pipes that move the storm water away
from the hard standing yard areas and into soak away
areas situated in the surrounding fields.

) Courtyard has hardcore
and gravel surface.
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Solid pipe laid at 600mm depth
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RINIRININI 9" perforated pipe Soil and gravel at 200mm depth
>20mm gravel at 400mm depth

Perforated pipe laid at 600mm depth
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Various downpipes from the roof gutters run into underground pipes that move the storm water away from the hard standing yard areas and into soak away areas situated in the surrounding fields.
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Septic Tanks. Primary and Secondary. Emptied twice annually
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Legend:
                        6" Solid pipe                                      concrete at 200mm depth
                        9" Solid pipe                        
                                                                                     20mm gravel at 400mm depth

                                                                                  Solid pipe laid at 600mm depth. 
                                                                           
                                                                                          
                                            
                                                                   >100mm hardcore at 400mm depth
                                                                                                              
                                                                                    20mm gravel at 200mm depth

                                                                                   Solid pipe laid at 600mm depth




                        9" Perforated pipe                     Soil and gravel at 200mm depth
                 
                                                                                   >20mm gravel at 400mm depth

                                                                         Perforated  pipe laid at 600mm depth








Brown dashed: sewer lines that lead to sealed septic tanks
Blue dashed: Channel drains and French drains capture and divert surface water
Septic Tank: sealed and emptied twice a year
Soak Away
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Courtyard has concrete surface. 
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Courtyard has hardcore and gravel surface. 
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4" Surface drain connects to underground drainage 
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                        9" Perforated pipe                     Soil and gravel at 200mm depth
                 
                                                                                   >20mm gravel at 400mm depth

                                                                         Perforated  pipe laid at 600mm depth








Brown dashed: sewer lines that lead to sealed septic tanks
Blue dashed: Channel drains and French drains capture and divert surface water
Septic Tank: sealed and emptied twice a year
Soak Away
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Inspection chamber for drainage

campb
Line


campb
Line

campb
Line


campb
Line


campb
Line


campb
Line


campb
Line

campb
Rectangle

campb
Line

campb
Text Box
Green line delineates public storm water drainage. An open gutter that runs outside the boundary, along the public road for the entire length of the property
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The soakaways are all at least 25 metres from the boundary. Soakaways are at least 10m x 10m in area and are 1.5 metres deep with a 500mm coverage of top soil.
 




