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General Notes:
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As this is a computer drawing scale of drawings can vary on printing check on site for setting-out
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Existing and Proposed Floor Plans

Single Storey Rear Extension
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PC Coping Stones

3 Layer Felt DPC under coping

PARAPET DETAIL (Not to scale)

SECTION

Lead Flashing

100mm half round gutters

with 68mm downpipes

200mm wall plate

min 450mm wide

25mm edge insulation
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WARM DECK FLAT ROOF
3 layer felt roofing system on 100mm Kingspan TR27 on 18mm WPB ply on firrings to 1 in 40 fall
on 150 x 50mm ceiling joists at 400mm centres. Lateral Restraint/Holding down straps at 1.2m centres

WALLS
100mm Celcon Solar external leaf (brick on flank walls), 100mm cavity wall fully filled with Rockwool cavity wall, 
insulation and 100mm Celcon Standard inner leaf.  Walls tied together with stainless steell wall ties at 5 per m2
Walls finished internally with a Bond and set plaster finish and externally with render (NOT TO BRIDGE NEW DPC)
DPC to be min 150mm above finished ground level, and linked to new and existing DPCs/DPM
Lean mix cavity fill to 150mm from DPC and 225mm below Ground Level

FLOOR
65mm sand cement screed on 100mm concrete floor slab on 100mm Kingspan K3 Floor insulation
on 1000g polythene DPM tied to new and existing DPCs on 50mm sand blinding on
150mm hardcore

WINDOWS/DOORS
Double glazed Low E glass with Argon fill framed to be UPVC to matgch existing. Max U Value 1.6W/m2k
Min openable area to be 1/20th of the room the window opens into.
Backround ventilation to be equivilant to 10,000mm2

FOUNDATIONS
Mass fill concrete foundations to 1.0m below ground level or to suitable loadbearing soil whichever is greater
Foundations are to be at least as deep as any drains passing through them

STEEL BEAMS
Steel beams as noted on floor plans to be placed upon 215 x 215 x 225dp concrete padstones
Existing rear chimney breast removed.  Remaining stack retained in loft and supported on a 152UC23 spanning
from rear external wall to central spine wall

4
0
0
0
 m

m

5520 mm

600 mm600 mm

3520 mm

VENTILATION
Kitchen to have extract hood over hob rated at 30/ls extract
Utility to have extract rated at 15/ls
Cloakroom/WC to have extract rated at 15/ls
All extracts to be ducted to external air

DRAINAGE
32mm Basin, 40mm sink and 50mm combined wastes to be connected to
new 100mm stub stack with Air Admitance Valve

WALL FINISHES
Walls provided with a diluted PVA wash coat
15mm Bonding Coat, with 3mm finish skim coat
Walls painted with Dulux Diamond Matt
Tile splash back provided behind basin in cloakroom

CEILING FINISHES
12.5mm plaster board with 3mm skim coat
Ceilings painted with Dulux Matt Emulsion

FLOOR FINISHES
WC, Utility and Kitchen floors provided with ceramic tile with waterproof grout

ELECTRICAL INSTALLATION
Electrics to be installed and tested by a qualified Electrician.  Certificate to be issued to Building Control

GAS INSTALLATION
All gas appliances and associated pipework to be installed and tested by a Gas Safe Engineer.

Soakaway formed in proprietory
soakaway 'crates', wrapped in
Geotex membrane.  Minimum

cover to be 600mm. Sized a 1m3 for every
15m2 roof draining to it


