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COR—-TEN CLAD PLANT ROOM
ENCLOSURE TO ARCHITECTS DETAIL

— GREEN ROOF FINISHES, FALLS &
WATERPROOFING TO ARCHITECTS DETAILS

—— 225x50 C24 JOISTS @ 400 CENTRES.
SOLID NOGGINS @ THIRDSPAN. JOISTS ON
MAX! SPEEDY HANGERS FULLY NAILED TO
TIMBER WEB PACKERS BOLTED THROUGH
WEB USING M12's @ 800 CENTRES.
TYPICAL THROUGHOUT

100x50 C24 PLATE HELD DOWN
USING GALVANISED RESTRAINT
STRAPS @ MAX 2M CENTRES

PARAPET WALL FROM 120x50 C24
STUDS @ 400 CENTRES FIXED TO
SIDES OF ROF JOISTS. SOLEPLATE
FIXED BETWEEN ROOF JOISTS BOLTED
DOWN TO STEEL FLANGE. 18mm WBP

203x203UC71 203x203UC60 — — GALVANISED 203x102UB23 + 203x203UC60 203x203UC60 PLY SHEET FIXED TO INNER FACE
= 8mm BRICK SUPPORT PLATE AND ACROSS TOP OF PARAPET TO "

11 BRIDGE CAVITY =
60 | R R A R R TR YK&“Q“Q“Q%{ G N R GN  N  S SSSsSSsSssSssssssssssssssss s sSs s ssSssss sssssssSsSs S SsssS S S . YX&Y N RGN S S SssSsS S S SssSsssssSsssssssssssssssssssssssssssSssSsSssSs eSS ®S$ @SN NNl %
-t i£id e R ————————N....—... S BIEEH L -

: EINNINRRRNNRNNARNNNANRERNNARARNNNNL iiiRRNNRiRARRN N iR RRRRNRRIRARRNNNNNRRRN NN RN NN RN (NN ARRRRNNNERRR RN NN RR AN NN
Il | | JL I [ i | a0 L L (e e s L (o
/ @54
| / | a
178x102UB19 — 100Dp.x140Wd. PC LINTEL —178x102UB19 — 178x102UB19 —178x102UB19 203x203UC86 + ANCON
BEYOND N - - BEYOND BEYOND BEYOND OPTIMA (OR SIMILAR
———————— ‘ B N —— SUSPENDED APPROVED) BRICKWORK
N An— | ] CEILING DETAILS SUPPORT SYSTEM FIXED
SPECIFICATION. HEAVY DUTY WAL TIES / a 140 THICK LIGHTWEIGHT BLOCKWORK WITH o O SETWEEN FLANGES.
TO SUIT WIDE CAVITY @ 900 HORIZONTAL | 70Dp.x100Wd. PC LINTEL OVER |l PROPRIETARY S/S BRICK TIES AT STEEL /
& 450 VERTICAL CENTRES. TIES DOUBLED COLUMNS & HEAD RESTRAINTS AT BEAM OVER
UP AT OPENINGS AND TOP OF WALL ) | |
il 150 THICK LAYERS OF WELL COMPACTED ~ 150 THICK GROUND BEARING CONCRETE SLAB x o
G.3 i MOT TYPE 1 SUB BASE. DEPTH OF FILL CAST ON 50 CEMENT BLINDING ON SUB cArE
KITCHEN TOP_LEVEL OF EXISTING — il DOWN TO SOUND GROUND/TOP OF VAULTS BASE. 1 LAYER A393 MESH REINFORCEMENT
BRICKWORK_ASSUMED TO o AND DETERMINED ON SITE. NOTE. ENSURE 30mm BTM COVER & 1 LAYER A142 30mm
| BE LEVEL ACROSS SITE. ‘ \‘ ALL EXISTING VAULTED BRICKWORK AND ANY TOP COVER. INSULATION, DPM, SCREED &
TO BE DETERMINED UPON MORTAR SKIN TO REMAIN INTACT FINISHES TO ARCHITECTS DETAIL
600 WIDE x 300 DEEP (MIN.) EDGE
THICKENING TO SLAB. DEPTH OF OUTER STEP OPENING UP WORKS | 450 WIDE x 300 DEEP
TO SUIT BRICK COURSING AND EXTERNAL Wl (T“ﬁ"lg'yEUN“f&GSLﬁELOW FOR
GROUND LEVELS. ADDITIONAL LAYER A393 MESH :
- Wl 450 WIDE x 300 DEEP (MINIMUM) - CONCRETE UPSTAND
REINFORCEMENT TO BASE OF THICKENING SSL 27.205 a o0 WIDE x 000 DEEF CMIN SSL 27.205 R T o
FEL 27.380 ol BELOW BLOCKWORK PARTITIONS FFL 27.380 |
2 v ! | | v -
2 O\ P
\ . \/\
SN N N N X N > N X N N X N N }/\ N N X N >KK/ N X N N X N N X N N X N K N D4 N N D4 N D4 N N \/{
7 / 7 ///W///// 7/ /// 7 7
7 / 7 77 Z // 7 7 / 7 7 7 G
— 0 %

/////

—
.

7

/ | THICKNESS OF EXISTING ; |
\ BRICK_VAULTS AND_PROFILE Y
| \ / SHOWN_INDICATIVE_ONLY. e N \
_ | EXACT_THICKNESS TO BE \ : \
/ / ] DETERMINED _ON_SITE |
= iR . o i - |
| // | a | | |
% FFL 24.360
‘ | ‘ \ 4 | B N ‘ \
2 ‘ ~ 7 7
/ / / ¥ | ¥ 7
SECTION A — A
SCALE 1:25@A1/1:50@A3
| ]

NOTES

1. ALL DIMENSIONS TO BE CHECKED ON SITE
AND NO MEASUREMENTS TO BE SCALED OFF
THIS DRAWING.

C

2. IN CASE OF ANY DISCREPANCY THE ENGINEERS CONSULTING CIVIL & STRUCTURAL ENGINEERS. HILLINGDON
ARE TO BE NOTIFIED IMMEDIATELY. HISTORIC BUILDING SPECIALISTS.
3. THIS DRAWING IS TO BE READ IN CONJUNCTION
WITH ALL RELEVANT ARCHITECT'S AND SERVICES LONDON
ENGINEER'S DETAIL, DRAWINGS AND SPECIFICATIONS.
4. STEELWORK FIRE PROTECTION TO ARCHITECTS DETAILS OLD TIMBER YARD HOUSE
55 THE TIMBER YARD SECTIONS
5. CONCRETE GRADE TO BE C28/35 DRYSDALE STREET [ |
LONDON N1 6ND
6. STEELWORK GRADE TO BE S355 TELEPHONE: 0207 324 7270 FAX: 0207 729 1196
EMAIL: london@themortonpartnership.co.uk SHEET 1
UNIT B
NORWICH ROAD B
HALESWORTH
SUFFOLK IP19 8HX
TELEPHONE: (01986) 875651  FAX:(01986) 875085 ) )
EMAIL: halesworth@themortonpartnership.co.uk SCALE 1:25@A1 DRAWN BY : TC
C | DRAWING RE—SIZED TO A1 AC |30.03.21 DATE : DEC 2020 CHECKED BY : AC
B | ISSUED FOR TENDER AC |19.02.20 EO%EESRS/TLETREET
DRG. No.
A |ISSUED FOR INFORMATION ac [01.02.00 |  ESSEX COB 1TV
i R B TELEPHONE: (01376) 563883  FAX:(01376) 563894 1 891 0_04 C
— | ISSUED FOR INFORMATION AC |271.12.20 EMAIL: coggeshall@themortonpartnership.co.uk
REV | AMENDMENT CHK| DATE

" _SEETTTTIITITIRE CRANFORD PARK



AutoCAD SHX Text
G.1 CAFE

AutoCAD SHX Text
G.3 KITCHEN

AutoCAD SHX Text
FFL 27.380

AutoCAD SHX Text
203x203UC71

AutoCAD SHX Text
A

AutoCAD SHX Text
B

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
178x102UB19 BEYOND

AutoCAD SHX Text
178x102UB19 BEYOND

AutoCAD SHX Text
178x102UB19 BEYOND

AutoCAD SHX Text
178x102UB19 BEYOND

AutoCAD SHX Text
100Dp.x140Wd. PC LINTEL

AutoCAD SHX Text
140 THICK LIGHTWEIGHT BLOCKWORK WITH PROPRIETARY S/S BRICK TIES AT STEEL COLUMNS & HEAD RESTRAINTS AT BEAM OVER

AutoCAD SHX Text
203x203UC60

AutoCAD SHX Text
203x203UC60

AutoCAD SHX Text
203x203UC60

AutoCAD SHX Text
SSL 27.205

AutoCAD SHX Text
70Dp.x100Wd. PC LINTEL OVER

AutoCAD SHX Text
600 WIDE x 300 DEEP (MIN.) EDGE THICKENING TO SLAB. DEPTH OF OUTER STEP TO SUIT BRICK COURSING AND EXTERNAL GROUND LEVELS. ADDITIONAL LAYER A393 MESH REINFORCEMENT TO BASE OF THICKENING

AutoCAD SHX Text
BRICK BLOCK CAVITY TO ARCHITECTS SPECIFICATION. HEAVY DUTY WALL TIES TO SUIT WIDE CAVITY @ 900 HORIZONTAL & 450 VERTICAL CENTRES. TIES DOUBLED UP AT OPENINGS AND TOP OF WALL

AutoCAD SHX Text
SUSPENDED CEILING DETAILS BY OTHERS

AutoCAD SHX Text
450 WIDE x 300 DEEP (MINIMUM) SLAB THICKENING CENTRALLY BELOW BLOCKWORK PARTITIONS

AutoCAD SHX Text
FFL 27.380

AutoCAD SHX Text
SSL 27.205

AutoCAD SHX Text
F

AutoCAD SHX Text
225x50 C24 JOISTS @ 400 CENTRES. SOLID NOGGINS @ THIRDSPAN. JOISTS ON MAXI SPEEDY HANGERS FULLY NAILED TO TIMBER WEB PACKERS BOLTED THROUGH WEB USING M12's @ 800 CENTRES. TYPICAL THROUGHOUT

AutoCAD SHX Text
FFL 24.360

AutoCAD SHX Text
203x203UC86 + ANCON OPTIMA (OR SIMILAR APPROVED) BRICKWORK SUPPORT SYSTEM FIXED TO PLATES WELDED BETWEEN FLANGES

AutoCAD SHX Text
450 WIDE x 300 DEEP (MINIMUM) SLAB THICKENING. ALLOW FOR CONCRETE UPSTAND BELOW GLAZING PANELS 

AutoCAD SHX Text
150 THICK GROUND BEARING CONCRETE SLAB CAST ON 50 CEMENT BLINDING ON SUB BASE. 1 LAYER A393 MESH REINFORCEMENT 30mm BTM COVER & 1 LAYER A142 30mm TOP COVER. INSULATION, DPM, SCREED & FINISHES TO ARCHITECTS DETAIL

AutoCAD SHX Text
150 THICK LAYERS OF WELL COMPACTED MOT TYPE 1 SUB BASE. DEPTH OF FILL DOWN TO SOUND GROUND/TOP OF VAULTS AND DETERMINED ON SITE. NOTE. ENSURE ALL EXISTING VAULTED BRICKWORK AND ANY MORTAR SKIN TO REMAIN INTACT

AutoCAD SHX Text
THICKNESS OF EXISTING BRICK VAULTS AND PROFILE SHOWN INDICATIVE ONLY. EXACT THICKNESS TO BE DETERMINED ON SITE

AutoCAD SHX Text
GALVANISED 203x102UB23 + 8mm BRICK SUPPORT PLATE

AutoCAD SHX Text
GREEN ROOF FINISHES, FALLS & WATERPROOFING TO ARCHITECTS DETAILS

AutoCAD SHX Text
PARAPET WALL FROM 120x50 C24 STUDS @ 400 CENTRES FIXED TO SIDES OF ROF JOISTS. SOLEPLATE FIXED BETWEEN ROOF JOISTS BOLTED DOWN TO STEEL FLANGE. 18mm WBP PLY SHEET FIXED TO INNER FACE AND ACROSS TOP OF PARAPET TO BRIDGE CAVITY

AutoCAD SHX Text
100x50 C24 PLATE HELD DOWN USING GALVANISED RESTRAINT STRAPS @ MAX 2M CENTRES

AutoCAD SHX Text
SECTION  A - A

AutoCAD SHX Text
TOP LEVEL OF EXISTING BRICKWORK ASSUMED TO BE LEVEL ACROSS SITE. TO BE DETERMINED UPON OPENING UP WORKS

AutoCAD SHX Text
COR-TEN CLAD PLANT ROOM ENCLOSURE TO ARCHITECTS DETAIL

AutoCAD SHX Text
SCALE 1:25@A1/1:50@A3

AutoCAD SHX Text
SECTIONS SHEET 1

AutoCAD SHX Text
AMENDMENT

AutoCAD SHX Text
REV

AutoCAD SHX Text
CHK

AutoCAD SHX Text
DATE

AutoCAD SHX Text
ISSUED FOR INFORMATION

AutoCAD SHX Text
-

AutoCAD SHX Text
AC

AutoCAD SHX Text
21.12.20

AutoCAD SHX Text
EMAIL: london@themortonpartnership.co.uk

AutoCAD SHX Text
TELEPHONE: 0207 324 7270 FAX: 0207 729 1196

AutoCAD SHX Text
EMAIL: coggeshall@themortonpartnership.co.uk

AutoCAD SHX Text
TELEPHONE: (01376) 563883   FAX:(01376) 563894

AutoCAD SHX Text
8 CHURCH STREET

AutoCAD SHX Text
ESSEX CO6 1TU

AutoCAD SHX Text
COGGESHALL

AutoCAD SHX Text
OLD TIMBER YARD HOUSE

AutoCAD SHX Text
DRYSDALE STREET

AutoCAD SHX Text
55 THE TIMBER YARD

AutoCAD SHX Text
LONDON N1 6ND

AutoCAD SHX Text
CONSULTING CIVIL & STRUCTURAL ENGINEERS.

AutoCAD SHX Text
HISTORIC BUILDING SPECIALISTS.

AutoCAD SHX Text
UNIT B1 NORWICH ROAD HALESWORTH  SUFFOLK IP19 8HX  TELEPHONE: (01986) 875651   FAX:(01986) 875085 EMAIL: halesworth@themortonpartnership.co.uk

AutoCAD SHX Text
SCALE 1:25@A1

AutoCAD SHX Text
DRG. No.

AutoCAD SHX Text
DRAWN BY : TC

AutoCAD SHX Text
CHECKED BY : AC

AutoCAD SHX Text
CRANFORD PARK HILLINGDON LONDON

AutoCAD SHX Text
DATE : DEC 2020

AutoCAD SHX Text
18910-04 C

AutoCAD SHX Text
AND NO MEASUREMENTS TO BE SCALED OFF

AutoCAD SHX Text
ALL DIMENSIONS TO BE CHECKED ON SITE

AutoCAD SHX Text
IN CASE OF ANY DISCREPANCY THE ENGINEERS

AutoCAD SHX Text
2.

AutoCAD SHX Text
ARE TO BE NOTIFIED IMMEDIATELY.

AutoCAD SHX Text
THIS DRAWING.

AutoCAD SHX Text
NOTES

AutoCAD SHX Text
1.

AutoCAD SHX Text
THIS DRAWING IS TO BE READ IN CONJUNCTION

AutoCAD SHX Text
WITH ALL RELEVANT ARCHITECT'S AND SERVICES

AutoCAD SHX Text
ENGINEER'S DETAIL, DRAWINGS AND SPECIFICATIONS.

AutoCAD SHX Text
3.

AutoCAD SHX Text
STEELWORK FIRE PROTECTION TO ARCHITECTS DETAILS

AutoCAD SHX Text
4.

AutoCAD SHX Text
CONCRETE GRADE TO BE C28/35

AutoCAD SHX Text
5.

AutoCAD SHX Text
STEELWORK GRADE TO BE S355

AutoCAD SHX Text
6.

AutoCAD SHX Text
ISSUED FOR INFORMATION

AutoCAD SHX Text
A

AutoCAD SHX Text
AC

AutoCAD SHX Text
01.02.20

AutoCAD SHX Text
 B

AutoCAD SHX Text
AC

AutoCAD SHX Text
ISSUED FOR TENDER

AutoCAD SHX Text
19.02.20

AutoCAD SHX Text
C

AutoCAD SHX Text
AC

AutoCAD SHX Text
DRAWING RE-SIZED TO A1

AutoCAD SHX Text
30.03.21


	Sheets and Views
	Layout1


