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elevation 2.a

PROPOSED Front Elevation (Access Road)

uppermost dashed line denotes existing hotel ridge 53.49 AOD from drawing 3766-1001-P1 by Structa
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elevation 2.b

PROPOSED Front Elevation (Entrance)

uppermost dashed line denotes existing hotel ridge 53.49 AOD from drawing 3766-1001-P1 by Structa
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top of lift overrun / top of parapet 53.400 AOD

proposed roof level 52.200 AOD

proposed fourth floor level 49.275 AOD

proposed third floor level 46.350 AOD

proposed second floor level 43.425 AOD

top of lift overrun / top of parapet 53.400 AOD
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elevation 2.c

PROPOSED Side Elevation

BLOCK 2

Proposed New Build Residential Block

Elevation Key

Material Key

Facing brickwork in stretcher bond arrangement
Facing brickwork in soldier course banding
Balcony clad in alternative 'feature’ material
Brick clad parapet with feature vertical projections
Metal railings to balcony edging

Aluminium framed double glazed window
Aluminium framed double glazed doorset
Treated wood cladding

Composite doorset

Aluminium framed curtain walling

Alternative 'feature' material banding
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The largest of the proposed new build residential buildings is that of Block 2, which provides a total of 42no units. The proposed brick facade is
broken through a series of regimented window and door openings, allowing the larger extents of glass to provide a direct contrast with the
solid brick walls. The regimented fenestration is further enhanced through the grid form balconies. The projecting amenity space to the upper
floor levels is broken through a series of columns, with this architectural feature being used on the wider new build blocks, providing a sync
along the full length of the development site. Within the courtyard, the expansive amenity space on the podium deck provides both functional
and aesthetic benefits to the block. Across the upper floor levels, a series of external circulation routes connect the residential units to the stair
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and lift cores, with a further benefit of these spaces allowing the corresponding apartments to make use of dual aspects through the block. Johal
The building entrances to Block 2 are designed as a focal points on the site, further assisting with placemaking and wayfinding.
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Oak a ted is a limited company registered under company number
The White Hart, Top Road, Barnby Dun, DN3 1DA.
Email: contact@oakandprosper.co.uk Tel: 020 7101 3724
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