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elevation 3.a

PROPOSED Front Elevation (Entrance)

uppermost dashed line denotes existing hotel ridge 53.49 AOD from drawing 3766-1001-P1 by Structa
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elevation 3.c

PROPOSED Rear Elevation

elevation 3.b

PROPOSED Side Elevation
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elevation 3.d

PROPOSED Side Elevation
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top of lift overrun / top of parapet 53.400 AOD
proposed roof level 52.200 AOD
- I
L LILL 1 proposed fourth floor level 49.275 AOD
- I
S I I | proposed third floor level 46.350 AOD
- I
S I I | proposed second floor level 43.425 AOD
- I
L LILL 1 proposed first floor level 40.500 AOD
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BLOCK 3

Proposed New Build Residential Block 3.1

Elevation Key

Material Key

Facing brickwork in stretcher bond arrangement
Facing brickwork in soldier course banding
Balcony clad in alternative 'feature’ material
Brick clad parapet with feature vertical projections
Metal railings to balcony edging

Aluminium framed double glazed window
Aluminium framed double glazed doorset
Treated wood cladding

Composite doorset

Aluminium framed curtain walling

Alternative 'feature' material banding
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The proposed design development of the Block
3 buildings across the site have been influenced
by the land constraints, proposed streetscape
generated and ensuring that a refined and clear
narrative is generated for the external
appearance. The focal point of the building is
the grid-like form that projects from the primary

As is evident from the surrounding drawings, the facade is to be
made up of facing brickwork using a range of tones and colours,
with the varying blocks using a different palette to distinguish
between and assist with wayfinding. To contrast with the use of
brick, extents of glass are to be used to ensure large amounts of
natural light can flood the internal spaces. The facade design has

Project

Ramada South Ruislip

Long Drive / Station Approach / HA4 OHG

been developed to minimise the amount of materials used, whilst Johal
facade that creates the private amenity space vk maximising the impact through form and interest.
for the upper floor levels. As can be seen from s Drawing Title
the 2-dimensional elevations above, there is a 9
regimented formd ater jet o/ut fo(rj the balqony /,:"‘;: Proposed
arrangement an e door / window openings = .
=
across the facades. The gable ends of the 4 Block 3.1 Elevations
blocks incorporate more standardised openings, = P9 2026-07-28 Annotation amended CcY cy
allowing for fitted furniture to be installed y P8 2026-06-25 E'e"atl""t_s a”(‘je”f’ed ge”e;a'gtto reﬂf'ect‘ '-:A °°mtm:"ts | cy ¢y Scale 1:200 @ A2
: f Z P7 2025-12-03 Fenestration design amended to reflect changes to floor plan Ccy cy
beneath. Thege smaller wnndpw openings also /,////;///1‘;‘ b6 20981118 Malerial key added o oy Date September 2025
P
Corre.s‘)ond Wlt.h the acoustic .deSIQn of the %%/Z{Af{% P5 2025-11-07 Elevations updated following feedback from LPA CcY CY Purpose PI .
building, ensuring that penetrations along the 4////////4 Elevati dated following desian team feedback p anning
. . . . /‘//////;;;},ﬁ P4 2025-10-29 evations updated following design team feedbacl CcY CY
southwestern elevation, abutting the railway line W/—///“ P3 2025-10-20 Elevations updated following design team feedback cY oy Job No. 302021
are kept to a minimum. ’ P2 2025-10-03 Elevations amended to account for fire consultant feedback Cy CcYy .
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