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Introduction 
 
This Construction Management Plan details Clearview Homes Ltd’s management 
of the issues raised in Condition 7 of the London Borough of Hillingdon’s 
Planning Permission Ref: 16323/APP/2015/1754 during the construction of four 
flats at Zettler House, 201 Pinner Road, Northwood Hills. 
 
The following issues have been identified for careful consideration in order to 
minimise the impact of the development on the local residents and environment 
during the demolition and construction phase of the development. 
 
This Construction Management Plan will remain in place from first 
commencement until the completion of the construction works. 
 
This Method Statement is to be read in conjunction with the Construction 
Management Site Plan. 
 
Clear information about the contractor including 24hr contact telephone numbers 
will be displayed on the site hoardings. 
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1.0 Removal of waste from site  

 
Waste materials will be removed from site by bulk haulage lorries during the 
groundwork and substructure works, and by skips for recycling during the 
demolition and main construction works. 
 
Plasterboard and associated waste will be put in a separate skip from general 
waste.  Waste from the construction works will be placed into a skip and a 
running total listing the different categories of waste will be recorded prior to the 
skips being returned to a waste recycling station for sorting. 
 
Pallets will be kept and recycled for future use. 
 
Timber waste will be recycled for use on site. 
 
The prefabrication of the majority of construction elements, such as floors, roof 
trusses, windows and kitchen units, will greatly reduce waste on site, and reduce 
the amount of dust created. 
  
If dusty conditions prevail, a road sweeper will be used on site and damping 
down will be used if necessary to prevent a nuisance to local residents. 
 
Where there is a risk of vehicle debris spilling onto the highway, vehicles and 
skips will be covered when leaving the site. All excess soil will be taken to 
licensed disposal sites and the waste from site taken for recycling or disposal as 
appropriate.  
 
All aspects of waste and dust management will be managed by an experienced 
Site Foreman who is suitably qualified and will be in attendance at all times. 
 
 

2.0 Vehicle wheel washing 
 
Clearview Homes Ltd will ensure pressure hose wheel cleaning facilities and 
brushes are available on site and the “run off” water is contained within the site 
boundary.  
 
This will be supervised by the designated operative and will ensure the existing 
roads in the vicinity of the development are kept free of mud and slurry. If 
necessary a road sweeper will be used to keep the adjacent roadway free from 
stones and excessive dust and dirt. 
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All aspects of wheel washing and dust control will be managed by an 
experienced Site Foreman who is suitably qualified and will be in attendance at 
all times. 
 
 
 

3.0 Demolition and construction works 
 
During demolition and construction, Clearview Homes Ltd will ensure that 
continual dampening down using fine water spray on to activity areas that may 
create dust takes place. 
 
Demolition works will be undertaken in a controlled manner to reduce the 
emission of dust. Where practically possible, demolition will be carried out by 
hand to enable materials such as roof materials, timbers and bricks, to be 
recycled. 
 
All aspects of the demolition and construction works will be managed by an 
experienced Site Foreman who is suitably qualified and will be in attendance at 
all times. 
 
 

4.0 Site boundary 
 
Measures will be taken to ensure the existing boundary fencing is safe prior to 
construction. 
 
 
 

5.0 Site working hours 
 
The site working hours will be from 8.00am to 6.00pm, Monday to Friday. 
9.00am to 1.00pm on Saturday. 
No Sunday and Bank Holiday working. 
 
 
 

6.0 Noise 
 
All reasonable measures will be taken to control noise levels to within or lower 
than the regulated decibel levels to comply with the statutory noise restrictions as 
stated in The Control of Noise at Work Regulation Act 2005 and The Statutory 
Nuisance Act 1993. 
 
The lower action level is 80dB and the upper action level is 85dB. 
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All machines are equipped with baffles, lined compartments and silenced 
exhausts to reduce the machines operating noise level to within or lower than the 
regulated decibel levels to comply with the Statutory noise restrictions. 
 
 
 
 
 

7.0 Construction Method 
 
The start, for the purposes of the timetable below, is that a start on site will be 
week zero. 

 
1. Existing structures to be demolished and  
 removed from site.      3 weeks 
 
2. Welfare facilities and material storage areas 
 installed to rear of site.     1 week 
 
3. Site office and wheel washdown area installed 
 to front of site.      1 week (included 
          in above) 
 
4. Preparation works to walls, etc.    3 weeks 
 
5. Erect steel frame      6 weeks 
 
6. Install pre-cast concrete second floor.   1 week 
 
7. Brickwork/blockwork walls, up to new height.  3 weeks 
  
8. Erect steelwork and roof timbers.    3 weeks 
 
9. Insulate and cover roof.     3 weeks 
 
10. First fix electrics, plumbing and lift.   3 weeks 
 
11. Install windows/doors.        3 weeks  
  
12. Floor screeding.      2 weeks 
 
13. Plasterwork.       4 weeks 
 
14. Fit bathrooms and kitchens    4 weeks 
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15. Second fix electrics and plumbing.   4 weeks 
 
16. Finishes, tiling and painting.    8 weeks 
 
         _______________ 
 
   TOTAL CONSTRUCTION PERIOD 
   (including demolition and site  51 weeks 
   clean up) 
 
 
 
 

8.0 Vehicular Access 
 
Visitor and Contractor parking will be at the rear of the site accessed from the 
existing crossover in Pinner Road.   This area will also contain a materials store.  
Site facilities will be as the accompanying drawing. 
 
 
Neighbours will be informed of all stages of the construction works. 
 
. 
 
 
     
 
 
 


