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Site location 

 

This aerial image is provided courtesy of Google.  The yellow line indicates the approximate site boundary 
and is illustrative only. 

Report purpose 

This arboricultural assessment report provides sufficient information for the Local Planning Authority 
(LPA) to consider the effect of the proposed development on local character from a tree perspective.  It 
is fully compliant with the BS 5837 advice relating to the planning application stage of the process and it 
meets national standard planning application validation requirements. 

More specifically, the development proposal is to construct a new retail unit and modify the parking layout 
at Hayes Bridge Retail Park, Uxbridge Road, Hayes. 

This report includes: 

• A Tree protection plan illustrating tree locations, categories, the location of the proposed 
development, and the proposed tree protection measures. 

• An Arboricultural assessment (section 1 of the report) providing an analysis of the tree issues to assist 
the LPA in assessing the impact on local character. 

• An Arboricultural method statement (section 2 of the report) describing how retained trees will be 
protected and managed during the development activity. 
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• Appendices (Appendix 1 –Background administrative information, and data collection;  Appendix 2 – 
Tree schedule and explanatory notes;  and, Appendix 3 – QR Codes for SGNs). 

• A companion document to supplement the main report titled Manual for managing trees on 
development sites (Version 1), which provides explanations of how retained trees will be managed 
on site in the form of Site Guidance Notes (SGNs) covering the relevant issues. 
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1.1 Table 1:  Summary of trees affected and protected by the proposal 

From my review of the constraints and the proposed layout, my assessment of the impact on trees, 
both during and after development, and those that need protection using special precautions, is 
summarised in Table 1: 

 
British Standard 5837 Category 

A (High quality) B (Moderate quality) C (Low quality) 

Remove None None T10, T11 

Prune None None None 

Protect using special 
precautions See Notes below None None None 

Post development 
considerations 

None None None 

T = Tree 

Note on types of protection:  All retained trees will be protected during development by using 
fencing, and only those requiring special precautions to limit the impact of encroachment are listed 
in Table 1. 

1.2 The impact of tree removals on local character 

My assessment of the impact of tree removals on local character is as follows: 

Category C trees (T10 and T11):  These trees are well within the site and are not prominent from 
outside the site.  These are low quality trees with very little potential to contribute to local character 
because there are retained trees that will buffer any loss to the extent that there will be no impact 
on the wider landscape. 

1.3 The impact of tree pruning on local character 

Other than pruning for normal maintenance, no trees will be pruned because of this development. 

1.4 Special precautions to limit RPA encroachment impact 

All the RPAs of retained trees will be protected and there will be no encroachment during the 
development activity. 

1.5 Post development considerations 

My assessment is that there will be no adverse impact on retained trees once the development is 
completed and occupied. 

1.6 Summary of impact on local character 

This proposal will result in the loss of two trees that are both low category because of their small 
size.  The matter of adverse impacts on retained trees due to post-development pressures to fell or 
prune has been considered and I conclude that no further trees will be affected.  The construction 
activity may affect further trees if appropriate protective measures are not taken.  However, if 
adequate precautions to protect the retained trees are specified and implemented through the 
arboricultural method statement included in this report, the development proposal will have no 
long term detrimental impact on tree health or the contribution of trees to character in the wider 
setting. 
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For these reasons, I conclude that the proposed development would not cause an unacceptable or 
adverse impact on the long-term vitality of the retained trees, and therefore the character and 
appearance of the area. 
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2.1 Site Guidance Notes (SGNs) 

This section of the report identifies which trees on this site will be protected and managed, and by 
what means.  This site-specific summary is supplemented by more detailed explanations and 
descriptions of specific operations set out in the accompanying Manual for managing trees on 
development sites.  That document is a compilation of 12 individual SGNs addressing the following 
tree protection and management issues that regularly arise in the construction phase of 
development: 

• SGN1 Monitoring tree protection (https://www.barrelltreecare.co.uk/resources/technical-
guidance/sgn01?stage=Stage) 

• SGN2 Fencing protected trees (https://www.barrelltreecare.co.uk/resources/technical-
guidance/sgn02?stage=Stage) 

• SGN3 Ground protection (https://www.barrelltreecare.co.uk/resources/technical-
guidance/sgn03?stage=Stage) 

• SGN4 Pollution control (https://www.barrelltreecare.co.uk/resources/technical-
guidance/sgn04?stage=Stage) 

• SGN5 Site cranes & piling rigs (https://www.barrelltreecare.co.uk/resources/technical-
guidance/sgn05?stage=Stage) 

• SGN6 Height restrictions (https://www.barrelltreecare.co.uk/resources/technical-
guidance/sgn06?stage=Stage) 

• SGN7 Excavating in RPAs (https://www.barrelltreecare.co.uk/resources/technical-
guidance/sgn07?stage=Stage) 

• SGN8 Removing surfacing and structures in RPAs 
(https://www.barrelltreecare.co.uk/resources/technical-guidance/sgn08?stage=Stage) 

• SGN9 Installing/upgrading surfacing in RPAs 
(https://www.barrelltreecare.co.uk/resources/technical-guidance/sgn09?stage=Stage) 

• SGN10 Installing structures in RPAs (https://www.barrelltreecare.co.uk/resources/technical-
guidance/sgn10?stage=Stage) 

• SGN11 Installing services in RPAs (https://www.barrelltreecare.co.uk/resources/technical-
guidance/sgn11?stage=Stage) 

• SGN12 Landscaping in RPAs (https://www.barrelltreecare.co.uk/resources/technical-
guidance/sgn12?stage=Stage) 

NOTE:  Each individual SGN can be downloaded by using the links above and the QR Code links in 
Appendix 3. 

2.2 Identification of areas to be protected 

The tree protection plan shows the areas where protective measures are necessary.  The fencing 
location is shown by the heavy black dashed lines, with the construction exclusion zone behind as 
the lighter black diagonal hatch. 

2.3 Arboricultural supervision 

An arboricultural consultant will be appointed to advise on the tree management for the site and 
to attend: 

• a pre-commencement meeting before any work starts; 

• regular supervision visits to oversee the agreed tree protection, as agreed at the pre-
commencement meeting;  and 

https://www.barrelltreecare.co.uk/resources/technical-guidance/sgn01?stage=Stage
https://www.barrelltreecare.co.uk/resources/technical-guidance/sgn01?stage=Stage
https://www.barrelltreecare.co.uk/resources/technical-guidance/sgn02?stage=Stage
https://www.barrelltreecare.co.uk/resources/technical-guidance/sgn02?stage=Stage
https://www.barrelltreecare.co.uk/resources/technical-guidance/sgn03?stage=Stage
https://www.barrelltreecare.co.uk/resources/technical-guidance/sgn03?stage=Stage
https://www.barrelltreecare.co.uk/resources/technical-guidance/sgn04?stage=Stage
https://www.barrelltreecare.co.uk/resources/technical-guidance/sgn04?stage=Stage
https://www.barrelltreecare.co.uk/resources/technical-guidance/sgn05?stage=Stage
https://www.barrelltreecare.co.uk/resources/technical-guidance/sgn05?stage=Stage
https://www.barrelltreecare.co.uk/resources/technical-guidance/sgn06?stage=Stage
https://www.barrelltreecare.co.uk/resources/technical-guidance/sgn06?stage=Stage
https://www.barrelltreecare.co.uk/resources/technical-guidance/sgn07?stage=Stage
https://www.barrelltreecare.co.uk/resources/technical-guidance/sgn07?stage=Stage
https://www.barrelltreecare.co.uk/resources/technical-guidance/sgn08?stage=Stage
https://www.barrelltreecare.co.uk/resources/technical-guidance/sgn09?stage=Stage
https://www.barrelltreecare.co.uk/resources/technical-guidance/sgn10?stage=Stage
https://www.barrelltreecare.co.uk/resources/technical-guidance/sgn10?stage=Stage
https://www.barrelltreecare.co.uk/resources/technical-guidance/sgn11?stage=Stage
https://www.barrelltreecare.co.uk/resources/technical-guidance/sgn11?stage=Stage
https://www.barrelltreecare.co.uk/resources/technical-guidance/sgn12?stage=Stage
https://www.barrelltreecare.co.uk/resources/technical-guidance/sgn12?stage=Stage
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• further supervision visits, as necessary, to oversee any unexpected works that could affect trees. 

The detail of how the arboricultural supervision will be carried out is explained in SGN1 Monitoring 
tree protection in the accompanying Manual. 

2.4 Table 2:  Summary of the site operations requiring arboricultural input 

For this site, arboricultural input will be needed for the following operations: 

Brief operation summary Trees affected 
Location of detailed 

explanations 

Pre-commencement meeting:  Meeting on site with 
all parties to agree protective measures, as 
described in SGN1.  Will be carried out before any 
significant site works begin. 

T12 
SGN1 Monitoring tree 
protection 

Tree felling and pruning:  Contractor will carry out 
agreed works as described in Appendix 2.  Will be 
completed before any significant site works begin. 

Fell T10, T11 Appendix 2 

Installing fencing:  Agreed tree protection measures 
will be installed and checked, as described in SGN2.  
Will be completed before any significant site works 
begin. 

T12 
Tree protection plan, 
SGN2 Fencing protected 
trees 

Pollution control near retained trees:  Any pollution 
control measures identified during risk assessment 
will be installed as described in SGN4.  Will be 
completed before any potential pollutants arrive on 
site. 

T12 SGN4 Pollution control 

Regular arboricultural supervision:  Provision will 
be made to carry out and record agreed 
arboricultural supervision, as described in SGN1. 

T12 
SGN1 Monitoring tree 
protection 

Installing services in RPAs:  These operations will be 
carried out with care, as described in SGN11. 

T12 
SGN11 Installing services 
in RPAs 

Landscaping in RPAs:  These operations will be 
carried out with care, as described in SGN12. 

T12 
SGN12 Landscaping in 
RPAs 

Removing tree protection:  Protection can only be 
removed when there is no risk of damage to 
retained trees, as described in SGN1. 

T12 
SGN1 Monitoring tree 
protection 

The operations summarised in this table, and supplemented by the more detailed explanations set 
out in the SGNs and the rest of this document, form the arboricultural method statement for this 
site.  The Site Manager will ensure that its details and any agreed amendments are known and 
understood by all site personnel.  Copies of the agreed documents will be available on site.  All 
personnel who could have an impact on trees will be briefed on the specific tree protection 
requirements as part of the site induction procedures.  This requirement will be written into the 
site management documentation. 
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2.5 Construction method statement (heads of terms summary) 

A construction method statement is a description of how operations that may affect trees will be 
carried out to minimise any adverse impact on them.  The details of how the site will be managed 
are construction and contractual matters that can only be finalised once the post-consent detailed 
planning begins.  For that reason, at this stage in the planning process, as explained in clause 5.5.6 
of BS 5837, it is normally sufficient to list a heads of terms summary of the issues requiring more 
detailed consideration once consent is issued.  On this site, those issues are likely to include: 

1. Preparation of a written site management protocol for dealing with tree issues, to be 
incorporated into formal site management procedures, and to specifically include induction 
training for all operatives related to tree protection. 

2. The order of work on site, including demolition, site clearance and building work. 
3. Erection and maintenance of tree protection measures. 
4. Who will be responsible for protecting the trees on site. 
5. Detailed proposals for inspecting and supervising the tree protection. 
6. How accidents and emergencies involving trees will be managed, including accidental damage 

to roots and their treatment. 
7. Details of facilitation pruning and access into site.  What size vehicles will be used under 

canopies and will large machinery be lifted over trees. 
8. The parking arrangements for workers and visitors. 
9. A schedule of emergency contact numbers relating to trees. 
10. Areas for loading and unloading of materials and storage of materials and plant. 
11. Where site facilities will be located and when will they be installed. 
12. How machinery and equipment (such as excavators, cranes and their loads, concrete pumps 

and piling rigs) will enter, move on, work on, and leave the site. 
13. Pollution control to specifically consider chemical storage and wheel washing facilities in 

relation to trees. 
14. Recycling and storage of waste in relation to trees. 
15. Details of earthworks, grading and mounding and removal of spoil, including any planned 

lowering or raising of ground levels. 
16. Precise services locations, including the method of excavation when near trees. 
17. How post-construction impacts through compaction to soil near trees will be ameliorated. 
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A1.1 Table 3:  Background administrative information 

 Background administrative information 

Report date & reference 8th March 2018  &  18025-AA2-CA 

Tree protection plan 
reference 

BT2 

Instructing client British Airways Pension Fund 

Instructions 

Visit the site, assess the relevant trees, prepare a schedule of their details, 
describe the impact of the proposal on those trees and identify the tree 
protection issues in an arboricultural method statement confined to the 
heads of terms 

Provided documents 
Combined land survey and layout drawing number 2139 URB PU 03 00 02 A01 
received by email on 26th February 2018 

Report author and 
credentials 

Chris Allder is a Chartered Forester (www.charteredforesters.org) and an AA 
Registered Consultant (www.trees.org.uk), and fully qualified to undertake 
the assessments in this report.  Further details of his credentials can be found 
at www.barrelltreecare.co.uk/who-we-are. 

Report limitations 

• We have not checked if there is any statutory protection on the trees 
because this can delay the production of the report.  If any tree works are 
proposed before a planning consent is given, then the possible existence 
of any statutory protection must be checked with the LPA. 

• This report does not consider ecological or archaeological issues, or any 
other matter beyond the assessment of the trees. 

Technical references 

In preparing the analysis in this report, we considered the guidance and 
advice in the following technical references: 

• Climate Change Act (2008) 
www.legislation.gov.uk/ukpga/2008/27/contents 

• Town and Country Planning Act 1990 
www.legislation.gov.uk/ukpga/1990/8/contents 

• National Planning Policy Framework, published by the DCLG 
www.gov.uk/government/publications/national-planning-policy-
framework--2 

• BS 5837 (2012) Trees in relation to design, demolition and construction – 
Recommendations,  BSI www.shop.bsigroup.com/ 

• BS 8545 (2014) Trees:  from nursery to independence in the landscape – 
Recommendations, www.shop.bsigroup.com/ 

• BS 3998 (2010) Tree work – Recommendations, BSI 
www.shop.bsigroup.com/ 

• Trees in the Townscape:  A Guide for Decision Makers, published by the 

Trees & Design Action Group http://www.tdag.org.uk/ 

• Trees in Hard Landscapes:  A Guide for Delivery, published by the Trees & 

Design Action Group www.tdag.org.uk/ 

• National Joint Utilities Group (2007) Volume 4, Issue 2:  Guidelines for the 
planning, installation and maintenance of utility apparatus in proximity to 
trees www.njug.org.uk/publications/ 

 

 

http://www.charteredforesters.org/
http://www.trees.org.uk/
http://www.barrelltreecare.co.uk/who-we-are
http://www.legislation.gov.uk/ukpga/2008/27/contents
http://www.legislation.gov.uk/ukpga/1990/8/contents
http://www.gov.uk/government/publications/national-planning-policy-framework--2
http://www.gov.uk/government/publications/national-planning-policy-framework--2
http://www.shop.bsigroup.com/
http://www.shop.bsigroup.com/
http://www.shop.bsigroup.com/
http://www.tdag.org.uk/
http://www.tdag.org.uk/
http://www.njug.org.uk/publications/
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A1.2 Table 4:  Data collection 

 Data collection 

Date of site visit 25th January 2018 

People present during 
site visit 

Chris Allder 

Weather & visibility Clear, still and dry, with good visibility 

Limitations to 
observations 

• The inspection of the trees for the purposes of assessing their condition 
and work requirements was made on the basis that they will be annually 
inspected in the future to identify any changes in condition and review the 
original recommendations.  For these reasons, the tree assessment advice 
only remains valid for one year from the date that the trees were last 
inspected. 

• All observations were of a preliminary nature and did not involve any 
climbing or detailed investigation beyond what was visible from accessible 
points at ground level. 

• Observations of trees outside the site boundaries are confined to what was 
visible from within the site. 

• All dimensions were estimated unless otherwise indicated. 

Tree Preservation Orders 
(TPOs), Conservation 
Areas, and tree 
categorisation 

TPOs cannot always be reliably interpreted from the documentation to 
identify which trees are protected, especially as time passes and site 
conditions change from when they were originally made.  It is common for 
TPO plans to be inaccurate and schedules often become out of date as trees 
die or are removed.  Frequently, trees deteriorate and, although they may be 
technically protected by the TPO, are in such poor condition or causing such 
unreasonable inconvenience that their suitability for retention becomes 
questionable.  In a planning context, if poor trees are assessed as unsuitable 
for retention, then it would be inappropriate to show them as a material 
constraint in development planning.  For these reasons, although TPOs do 
need to be considered, they do not form the primary basis for tree 
categorisation.  Poor quality trees assessed as not worthy of retention will be 
shown as such, irrespective of whether they are protected or not.  Similarly, 
good quality trees that are not protected will still be shown as material 
constraints.  The same rationale will be applied to Conservation Areas. 

Tree location and 
numbering 

Each tree was inspected, and the numbering scheme is indicated on the tree 
protection plan.  Where important trees were found on site that were not 
included on the provided plan, their approximate positions and canopy 
extents are indicated on the plan. 

Recording of tree data 
For each identified tree, the information collected was recorded on the tree 
schedule in Appendix 2 and the tree protection plan. 

Compliance of data 
collection with BS 5837 

The data collection is fully compliant with the advice in subsection 4.4.2 of BS 
5837.  When collecting this information, specific consideration was given to 
any low branches that may influence future use, age class, physiological 
condition, structural condition, and remaining contribution.  Where 
appropriate, crown spreads were also noted where they differed from those 
shown on the provided land survey. 

Calculation of RPAs 

Following the recommendations in Table D1 of BS 5837, the diameter of each 
tree was rounded up to the next 2.5cm increment, with the radius of a 
nominal circle and the resultant RPA taken directly from that table.  This 
information is listed for each tree in the tree schedule in Appendix 2. 
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NOTE:  Colour annotation is A & B trees with green background;  C & U trees with blue background;  trees to be removed in red text. 
 
 

Tree No Species 
Height 

(m) 
Diameter 

(cm) @ 1.5m Maturity 
Low 

Branches Category Notes Tree Works 
RPA 

radius 
(m) 

RPA area 
(m2) 

All 
retained 
trees & 
hedges 

              
Carry out safety check and 
lift over site to 3-4m as 
necessary. 

    

T10 Himalayan birch 6 10 Maturing - C Small tree in shrub bed Fell 1.2 5 

T11 Himalayan birch 6 15 Maturing - C Small tree in shrub bed Fell 1.8 10 

T12 Himalayan birch 6 12.5 Maturing - C Small tree in shrub bed - 1.5 7 
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Explanatory Notes 

• Abbreviations: 
 T :  Tree 

• Botanical tree names: 
Himalayan birch :  Betula utilis ‘Jacquemontii’ 

• BS 5837 (2012) compliance:  All data has been collected based on the recommendations set out in subsection 4.4 
of BS 5837. 

• Tree inspections and site limitations:  Each tree was subjected to a quick visual check level of inspection.  Where 
there is restricted access to the base of a tree, its attributes are assessed from the nearest point of access.  Climbing 
inspections are not carried out during this level of inspection and, if heavy ivy is present, tree condition is assessed 
from what can be seen from the ground.  A separate note is recorded if further investigation may be required to 
clarify its status. 

• Crown spreads:  Crown spread dimensions are not listed in the tree schedule because they are illustrated on the 
land survey base to all the plans in this document.  Where crown spreads of significant trees on site are found to 
deviate from those shown on the provided land survey, we have noted it in the text of the report and annotated 
it on our plans. 

• Dimensions:  All dimensions are estimated unless annotated with a ‘*’. 

• Species:  Species identification is based on visual observations.  Where there is some doubt over tree identity, sp 
is noted after the genus name to indicate that the species cannot be reliably identified at the time of the survey.  
Where there is more than one species in a group, only the most frequent are noted and not all the species present 
may be listed. 

• Height:  Height is estimated to provide a broad indication of the size of the tree. 

• Trunk diameter:  Trunk diameter is estimated or measured and recorded in 2.5cm increments as advised in BS 
5837 Table D1.  It is measured with a diameter tape unless access is restricted, direct measurement is not possible 
because of ivy on the trunk or the tree is assessed as low quality.  The point of measurement and the adjustments 
for stem variations are as advised in Figure C1 of BS 5837. 

• Maturity:  In planning context, maturity provides a simplistic indication of a tree’s ability to cope with change and 
its potential for further growth.  For the purposes of this report, young indicates a potential to significantly increase 
in size and a high ability to cope with change, maturing indicates some potential to increase in size and a medium 
ability to cope with change, and mature indicates little potential to increase in size and limited ability to cope with 
change. 

• Low branches:  Any low branches that would not be feasible for removal during normal management and should 
be considered as a design constraint are noted here and explained in the notes. 

• Category:  Our assessment automatically considered tree physiological/structural condition (BS 5837, 4.4.2.5h), 
and so these are not listed separately in the schedule.  Additionally, the category accounts for the remaining 
contribution (BS 5837, 4.4.2.5i) as greater than 40 years for A trees, greater than 20 years for B trees, at least 10 
years for C trees and less than 10 years for U trees, so this is also not listed separately in the schedule.  Category 
A, B and C trees are automatically listed as sub-category 1 unless otherwise stated. 

• Notes:  Only relevant features relating to physiological or structural condition and low branches that may help 
clarify the categorisation are recorded.  If there are no notes, then the presumption should be that no relevant 
features were observed. 

• Tree works:  The recommended tree works are based on the quick visual check level of inspection and only 
intended to address significant hazards identified during that inspection.  The following points should also be 
considered before carrying out any works: 
1. Reporting during work operations:  In the context of the preliminary nature of the tree inspection, any defects 

that may affect tree safety discovered by the contractor when carrying out the work recommendations should 
be reported to the supervising officer.  Modification to the schedule of works may be required because of 
these reports.  The contractor should be specifically instructed on this point. 

2. Implementation of works:  All tree works should be carried out to BS 3998 Recommendations for Tree Work 
as modified by more recent research.  It is advisable to select a contractor from the local authority list and 
preferably one approved by the Arboricultural Association.   Their Register of Contractors is available free 
from The Malthouse, Stroud Green, Standish, Stonehouse, Gloucestershire GL10 3DL;  phone 01242 522152;  
website www.trees.org.uk. 

http://www.trees.org.uk/
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3. Statutory wildlife obligations:  The Wildlife and Countryside Act 1981 as amended by the Countryside and 
Rights of Way Act 2000 provides statutory protection to birds, bats and other species that inhabit trees.  All 
tree work operations are covered by these provisions and advice from an ecologist must be obtained before 
undertaking any works that might constitute an offence. 

4. Stumps:  Stumps to be removed within the RPAs of retained trees should be ground out with a stump grinder 
to minimise any disturbance unless otherwise authorised by the supervising officer. 

• Future tree safety inspections:  Due to the time that may elapse between the original survey and the start of 
development, all trees should be re-inspected as part of the standard risk management process before any works 
start on site.  Our assessment of the trees was carried out on the basis that a re-inspection would be carried out 
within a year of the assessment visit and our advice on tree condition must be reviewed annually from the date of 
that visit. 
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SGN1 Monitoring tree protection SGN2 Fencing protected trees SGN3 Ground protection 

   

SGN4 Pollution control SGN5 Site cranes & piling rigs SGN6 Height restrictions 

   

SGN7 Excavating in RPAs 
SGN8 Removing surfacing and 

structures in RPAs 
SGN9 Installing/upgrading 

surfacing in RPAs 

   

SGN10 Installing structures in 
RPAs 

SGN11 Installing services in RPAs SGN12 Landscaping in RPAs 
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Introduction and Index

This Manual is a compilation of individual Site Guidance Notes (“SGN”) to help manage 

trees effectively on development sites.  Each SGN deals with a specific issue that can 

arise during development and is structured into three main sections;  a concise 

summary at the beginning in the form of a bulleted list for operatives carrying out the 

work;  further explanations and photographic examples to supplement the bulleted list;  

and, a summary of the published technical reference guidance.  This general guidance 

is intended to supplement, not substitute, detailed specifications for work, providing a 

broad overview of key considerations to be applied to any work near retained trees.
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Site Guidance Note 1: Monitoring tree    protection  

Site guidance note 1:
Monitoring tree protection
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SGN 1:  Summary guidance for site operatives

Administration

1. Unauthorised damage to protected trees is a criminal
offence and could lead to enforcement action.

2. Carry out supervision under the normal site risk assessment
procedures and comply with the wider site safety rules.

Monitoring framework

3. Appoint a supervising arboriculturist to monitor tree
protection.

4 The supervising arboriculturist, a developer's
representative, and a local planning authority (“LPA”)
representative, will attend a pre-commencement meeting
before construction work starts.

5. The supervising arboriculturist will visit to check the tree
protection.

6. Additionally, the supervising arboriculturist will visit, as
necessary, to advise on emerging tree protection issues.

7. Circulate written records of monitoring to relevant parties.

Important reminders

8. Fencing and ground protection locations will not be altered
without prior approval of the supervising arboriculturist.

9. Fencing and ground protection will not be removed at the
end of construction without prior approval of the
supervising arboriculturist.

Site guidance note 1:

Monitoring tree protection
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A pre-commencement meeting will be 

held on site before any of the site 

clearance and construction work begins.  

This would normally be attended by the 

s i t e  ma n a g e r,  t h e  s u p e rv i s i n g 

a r b o r i c u l t u r i s t ,  a n d  a  L P A 

representative.  If a LPA representative 

cannot  a t tend ,  the  superv is ing 

arboriculturist will inform the LPA in 

writing of the details of the meeting.  

All tree protection measures described 

in the arboricultural method statement 

will be fully discussed so that their 

implementation and sequencing are 

understood by all the parties.  This will 

include agreeing the form and location 

of the most appropriate combination of 

fencing and ground protection to be 

used as barriers for the construction 

exclusion zone.  

A n y  a g r e e d  c l a r i fi c a t i o n s  o r 

modifications to the consented details 

will be recorded and circulated to all 

parties in writing.  This meeting is where 

General principles and   clarifications

Purpose 

SGN 1 describes the practical requirements for monitoring tree protection throughout 

the construction process, based on the recommendations in BS 5837 (6.1, 6.2, & 6.3).

SGN 1:  Explanatory notes and examples

Site guidance note 1:
Monitoring tree protection

Manual for Managing Trees on Development Sites v 1    © Barrell Tree Consultancy 2017 Page 3/95



T R E E  C O N S U L T A N C YT R E E  C O N S U L T A N C YT R E E  C O N S U L T A N C Y

SGN 1:  Explanatory notes and examples

the details of the programme of tree 

protection will be agreed and finalised, 

which will then form the basis of any 

supervision arrangements between the 

supervising arboriculturist and the 

developer.

Once the site is active, the supervising 

arboriculturist will visit at an interval 

agreed at the pre-commencement site 

meeting.  This would normally be every 

two  to  f ou r  weeks  fo r  gene ra l 

supervision, but could be at a longer 

interval, if agreed between the parties.  

The supervision arrangement will be 

sufficient ly  flexib le to a l low the 

supervision of all sensitive works as they 

occur.  The 's supervising arboriculturist

initial role is to liaise with the developer 

and the LPA to ensure that protective 

measures are fit for purpose and in place 

before any works start on site.  Once the 

site is working, that role will switch to 

m o n i t o r i n g  c o m p l i a n c e  w i t h 

arboricultural planning conditions and 

advising on any tree problems that arise 

or modifications that become necessary.

No agreed protective fencing or ground 

protection will be altered or removed 

without prior approval of the supervising 

arboriculturist.  This particularly applies 

to removal at the end of the construction 

activity and the final landscaping 

because there is a high r isk of 

inadvertent harm to trees during these 

finishing stages.

Due to copyright restric�ons, the relevant Bri�sh Standard clauses are summarised, not quoted, as 

follows:

1. BS 5837 (2012)  Trees in rela�on to design, demoli�on and construc�on – Recommenda�ons:  Clauses

6.1 (Arboricultural method statement), 6.2 (Barriers and ground protec�on), and 6.3 (Site monitoring),

recommend:

Ÿ 6.1.1  Adopt a precau�onary approach towards tree protec�on and describe opera�ons within

RPAs in an arboricultural method statement to demonstrate that there is a minimal risk of adverse

impact on trees.

Ÿ 6.1.2  The arboricultural method statement should include an auditable system of arboricultural site

monitoring, including a schedule of specific site events requiring input or supervision.

Ÿ 6.2.1.3  The protected area is sacrosanct.  Fencing and ground protec�on should not be removed or

altered unless agreed by the supervising arboriculturist.

Ÿ 6.3  There should be an auditable system of site monitoring for trees to be retained, which should

extend to arboricultural supervision whenever construc�on ac�vity could affect RPAs.

Technical reference

Site guidance note 1:
Monitoring tree protection
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Site Guidance Note 2: Fencing protected trees  

Site guidance note 2:
Fencing protected trees
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SGN 2:  Summary guidance for site operatives

Administration

1. Unauthorised damage to protected trees is a criminal
offence and could lead to enforcement action.

2. Work under the normal site risk assessment procedures and
comply with the wider site safety rules.

3. Brief operatives entering root protection areas (“RPAs”) by
the supervising arboriculturist before work starts.

Other relevant SGNs

4. supervising arboriculturistMonitor works in RPAs by the
(See SGN 1 Monitoring tree protection).

Important reminders

5. Fencing will be fit for purpose, i.e. prevent unauthorised
incursions and activities within RPAs.

6. Fencing will be installed at the locations shown on the tree
protection plan.

7. Fencing locations will not be altered without prior approval
of the supervising arboriculturist.

8. Fencing will not be removed at the end of the construction
activity without prior approval of the supervising
arboriculturist.

Site guidance note 2:

Fencing protected trees
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SGN 2:  Explanatory notes and examples

Purpose 

SGN 2 describes where the temporary protective fencing will be installed, what form it 

can take and how long it should remain in place to effectively protect the RPAs of trees to 

be retained, based on the recommendations in BS 5837 (6.2 & 7.3).

Protective fencing recommendations taken from figure 2 of BS 5837.SGN 2-01

1. Standard scaffold poles
2. Heavy gauge 2m tall galvanised tube & welded mesh infill panels
3. Panels secured to uprights & cross-membranes with wire ties
4. Ground level
5. Uprights driven into the ground until secure (minimum 0.6m depth)
6. Standard scaffold clamps

1

2

5

3

6

4

1

≤ 3 m

11

≤ 2 m

≤ 0.6 m

Site guidance note 2:
Fencing protected trees
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SGN 2:  Explanatory notes and examples

The fencing will be installed at the 

locations shown on the tree protection 

plan and agreed by the local planning 

authority before any construction activity 

starts on site.  It will remain in place until 

there is no risk of harm from the 

development activity.  

No fencing will be moved from its agreed 

location, removed, or temporarily 

dismantled, without consulting the 

s u p e r v i s i n g  a r b o r i c u l t u r i s t .  

Furthermore, the condition of the 

fencing will be regularly monitored by 

the supervising arboriculturist to ensure 

it remains fit for purpose, i.e. sufficient to 

prevent unauthor ised access or 

activities within the RPAs of retained 

trees.

The minimum specification for the 

fencing will be as shown in figure 2 of BS 

5837, or an equivalent design that 

effectively restricts access to the RPAs it 

protects.  The precise form of the 

fencing can vary, provided it is fit for 

purpose.  More specifically, behind the 

fencing, there will be no unauthorised 

vehicular access;  no repeated 

pedestrian access;  no fires;  no storage 

of excavated debris, building materials, 

chemicals, or fuels;  no mixing of 

cement;  no service installation or 

excavation;  no raising or lowering of soil 

levels;  and no excessive cultivation for 

landscape planting.  

Any variations to these restrictions will 

b e  a g r e e d  b y  t h e  s u p e r v i s i n g 

arboriculturist.

General principles and   clarifications

Heras fencing wired to 
scaffold braced posts is a 
robust and effective 
interpretation of the BS 
specification.

SGN 2-02

Site guidance note 2:
Fencing protected trees
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SGN 2:  Explanatory notes and examples

SGN 02-04

SGN 02-05

SGN 2-04

SGN 2-05

Site guidance note 2:
Fencing protected trees

Board specification on secure 
wooden posts is a suitable 
alternative to the standard 

braced scaffold design.

Boards following the line of 
existing hard standing, 

enclosing the vulnerable RPA 
within the fencing.

An alternative to dug supports 
is concrete blocks set outside 

the RPA.

SGN 2-03
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SGN 2:  Explanatory notes and examples

Improvised use of drainage 
pipe wrapped around the 
trunk can provide an added 
layer of protection beneath a 
layer of plywood.

Boards attached to a 
supporting framework 
surrounding the trunk reduces 
the risk of accidental impact.

A wood frame around the 
trunk can be used to support 
a plywood surround.    

SGN 2-07

SGN 2-08

Site guidance note 2:
Fencing protected trees

SGN 2-06
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SGN 2:  Explanatory notes and examples

An innovative use of plywood 
and accommodation cabins 

to protect the trunk and roots 
of this retained tree.

Scaffold and boards can be 
installed around trees that 
have to be retained within 

working areas.

SGN 2-09

SGN 2-10

Site guidance note 2:
Fencing protected trees
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SGN 2:  Explanatory notes and examples

Boxing in trunks provides 
effective protection, even in 
the tightest of situations, 
along with the retention of 
existing hard surfacing to 
protect the RPA.

SGN 2-11

If street trees could be 
harmed during development, 
they should also be protected 
even though they may be off 
site.

SGN 2-12

Site guidance note 2:
Fencing protected trees

BS 5837 recommends 
warning signs are attached to 
fencing as a reminder of the 
restrictions within the RPA.

SGN 2-13
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Due to copyright restric�ons, the relevant Bri�sh Standard clauses are summarised, not quoted, as follows:

1. BS 5837 (2012)  Trees in rela�on to design, demoli�on and construc�on – Recommenda�ons:

Clauses 6.2 (Barriers and ground protec�on) and 7.3 (Tree protec�on during development)

recommend:

Ÿ 6.2.1.1  All retained trees should be protected by fencing and ground protec�on before any

demoli�on, development or soil stripping starts.

Ÿ 6.2.1.3  The protected area is sacrosanct.  Fencing and ground protec�on should not be removed

or altered unless agreed by the supervising arboriculturist.

Ÿ 6.2.1.5  The supervising arboriculturist should confirm that the tree protec�on has been

installed as agreed before any significant site work starts.

Ÿ 6.2.2.1  The tree protec�on should be fit for purpose, i.e. preven�ng inappropriate work in the

RPAs of retained trees, and be maintained to remain rigid and complete.

Ÿ 7.3.2  Where structures are to be removed from RPAs, fencing and ground protec�on should be

installed up to the edge of the structure to protect the underlying soil.

Technical reference

SGN 2:  Explanatory notes and examples

Site guidance note 2:
Fencing protected trees
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Site Guidance Note 3: Ground protection  

Site guidance note 3:
Ground protection
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SGN 3:  Summary guidance for site operatives

Administration

1. Unauthorised damage to protected trees is a criminal
offence and could lead to enforcement action.

2. Work under the normal site risk assessment procedures and
comply with the wider site safety rules.

3. Brief operatives entering root protection areas (“RPAs”) by
the supervising arboriculturist before work starts.

Other relevant SGNs

4. supervising arboriculturistMonitor works in RPAs by the
(See SGN 1 Monitoring tree protection).

Important reminders

5. Ground protection will be fit for purpose, i.e. prevent
damage to the underlying soil and roots in RPAs.

6. Ground protection will be installed at the locations shown
on the tree protection plan.

7. Ground protection locations will not be altered without prior
approval of the supervising arboriculturist.

8. Where feasible, retain existing hard standing to act as
ground protection.

9. Ground protection will not be removed at the end of
construction without prior approval of the supervising
arboriculturist.

Site guidance note 3:

Ground protection
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SGN 3:  Explanatory notes and examples

Purpose

SGN 3 describes where ground protection will be installed, what form it can take, and 

how long it should remain in place to effectively protect trees to be retained, based on the 

recommendations in BS 5837 (6.2 & 7.3).

Ground protection is an effective means 

of preventing damage to the RPAs of 

retained trees during development 

activity.  In practice, a range of 

approaches can be used, including 

retaining existing hard surfacing or 

structures that already protect the soil, 

i n s t a l l i n g  n e w  m a t e r i a l s ,  o r  a 

combination of both.  Whatever the 

chosen option, the result will be that the 

underlying soil (rooting environment) 

remains undisturbed and retains the 

capacity to support existing and new 

roots.

Ground protection will be installed at the 

locations shown on the tree protection 

plan and agreed by the local planning 

authority before any construction activity 

starts on site.  It will remain in place until 

there is no risk of harm from the 

development activity.  No ground 

protection will have its location changed 

or be removed without consulting the 

s u p e r v i s i n g  a r b o r i c u l t u r i s t .   

Furthermore, the condition of the ground 

protection will be regularly monitored to 

ensure it remains fit for purpose, i.e. 

sufficient to prevent damage to the 

RPAs of retained trees. 

General principles and   clarifications

Site guidance note 3:
Ground protection
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SGN 3:  Explanatory notes and examples

Heavy-duty plywood set onto 
a compressible woodchip 
layer and pinned into position 
is suitable to spread the 
loading from pedestrian 
access.

Spreading soil excavated from 
footings is an effective way of 
buffering the plywood surface 
from the wear of light vehicles.

SGN 3-02

SGN 3-03

Metal plates and heavy 
plywood cover this entire area 
while the piles are being 
installed and the building is 
constructed above the RPA.

SGN 3-01

Site guidance note 3:
Ground protection
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SGN 3:  Explanatory notes and examples

Plywood fixed to a wood 
frame is another effective 

method of protecting soil from 
pedestrian compaction.

A scaffold framework 
attached to the main scaffold 

fencing can be used to 
support either scaffold planks 

or plywood to create an 
elevated platform with a gap 

beneath.

Cellular products are a very 
effective means of providing 

ground protection where 
heavy vehicle use is expected.  

Here, it is being used to 
temporarily widen an existing 

road, to be removed once the 
construction is finished.

SGN 3-04

SGN 3-05

SGN 3-06

Site guidance note 3:
Ground protection
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SGN 3:  Explanatory notes and examples

Custom designed sectional 
metal tracks can be joined to 
support very heavy traffic use 
through sensitive areas.

A combination of retaining 
existing surfacing and using 
temporary construction cabin 
accommodation can be a very 
effective means of preventing 
damage to sensitive areas.

SGN 3-07

SGN 3-08

SGN 3-09

Ground protection must be 
used where repeated 
pedestrian traffic could cause 
compaction in sensitive RPAs.  
It can be as simple as 
plywood pinned to the 
ground,  or custom designed 
plates that interlock to spread 
the load.

Site guidance note 3:
Ground protection
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SGN 3:  Explanatory notes and examples

Steel plates can be an 
effective way of temporarily 
reinforcing weak surfacing 

over a construction access 
during the development 

activity.

A temporary concrete slab 
cast directly over existing low 

load bearing surfacing is an 
effective way of ensuring that 
the soil beneath is protected 

from compaction during 
development.  This is 

removed once the heavy use 
is finished.

Temporary concrete slabs on 
slopes are an effective way of 

preventing soil damage during 
the transport of materials on 

and off site.

SGN 3-10

SGN 3-12

SGN 3-11

Site guidance note 3:
Ground protection
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SGN 3:  Explanatory notes and examples

Due to copyright restric�ons, the relevant Bri�sh Standard clauses are summarised, not quoted, as follows:

1. BS 5837 (2012)  Trees in rela�on to design, demoli�on and construc�on – Recommenda�ons:

Clauses 6.2 (Barriers and ground protec�on) and 7.3 (Tree protec�on during development)

recommends:

Ÿ 6.2.1.1  All retained trees should be protected by fencing and ground protec�on before any

demoli�on, development or soil stripping starts.

Ÿ 6.2.1.3  The protected area is sacrosanct.  Fencing and ground protec�on should not be

removed or altered unless agreed by the supervising arboriculturist.

Ÿ 6.2.1.5  The supervising arboriculturist should confirm that the tree protec�on has been

installed as agreed before any significant site work starts.

Ÿ 6.2.3.1  Where deemed appropriate by the project arboriculturist, protec�ve fencing can be set

back and the RPA protected with ground protec�on.  Where feasible, exis�ng hard surfacing

scheduled for removal should be retained to act as temporary ground protec�on during

construc�on.

Ÿ 6.2.3.2  If the set-back exposes unmade ground, new temporary ground protec�on should be

installed as part of the tree protec�on measures before site works start.

Ÿ 6.2.3.3  New temporary ground protec�on should support all an�cipated loading and prevent

compac�on in the RPA.

Ÿ 6.2.3.4  The loca�on and design of ground protec�on should be shown on the tree protec�on

plan and detailed within the arboricultural method statement.

Ÿ 6.2.3.5  The objec�ve of ground protec�on is to avoid soil compac�on and prevent adverse

impacts on tree root func�on.

Ÿ 7.3.2  Where structures are to be removed from RPAs, fencing and ground protec�on should be

installed up to the edge of the structure to protect the underlying soil.

Ÿ 7.3.3  All demoli�on plant should either operate outside the RPA, or run on ground protec�on

installed before demoli�on starts.

Technical reference

Site guidance note 3:
Ground protection

Manual for Managing Trees on Development Sites v 1    © Barrell Tree Consultancy 2017 Page 22/95



T R E E  C O N S U L T A N C YT R E E  C O N S U L T A N C YT R E E  C O N S U L T A N C Y

Site Guidance Note 4:     Pollution control

Site guidance note 4:
Pollution control
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Administration

1. Unauthorised damage to protected trees is a criminal
offence and could lead to enforcement action.

2. Manage pollution control under the normal site risk
assessment procedures and comply with the wider site
safety rules.

3. Where a significant risk of root protection area (RPA)
contamination is identified, put pollution control measures
in place to manage that risk.

Other relevant SGNs

4. supervising arboriculturistMonitor works in RPAs by the
(See SGN 1 Monitoring tree protection).

Important reminders

5. Make provision for emergency spillage clean-up.

6. Mix cement and wash vehicles as far away from RPAs as
possible.

7. Use bunding and impermeable membranes to prevent liquid
contaminants reaching RPAs.

8. Use impermeable membranes to prevent leachates from
poured concrete contaminating RPAs.

9. Keep pollution control measures in place until there is no
significant risk of RPA contamination.

SGN 4:  Summary guidance for site operatives

Site guidance note 4:

Pollution control
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SGN 4:  Explanatory notes and examples

Purpose 

SGN 4 describes why pollution control is necessary, what form it will take, and how long it 

will remain in place to effectively protect retained trees, based on the recommendations 

in BS 5837 (5.5, 6.2.4, 7.4, 7.5, &  A.2).

Pollution control is intended to prevent 

pollutants contaminating RPAs and it will 

be necessary wherever risk assessment 

identifies a significant risk of harm 

arising from this cause.  Spilt solid or 

liquid chemicals that reach RPAs can kill 

existing roots and may prevent new 

roots growing, so provision will be made 

to minimise the risk of soil contamination 

within the normal risk management 

protocols for the site.  If identified as 

necessary in the risk assessment 

process, pollution control measures will 

include physical means of containing 

spillages and procedures for clearing 

them up if they occur.  All cement mixing 

and vehicle washing points will be 

located outside RPAs, with provision to 

contain any spillages.  Where the 

contours of the site create a risk of 

polluted water or toxic liquids running 

into RPAs, a precautionary measure of 

bunding or a frame, sealed with heavy-

duty plastic sheeting sufficient to 

prevent contamination, will be used to 

contain accidental spillages.  Where wet 

concrete is poured within RPAs, an 

impermeable liner will be used to 

prevent contamination of the soil from 

any leachate.  Pol lut ion control 

measures will remain in place until there 

i s  n o  s i g n i fi c a n t  r i s k  o f  R PA 

contamination.

General principles and   clarifications

Site guidance note 4:
Pollution control
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SGN 4:  Explanatory notes and examples

The storage of fuels or any 
toxic chemicals is not 
permitted in RPAs.

Where fuel or other chemicals 
are stored on site, risk 
assessment will be carried out 
to identify if emergency 
spillage kits are needed to 
restrict the environmental 
impact of accidents.

Soil bunding or a supporting 
framework covered in heavy-
duty plastic sheeting will be 
installed where there is a risk 
of spillages contaminating 
RPAs.  This specifically 
applies to cement mixing 
areas and vehicle washing 
facilities.

SGN 4-01

SGN 4-02

SGN 4-03

Site guidance note 4:
Pollution control
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SGN 4:  Explanatory notes and examples

Cement washings are toxic to 
plants and must be contained 

in a way that prevents 
contamination of adjacent 

RPAs.

The leachate from poured wet 
concrete is toxic to plants and 

must be prevented from 
contaminating RPAs by using 

an impermeable membrane to 
stop any leakage into the soil.

When pouring wet concrete in 
RPAs, methods must be used 

to prevent spillage and 
contamination beyond the 

installation.        

SGN 4-04

SGN 4-06

SGN 4-05

Site guidance note 4:
Pollution control
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SGN 4:  Explanatory notes and examples

Impermeable liners must be 
used to prevent 
contamination of the RPA 
from the leachate that 
originates from poured 
concrete.

SGN 4-07

Due to copyright restric�ons, the relevant Bri�sh Standard clauses are summarised, not quoted, as follows:

1. BS 5837 (2012)  Trees in rela�on to design, demoli�on and construc�on – Recommenda�ons:

Clauses 5.5 (Tree protec�on plan), 6.2.4 (Addi�onal precau�ons outside the exclusion zone), 7.4

(Permanent hard surfacing within the RPA), 7.5 (Special engineering for founda�ons within the

RPA), and A.2 (Avoiding damage to trees), recommend:

Ÿ 5.5.6  To avoid contamina�on from pollutants, account should be taken of the effects of slope on

the movement of poten�ally harmful liquid spillages towards RPAs.

Ÿ 6.2.4.3  Materials that could harm trees should be stored and handled well away from RPAs.

Ÿ 7.4.4.5  Concrete should not be poured within RPAs unless an impermeable liner has been

installed to prevent contamina�on by the highly alkaline leachate.

Ÿ 7.5.5  Pile type should be selected to minimise the poten�ally toxic effects of uncured concrete,

e.g. sleeved bored pile or screw pile.

Ÿ A.2.1  Care should be taken to avoid accumula�ng adverse impacts on retained trees from

materials such as uncured concrete, diesel oil, and vehicle washings.

Technical reference

Site guidance note 4:
Pollution control
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Site Guidance Note 5:     Site cranes and piling rigs

Site guidance note 5:
Site cranes & piling rigs
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Site guidance note 5:

Site cranes & piling rigs

SGN 5:  Summary guidance for site operatives

Administration

1. Unauthorised damage to protected trees is a criminal
offence and could lead to enforcement action.

2. Work under the normal site risk assessment procedures and
comply with the wider site safety rules.

Other relevant SGNs

3 Monitor works in root protection areas (RPAs) by the.
supervising arboriculturist (See SGN 1 Monitoring tree
protection).

Important reminders

4. Programme fixed site cranes to automatically avoid contact
with retained trees or instruct operatives to do so manually.

5. Use a banksman to ensure that mobile cranes and piling
rigs moving around the site do not hit retained trees.

6. Where necessary, create working space during demolition
by facilitation access pruning and tying back branches, as
specified by the supervising arboriculturist.
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Purpose 

SGN 5 describes the precautions that will be taken to prevent damage to branches 

during the installation, use, and removal of fixed and mobile site cranes, and mobile 

piling rigs, near retained trees, based on the recommendations in BS 5837 (5.5, 6.2.4, 

7.3 & 7.5).

Site cranes can be permanently fixed on site for the duration of the development activity 

or temporarily brought on to site for specific lifting tasks.  Both fixed position and mobile 

cranes can damage branches and trunks by physically hitting them with the machine 

and the loads being moved.

General principles and  clarifications

SGN 5:  Explanatory notes and examples

Site guidance note 5:
Site cranes & piling rigs

Where possible, permanent site cranes 

will be automatically programmed to 

avoid retained trees.  If programming is 

not possible, operatives will be trained to 

avoid retained trees through the normal 

site risk management procedures.  

Mobile cranes and piling rigs will normally 

be kept away from protected trees by 

fencing.  

However, if low branches extend over the 

fencing, damage to the tree will be 

avoided by either facilitation pruning or 

manually tying them clear of the work 

area, as specified by the supervising 

arboriculturist.  All movement of mobile 

plant near trees with branches that extend 

beyond the fencing will be overseen by a 

banksman to ensure that there is no 

contact.
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Where possible, fixed-position 
cranes should be 
programmed to automatically 
avoid retained trees.  If that is 
not possible, operatives 
should be trained to avoid 
retained trees as part of the 
normal site risk management 
procedures.

Where possible, access for 
any plant near trees will be 
restricted by protective 
fencing.  However, where 
branches extend over fencing 
and there is a risk of damage 
from mobile cranes, 
operatives should be briefed 
to avoid them and be guided 
around the site by a 
banksman.

Loads can be lifted around the 
site over and around trees, 
but operatives should be 
briefed to avoid contact with 
tree crowns.

SGN 5-01

SGN 5-03

SGN 5-02

SGN 5:  Explanatory notes and examples

Site guidance note 5:
Site cranes & piling rigs
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SGN 5:  Explanatory notes and examples

Care should be taken to avoid 
damaging retained trees 

during the installation and 
dismantling of fixed-position 

site cranes.

Tall piling rigs have the 
potential to damage branches 
up to 20m off the ground and 

so protective fencing should 
be used to prevent this where 

such rigs are used.

Facilitation pruning to reduce 
the length of branches 

extending over fencing or 
tying long branches back are 
ways to prevent damage by 

piling rigs.

SGN 5-04

SGN 5-06

SGN 5-05

Site guidance note 5:
Site cranes & piling rigs
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SGN 5:  Explanatory notes and examples

Alternatively, low height piling 
rigs should be used to avoid 
damaging branches that 
cannot be pruned or tied 
back.

SGN 5-07

Due to copyright restric�ons, the relevant Bri�sh Standard clauses are summarised, not quoted, as follows:

1. BS 5837 (2012)  Trees in rela�on to design, demoli�on and construc�on – Recommenda�ons:

Clauses 5.5 (Tree protec�on plan), 6.2.4 (Addi�onal precau�ons outside the exclusion zone), 7.3

(Tree protec�on during demoli�on), and 7.5 (Special engineering for founda�ons within the RPA),

recommend:

Ÿ 5.5.6  To avoid damage to retained tree crowns, working space for cranes, plant, scaffolding and

access should be allowed for.

Ÿ 6.2.4.1  Planning of site opera�ons should account for wide loads, tall loads and plant with

booms, jibs and counterweights (including drilling rigs) to prevent them hi�ng retained trees.

Adequate clearance from trees should be maintained by using a banksman when using plant

near trees.

Ÿ 7.3.1  If necessary, access facilita�on pruning or temporarily tying branches back should be

carried out to provide working space during demoli�on.  A pruning or tying specifica�on should

be prepared by an arboriculturist.

Ÿ 7.5.5  Where piles are to be installed in RPAs, the smallest prac�cal pile diameter should be used

because it reduces the size of the rig required, which reduces the reliance on ground protec�on

and any access facilita�on pruning.

Technical reference

Site guidance note 5:
Site cranes & piling rigs
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Site Guidance Note 6:     Height restrictions

Site guidance note 6:
Height restrictions
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Site guidance note 6:

Height restrictions

Administration

1. Unauthorised damage to protected trees is a criminal
offence and could lead to enforcement action.

2. Work under the normal site risk assessment procedures and
comply with the wider site safety rules.

Other relevant SGNs

3 Monitor works in root protection areas (RPAs) by the.
supervising arboriculturist (See SGN 1 Monitoring tree
protection).

Important reminders

4. Restrict the height of vehicles entering controlled areas
using a height bar above the entrance.

SGN 6:  Summary guidance for site operatives
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SGN 6:  Explanatory notes and examples

Purpose

SGN 6 describes the precautions that will be taken to prevent damage to branches of 

retained trees from high vehicles, based on the recommendations in BS 5837 (5.5, 

6.2.4, 7.3, & 7.5).

General principles and clarifications

Access will be limited at the entrance point to routes with low branches using a height 

restriction bar above the entrance, with an implication that materials will be unloaded 

This temporary access 
through a woodland was 

height-restricted to preserve 
low branches that formed 
important screening of the 

new building from outside the 
site.

Height restriction bars are 
commonly used on urban 
sites to prevent accidental 
damage to low branches.

SGN 6-01

SGN 6-02

Site guidance note 6:
Height restrictions
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SGN 6:  Explanatory notes and examples

Due to copyright restric�ons, the relevant Bri�sh Standard clauses are summarised, not quoted, as 

follows:

1. BS 5837 (2012)  Trees in rela�on to design, demoli�on and construc�on – Recommenda�ons:  

Clauses 5.5 (Tree protec�on plan), 6.2.4 (Addi�onal precau�ons outside the exclusion zone), 7.3 

(Tree protec�on during demoli�on), and 7.5 (Special engineering for founda�ons within the RPA), 

recommend:

Ÿ 5.5.6  To avoid damage to retained tree crowns, working space for cranes, plant, scaffolding 

and access should be allowed for.

Ÿ 6.2.4.1  Planning of site opera�ons should account for wide loads, tall loads and plant with 

booms, jibs and counterweights (including drilling rigs) to prevent them hi�ng retained trees.  

Adequate clearance from trees should be maintained by using a banksman when using plant 

near trees.

Ÿ 7.3.1  If necessary, access facilita�on pruning or temporarily tying branches back should be 

carried out to provide working space during demoli�on.  A pruning or tying specifica�on 

should be prepared by an arboriculturist.

Ÿ 7.5.5  Where piles are to be installed in RPAs, the smallest prac�cal pile diameter should be 

used because it reduces the size of the rig required, which reduces the reliance on ground 

protec�on and any access facilita�on pruning.

Technical reference

Site guidance note 6:
Height restrictions
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Site Guidance Note 7: Excavation in root protection
                                        areas 

Site guidance note 7:
Excavation in root protection areas
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SGN 7:  Summary guidance for site operatives

Administration

1. Unauthorised damage to protected trees is a criminal
offence and could lead to enforcement action.

2. Work under the normal site risk assessment procedures and
comply with the wider site safety rules.

3. Brief operatives entering root protection areas (RPAs) by the
supervising arboriculturist before work starts.

Other relevant SGNs

4. supervising arboriculturistMonitor works in RPAs by the
(See SGN 1 Monitoring tree protection).

5. Design access to avoid soil compaction (See SGN 3 Ground
protection).

6. Additional guidance on excavating to install services is
provided in SGN 11 (Installing services in root protection
areas).

Important reminders

7. Excavate using specialised compressed air tools or hand
tools such as forks and spades, with a preference for air
tools.  Note:  Do not mechanically excavate.

8. If using hand tools, avoid accidental bark damage by using
a fork to loosen the soil to help locate any substantial roots.

9. Use a smaller tool such as a trowel to clear the soil away
from roots without damaging the bark.

Site guidance note 7:

Excavation in root protection areas
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SGN 7:  Summary guidance for site operatives

10. Remove soil/material from the excavation without disturbing
the adjacent rooting environment.

11. Retain flexible clumps of smaller fibrous roots if they can be
displaced temporarily or permanently beyond the excavation
without damage.

12. Cut exposed roots to be removed cleanly 10–20cm behind
the final face of the excavation.

13. Protect roots temporarily exposed, but to be retained, from
direct sunlight, drying out, and extremes of temperature, by
appropriate covering such as dampened hessian sacking
and/or boards over the hole.

14. If necessary, individual roots and clumps of less than 2.5cm
width will be cut cleanly without consulting the supervising
arboriculturist.

15. Retain individual roots and clumps greater than 2.5cm in
width where possible and only cut if agreed with the
supervising arboriculturist.

16. When back-filling, place an inert granular material mixed
with top soil or sharp sand around retained roots greater
than 2.5cm in width before light compaction.

Site guidance note 7:

Excavation in root protection areas
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SGN 7:  Explanatory notes and examples

Purpose

SGN 7 describes the principles that will be applied to authorised excavation in RPAs, 

based on the recommendations in BS 5837 (7.2), and the guidance in NJUG (4.1).

Excavation can adversely affect 

retained trees through direct damage to 

roots and destructively disturbing the 

rooting environment.  However, some 

trees can tolerate limited amounts of 

excavation if the work is carried out 

carefully and the disturbance is kept to a 

minimum.  The amount of disturbance 

that an individual tree can tolerate 

depends on factors such as tree 

species, health, age, and the growing 

conditions.  These are all matters that 

will be assessed by an experienced and 

qualified arboriculturist.

In practical terms, unless otherwise 

a g r e e d  b y  t h e  s u p e r v i s i n g 

arboriculturist, all excavation will be 

carried out using hand tools, and the 

preferred method will be by compressed 

air soil displacement.  Alternatively, if the 

compressed air option is not available, 

hand digging will be acceptable.  

Whatever the method of digging, the 

priority will be to remove soil without 

damaging the bark and wood of 

significant woody roots.  If individual 

roots or clumps are discovered, those 

less than 2.5cm width can be cut cleanly 

without consultation with the supervising 

arboriculturist.  Individual roots and 

clumps greater than 2.5cm width will be 

retained where possible and only cut 

after agreement by the supervising 

arboriculturist.

More specifically, all soil removal must 

be done with care to minimise the 

disturbance of roots beyond the 

immediate area of excavation.  Where 

possible, flexible clumps of smaller 

fibrous roots should be retained if they 

can be displaced temporari ly or 

permanently beyond the excavation 

without damage.  If digging by hand, a 

fork should be used to loosen the soil 

and help locate any substantial roots.  

Once roots have been located, the 

trowel should be used to clear the soil 

away from them without damaging the 

bark.  Exposed roots to be removed 

should be cut cleanly with a sharp saw or 

secateurs 10–20cm behind the final 

face of  the excavat ion.   Roots 

temporarily exposed, but to be retained, 

will be protected from direct sunlight, 

drying out and extremes of temperature 

by appropriate covering such as 

dampened hessian sacking.

General principles and   clarifications

Site guidance note 7:
Excavation in root protection areas
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SGN 7:  Explanatory notes and examples

SGN 7-01

SGN 7-03

SGN 7-02

Site guidance note 7:
Excavation in root protection areas

Conventional trench 
installation of services 

damages tree roots and is not 
permitted in RPAs.

All excavation in RPAs should 
be with hand-held tools.  

Where possible, there will be 
a preference to use air tools 

because they are very 
effective at exposing roots 
and services with minimal 

damage.

Air tools are particularly useful 
where roots are very dense.
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SGN 7:  Explanatory notes and examples

Conventional hand tools such 
as spades and forks should 
be used where surfacing is so 
hard and compacted that it is 
not possible to use air tools.

These cobbles and the sub-
surface were so compacted 
that hand tools had to be 
used to loosen and then 
remove the material around 
the roots before replacing 
with a more favourable 
rooting medium.

Individual roots and clumps 
greater than 2.5cm in width 
should be retained 
undamaged, unless cutting is 
authorised by the supervision 
arboriculturist.

SGN 7-04

SGN 7-06

SGN 7-05

Site guidance note 7:
Excavation in root protection areas
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Once roots have been located 
with a fork, a smaller tool such 
as a trowel should be used to 
clear soil from around the root 

to avoid damaging bark and 
wood.

Exposed roots to be retained 
should be protected from 

light, drying out, and extremes 
of temperature, by covering 
with hessian sacking and/or 

boards until they can be 
covered back with soil.

Where roots to be retained will 
be exposed for longer than a 
few hours and there is a risk 

of drying out, the hessian 
covering should be kept 

damp by watering.

SGN 7-07

SGN 7-09

SGN 7-08

Site guidance note 7:
Excavation in root protection areas

SGN 7:  Explanatory notes and examples
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Where roots have to be 
removed, they should be cut 
cleanly beyond the face of the 
excavation with secateurs or 
a saw.

SGN 7-10

Excavation by machines is 
not permitted in RPAs.

Site guidance note 7:
Excavation in root protection areas

SGN 7-12

SGN 7:  Explanatory notes and examples

Where large amounts of soil 
are excavated to expose 
roots, it should be temporarily 
stored on heavy duty plywood 
boards, or similar, to prevent 
ground compaction to the 
RPA beneath.

SGN 7-11
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Site guidance note 7:
Excavation in root protection areas

SGN 7:  Explanatory notes and examples

Due to copyright restric�ons, the relevant Bri�sh Standard clauses are summarised, not quoted, as follows:

1. BS 5837 (2012)  Trees in rela�on to design, demoli�on and construc�on – Recommenda�ons:  

Clause 7.2 (Avoiding physical damage to the roots during demoli�on or construc�on) recommends:

Ÿ 7.2.1  Other than for piling, exis�ng ground levels in RPAs should not be disturbed.  However, 

limited manual excava�on might be acceptable if it is done carefully, using hand-held tools and 

preferably by compressed air soil displacement, subject to jus�fica�on.

Ÿ 7.2.2  Exposed roots should be protected to prevent desicca�on and temperature changes, and 

the excava�on backfilled as soon as possible a�er the protec�on has been removed.

Ÿ 7.2.3  Individual roots and clumps of less than 25mm width can be pruned without further 

consulta�on, if necessary, making a clean cut.  Roots and clumps greater than 25mm in width 

should only be cut if agreed by the supervising arboriculturist.

Ÿ 7.2.4  Backfill around retained roots should be with topsoil or uncompacted sharp sand, or other 

loose inert granular fill.

2. Na�onal Joint U�li�es Group (“NJUG”) Guidelines for the Planning, Installa�on and 

Maintenance of U�lity Apparatus in Proximity to Trees – Issue 2 (www.njug.org.uk/wp-

content/uploads/2016/09/V4-Trees-Issue-2-16-11-2007.pdf):  Sec�on 4.1 (How to avoid damage 

to trees – Below ground) advises:

“4.1.3 Realignment:  Whenever possible apparatus should always be diverted or re-aligned outside 

the Prohibited or Precau�onary Zones.  Under no circumstances can machinery be used to excavate 

open trenches within the Prohibited Zone.

 Where works are required for the laying or maintenance of any apparatus within the Prohibited or 

Precau�onary Zones there are various techniques available to minimise damage.  Acceptable 

techniques in order of preference are;

a) Trenchless:  Wherever possible trenchless techniques should be used.  The launch and recep�on 

pits should be located outside the Prohibited or Precau�onary Zones.  In order to avoid damage to 

roots by percussive boring techniques it is recommended that the depth of run should be below 

600mm.  Techniques involving external lubrica�on of the equipment with materials other than 

water (e.g. oil, bentonite, etc.) must not be used when working within the Prohibited Zone.  

Lubrica�ng materials other than water may be used within the Precau�onary Zone following 

consulta�on and by agreement. 

Technical reference
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b) Broken Trench – Hand-dug:  This technique combines hand dug trench sec�ons with trenchless 

techniques if excava�on is unavoidable. Excava�on should be limited to where there is clear access 

around and below the roots. The trench is excavated by hand with precau�ons taken as for 

con�nuous trenching as in (c) below. Open sec�ons of the trench should only be long enough to 

allow access for linking to the next sec�on. The length of sec�ons will be determined by local 

condi�ons, especially soil texture and cohesiveness, as well as the prac�cal needs for access. In all 

cases the open sec�ons should be kept as short as possible and outside of the Prohibited Zone.

c) Con�nuous Trench – Hand-dug:  The use of this method must be considered only as a last resort if 

works are to be undertaken by agreement within the Prohibited Zone.  The objec�ve being to 

retain as many undamaged roots as possible.”

Site guidance note 7:
Excavation in root protection areas

SGN 7:  Explanatory notes and examples
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Site Guidance Note 8:   Removing surfacing and 
                                          structures in root protection     
 areas 

Site guidance note 8:
Removing surfacing & structures in root protection areas
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Site guidance note 8:

Removing surfacing & structures in root protection areas

Administration

1. Unauthorised damage to protected trees is a criminal
offence and could lead to enforcement action.

2. Work under the normal site risk assessment procedures and
comply with the wider site safety rules.

3. Brief operatives entering root protection areas (RPAs) by the
supervising arboriculturist before work starts.

Other relevant SGNs

4. supervising arboriculturistMonitor works in RPAs by the
(See SGN 1 Monitoring tree protection).

5. Design access to avoid soil compaction (See SGN 3 Ground
protection).

6. Minimise excavation into original undisturbed soil (See SGN
7 Excavation in root protection areas).

Important reminders

7. Manually break up and remove debris from the RPA using
appropriate tools, e.g. pneumatic breaker, crow bar,
sledgehammer, pick, mattock, shovel, spade, trowel, fork,
and wheelbarrow.  Have secateurs and a handsaw available
to cut exposed roots to be removed.

8. Remove debris from the RPA without disturbing the
adjacent rooting environment, e.g. lifting out with a machine
located outside the RPA or manually carry out over ground
protection.

SGN 8:  Summary guidance for site operatives

Manual for Managing Trees on Development Sites v 1    © Barrell Tree Consultancy 2017 Page 50/95



T R E E  C O N S U L T A N C YT R E E  C O N S U L T A N C YT R E E  C O N S U L T A N C Y

Site guidance note 8:

Removing surfacing & structures in root protection areas

SGN 8:  Summary guidance for site operatives

9. Where appropriate, use machines with a long reach if they
can work from outside RPAs, or from protected areas within
RPAs without encroaching onto unprotected soil.

10. Where appropriate, leave below ground structures in place
if their removal will cause excessive RPA disturbance.
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SGN 8:  Explanatory notes and examples

Purpose

SGN 8 describes the practical requirements for removing surfacing and structures in 

RPAs, based on the recommendations in BS 5837 (7.3).

For the purposes of this guidance, the 

following broad definitions apply:

Ÿ Surfacing:  Any hard surfacing used 

as a vehicular road, parking, or 

pedestrian path, including tarmac, 

s o l i d  s t o n e ,  c r u s h e d  s t o n e , 

compacted aggregate, concrete, and 

timber decking.  This does not 

include compacted soil with no hard 

covering.

Ÿ Structures:   Any  man-made 

structure above or below ground 

including service pipes, walls, gate 

piers, buildings, and foundations.  

Typically, this would include drainage 

structures, car-ports, bin stores, and 

concrete slabs supporting buildings.

In principle, roots frequently grow 

adjacent to and beneath existing 

surfacing and structures, so great care is 

needed during access and demolition.  

Damage can occur through physical 

d isturbance of  roots and/or the 

compaction of soil around them from the 

weight of machinery or repeated 

pedestrian passage.  This is not 

generally a problem while surfacing and 

structures remain in place because they 

spread the load on the soil beneath and 

further protective measures are not 

normally necessary.  However, once 

that protection is removed and the soil 

below is exposed, the potential for 

damage to roots becomes an issue.  In 

summary, there should be no vehicular 

or repeated pedestrian access unless 

existing ground protection is retained or 

new protective measures are installed.  

All exposed RPAs must be protected 

until there is no further risk of damage.

General principles and   clarifications

Site guidance note 8:
Removing surfacing & structures in root protection areas
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SGN 8:  Explanatory notes and examples

Machines with a long reach 
can be used to lift out heavy 

surfacing and structures if the 
machine sits outside the RPA 

and the exposed surface is 
protected before there is any 

further access.

Careful lifting of cemented-in 
sets round this tree allowed 

them to be re-laid on a 
permeable sand base, 

improving the water input into 
the soil around the trunk.

These trees had impermeable 
surfacing right up to their 

trunks, which had to be 
removed by hand before 
installing new structures.

SGN 8-01

SGN 8-03

SGN 8-02

Site guidance note 8:
Removing surfacing & structures in root protection areas
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SGN 8:  Explanatory notes and examples

This old concrete footing 
close to a large mature tree 
was retained, thus avoiding 
excessive disturbance of 
roots below it.

The RPAs for the retained 
trees around the boundary is 
protected by a combination of 
fencing and ground 
protection.  The hard 
surfacing covering the 
remaining RPA was then 
removed using a pneumatic 
breaker before hand 
excavation of the soil beneath 
to install new footings.

SGN 08-04

SGN 08-05

Site guidance note 8:
Removing surfacing & structures in root protection areas

If structures are firmly 
incorporated into roots, it may 
be best to leave them in place 
rather than attempt to remove 
them and irreversibly damage 
the tree.

SGN 8-06
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SGN 8:  Explanatory notes and examples

Due to copyright restric�ons, the relevant Bri�sh Standard clauses are summarised, not quoted, as follows:

 

1. BS 5837 (2012)  Trees in rela�on to design, demoli�on and construc�on – Recommenda�ons:  

Clause 7.3 (Tree protec�on during demoli�on) recommends:

Ÿ 7.3.2  RPAs up to the edge of structures to be removed should be protected.

Ÿ 7.3.3  Demoli�on plant should either operate outside the RPA or run on ground protec�on 

installed before work starts.

Ÿ 7.3.4  Demoli�on of buildings near retained trees should be done inwards within the footprint 

of the exis�ng building.

Ÿ 7.3.5  Where possible, and a�er consulta�on with the supervising arboriculturist, it is 

preferable to leave redundant structures in RPAs to avoid damage to tree roots.

Ÿ 7.3.6  Exis�ng surfacing should be removed with care and any machine should work backwards 

over the area to prevent damage to any exposed RPA.  It is preferable to leave any exis�ng sub-

base in situ if new surfacing is to be laid.

Technical reference

Site guidance note 8:
Removing surfacing & structures in root protection areas
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Site Guidance Note 9:  Installing/upgrading
 surfacing in root protection
  areas   

Site guidance note 9:
Installing/upgrading surfacing in root protection areas
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Administration

1. Unauthorised damage to protected trees is a criminal
offence and could lead to enforcement action.

2. Work under the normal site risk assessment procedures and
comply with the wider site safety rules.

3. Brief operatives entering root protection areas (RPAs) by the
supervising arboriculturist before work starts.

Other relevant SGNs

4. supervising arboriculturistMonitor works in RPAs by the
(See SGN 1 Monitoring tree protection).

5. Design access to avoid soil compaction (See SGN 3 Ground
protection).

6. Follow the guidance in SGN 4 Pollution control if concrete is
poured within or near RPAs.

7. Minimise excavation into original undisturbed soil (See SGN
7 Excavation in root protection areas).

8. Follow the guidance in SGN 8 Removing surfacing and
structures in root protection areas if existing surfacing is to
be removed before installing new surfacing.

9. Follow the guidance in SGN 10 Installing structures in root
protection areas, if the surfacing is to be installed on
supports, i.e. piles, pads, or posts.

SGN 9:  Summary guidance for site operatives

Site guidance note 9:

Installing/upgrading surfacing in root protection areas
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Important Reminders

10. For ground without existing surfacing, remove any loose
material at the soil surface by hand and do not excavate
into existing soil levels unless approved by the supervising
arboriculturist.

11. Fill low points on undulating surfaces to an even level with
any high points using an agreed granular material such as
sand or stone.

12. Do not mechanically compact new fill or existing soil.

13 If a three-dimensional cellular confinement system is used,
install it according to the manufacturer's technical
specification.  Note:  The cellular fill will be washed angular
stone with no fines, as specified by the manufacturer.

SGN 9:  Summary guidance for site operatives

Site guidance note 9:

Installing/upgrading surfacing in root protection areas
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SGN 9:  Explanatory notes and examples

Site guidance note 9:
Installing/upgrading surfacing in root protection areas

Purpose 

SGN 9 describes the practical requirements for installing new surfacing and upgrading 

existing surfacing in RPAs, based on the recommendations in BS 5837 (7.4).

Wooden or 
steel pins

Edge retention

Gravel
Tarmac 
sub base

Tarmac finishing 
layer

Sand bedding
layer

Grasscrete inter-
locking blocks

Sand bedding
layer

Blocks

Permeable fill battering up 
to top of edge retention 
from existing ground level

Geotextile seperation fabric

Cellular structure filled with 
40/20mm clean angular stone

Existing ground level

Existing groundPermeable fill to make up 
undulating ground profile 
on a level base for the cel
lular structure

Grasscrete on sand Gravel Tarmac Block paviors & sand

Various surface finish options

Illustrative specification for no-dig cellular confinement surfacing with examples of finishing options.  
Note:  The final design must be site specific and detailed by an appropriate specialist

BS 5837 recommends that three-dimensional cellular confinement systems are an 
appropriate sub-base for installing surfacing in RPAs.  Most products are made from 
heavy-duty plastic that is pulled apart to open into cells.  These are then filled with 
washed stone, after the product is spread over the ground and pinned in place.  This 
forms a base layer that acts as a floating raft, spreading the load across the whole 
construction width.  The base layer can be topped with a variety of finishes as illustrated 
in the cross-section.

Product suppliers:   Protectaweb 3D cellular confinement product -          
                                   https://wrekinproducts.com
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SGN 9:  Explanatory notes and examples

Site guidance note 9:
Installing/upgrading surfacing in root protection areas

Conventional surfacing installation 

based on excavating and compacting a 

supporting sub-base is unacceptable in 

RPAs because it can damage roots and 

the rooting environment.  This harm is 

caused by killing roots, compacting soil 

structure, and impeding water/gaseous 

exchange through the soil.  Adverse 

impact on trees will be reduced by 

minimising the extent of these changes 

in RPAs.

New surfacing solutions

Important elements of an effective 

design include protecting roots and the 

rooting environment during installation, 

a load spreading capability to prevent 

localised compaction, and providing 

adequate permeability for water and 

gasses to support living roots.  The main 

approaches are:

Ÿ t h r e e - d i m e n s i o n a l  c e l l u l a r 

confinement systems filled with 

washed stone laid directly onto the 

soil surface;

Ÿ concrete slabs cast directly onto the 

soil surface;  and,

Ÿ surfacing supported above the soil 

surface on top of piles, pads, or posts.

The specific design of the chosen 

approach is an engineering issue that 

will take account of the bearing capacity 

of the soil, the intended loading, and the 

frequency of loading.  The detail of 

product and specification are technical 

matters to be provided by an appropriate 

specialist.

Dealing with undulating surfaces and 

establishing a tolerable level of 

excavation

The precise location and depth of roots 

within the soil is unpredictable and will 

often only be known when careful 

digging starts on site.  Ideally, all new 

surfacing in RPAs will be no-dig, i.e. 

requiring no excavation, but this can 

sometimes be difficult on undulating 

surfaces.  New surfacing normally 

requires an evenly graded sub-base 

layer, which can be made up to any high 

points with granular, permeable fills 

such as crushed stone or sharp sand.  

This sub-base will not be compacted as 

would happen in conventional surface 

installation.  Some limited excavation 

can be necessary to achieve this and 

need not be damaging if carried out 

carefully and large roots are not cut.  

Tree roots and grass roots rarely occupy 

the same soil volume at the top of the soil 

profile, so the removal of an established 

turf layer up to 5cm from the surface is 

unlikely to be damaging to trees.  

However, this may not be possible 

where there is no grass because tree 

roots may grow right up to the soil 

surface.  In some situations, it may be 

possible to dig to a greater depth, 

General principles and   clarifications
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SGN 9:  Explanatory notes and examples

Site guidance note 9:
Installing/upgrading surfacing in root protection areas

depending on local conditions, but this will 

be  assessed by  the superv is ing 

arboriculturist if excavation deeper than 

5cm is anticipated.

On undulat ing sur faces,  finished 

gradients and levels will be planned with 

sufficient flexibility to allow on-site 

adjustment if excavation of any high 

points reveals large unexpected roots 

near the surface.  If the roots are less than 

2.5cm in diameter, they can be cut and the 

base for the surfacing formed with the 

preferred minimal excavation of up to 

5cm.  However, if roots over 2.5cm in 

diameter are exposed, cutting them may 

be too damaging and further excavation 

may not be possible.  If that is the case, 

the surrounding levels will be adjusted to 

take account of these high points by filling 

with suitable material.  If this is not 

practical, the situation will be discussed 

with the supervising arboriculturist before 

a final decision is made.

Edge retention

Conventional kerb edge retention set in 

concrete-filled excavated trenches can 

cause damage to roots and will be 

avoided.  Edge retention in RPAs will be 

designed to avoid any significant 

excavation into existing soil levels, with 

several approaches that are fit for this 

purpose.  For block paviours, the use of 

pre-formed edging secured by metal pins 

is effective and can be reinforced by 

concrete suppor ts  i f  there is  no 

excavation into the soil.  Railway sleepers 

pinned in place or wooden boards offer 

alternative options, depending on the 

expected loading of the surfacing.  If the 

edge retention needs to be battered down 

to lower surrounding ground levels, a 

permeable soil fill will be used, as agreed 

with the supervising arboriculturist.

Footpaths and surfacing without a 

load-spreading base layer

In some situations, limited-width floating 

concrete rafts constructed directly onto 

the soil surface may be acceptable for 

both pedestrian and vehicular access, but 

the design will not include any strip-dug 

supports.  If concrete is poured directly, 

precautions must be taken to ensure that 

no toxic fluids can contaminate the 

adjacent soil, e.g. confining the concrete 

in an impermeable liner.  Alternatively, 

elevated paths supported on low impact 

frames or post supports allow a decking 

surface to cross sensitive areas.  Where 

paths are installed very close to trunks, 

provision will be made for distortion from 

future root growth through using flexible 

components for the supporting frame and 

surfacing.

Specific considerations for upgrading 

existing surfacing

When upgrading existing surfacing, the 

preferred option will be to leave it in place 

and install the new surfacing on top of it.  If 

the retained surfacing is impermeable, it 

may improve conditions for tree roots if it 
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SGN 9:  Explanatory notes and examples

Site guidance note 9:
Installing/upgrading surfacing in root protection areas

is punctured before the new surfacing is 

laid, but this is detail to be agreed with the 

supervising arboriculturist.  If the existing 

surfacing is to be removed, it will be 

excavated down to the soil level beneath 

following the guidance set out in SGN 8 

(Removing surfacing and structures in root 

protection areas.)  The new surfacing will 

then be installed on this surface, as 

described above.

The flat-packed three-
dimensional cells are pulled 

apart, spread across the area to 
be surfaced, and pinned in 
place ready for the washed 

angular stone fill (with no fines).

The stone-filled cells spread the 
load of traffic to prevent 

localised compaction.  The 
permeable geotextile 

membrane on the ground 
allows the movement of water 
and gasses, but prevents the 

migration of stone into the soil 
profile.

SGN 9-01

SGN 03-16SGN 9-02
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SGN 9:  Explanatory notes and examples

Site guidance note 9:
Installing/upgrading surfacing in root protection areas

SGN 03-16

A conventional concrete 
haunching can be used to retain 
new surfacing if it is not dug 
into a trench - here it is placed 
on top of the three-dimensional 
cellular confinement layer.

This preparation for a new 
residential access drive shows 
the base formation above the 
original ground level, with the 
permeable geotextile layer 
covering the ground.  The 
wooden boards are pinned in 
place, creating an informal and 
rustic surface edging.

Although BS 5837 
recommends a minimum 
distance of 50cm between new 
surfacing and buttress roots, 
there may be scope for flexibility 
in this separation for mature 
trees with little potential for 
future growth, if agreed by the 
supervising arboriculturist.

SGN 9-04

SGN 03-16SGN 9-05

SGN 9-03
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SGN 9:  Explanatory notes and examples

Site guidance note 9:
Installing/upgrading surfacing in root protection areas

SGN 03-16

An alternative to the flexible 
three dimensional cells is rigid 
interlocking plastic cells, again 

filled with washed stone and 
retained by pinned wooden 

edges.

Another option for wooden 
edges at corner points that 

allows for vehicles to 
accidentally track over the edge 

of the formal surfacing.

SGN 9-06

SGN 9-08

SGN 9-07

The three-dimensional cells 
have been installed and filled 
with washed stone, ready for 
the finished surface to be laid 

above.  The ground beyond the 
drive edges has been profiled 

with backfilled topsoil.
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SGN 9:  Explanatory notes and examples

Site guidance note 9:
Installing/upgrading surfacing in root protection areas

This temporary access for 
heavy construction traffic on the 
outer edge of a RPA is a 
concrete slab cast above 
ground level and will be 
removed when the project is 
completed.  This approach is 
particularly suitable for slopes 
where a three-dimensional 
approach may be more prone 
to distortion when carrying 
heavy loads.

In some situations, it may be 
appropriate to cast a free-
floating concrete surface 
directly onto the soil surface 
provided provision is made to 
prevent soil contamination while 
the concrete is being poured.

The RPA of this oak extended 
about 12m from its trunk and 
was previously covered in 
tarmac as parking.  This original 
surfacing was removed and 
replaced with a new patio set 
above the ground level, with 
provision for water and air input 
into the covered RPA.

SGN 9-09

SGN 9-11

SGN 9-10
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SGN 9:  Explanatory notes and examples

Site guidance note 9:
Installing/upgrading surfacing in root protection areas

Where new surfacing is to be 
installed over existing, 

sometimes it may assist the 
movement of gasses and water 

if the existing surfacing is 
punctured.  In this situation, 
exploratory digging showed 

important roots directly beneath 
the existing tarmac, which 

would have been damaged if 
the tarmac was removed.

An option for installing surfacing 
close to mature trees is to use a 

light metal frame with 
rubberised surfacing to allow 

the path to distort without failing 
as the roots grow.

Board walks supported on 
posts or a light frame are 
another way of providing 

pedestrian access across 
sensitive RPAs (photo courtesy 

of Philip van Wassenaer).

SGN 9-12

SGN 9-14

SGN 9-13
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SGN 9:  Explanatory notes and examples

Site guidance note 9:
Installing/upgrading surfacing in root protection areas

New surfacing such as decking 
can be supported above the 
ground on posts leaving the soil 
surface beneath undisturbed.

SGN 9-16

Although this is only a 
temporary surface, railway 
sleepers pinned into the ground 
can be used to retain the edges 
of new surfacing.

Where space is restricted it is 
possible to use metal edging.

SGN 9-17

SGN 9-15
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SGN 9:  Explanatory notes and examples

Site guidance note 9:
Installing/upgrading surfacing in root protection areas

Due to copyright restric�ons, the relevant Bri�sh Standard clauses are summarised, not quoted, as follows:

1. BS 5837 (2012)  Trees in rela�on to design, demoli�on and construc�on – Recommenda�ons:   

 Clause 7.4  (Permanent hard surfacing within the RPA) recommends:

Ÿ 7.4.2.1  New surface design should not require excava�on other than the removal of the turf 

layer and surface vegeta�on.  The design should be able to bear any an�cipated loading, 

especially if it must carry construc�on traffic.

Ÿ 7.4.2.2  The design should evenly distribute the loading to avoid localised compac�on.

Ÿ 7.4.2.7  The design should be resistant to or tolerant of deforma�on by tree roots, and should be 

set back from the stem and any root bu�resses by a minimum of 50cm to allow for growth and 

movement.  Levels can be made up using appropriate inert granular material.

NOTE   Piles, pads, elevated beams, and three-dimensional cellular confinement systems, can be 

used to support surfaces.  If excava�on is required, the loca�on of roots greater than 2.5cm in 

diameter should be determined by exploratory inves�ga�ons and retained if possible.

Ÿ 7.4.3  The conven�onal installa�on of kerbs, edgings, and haunchings, can damage tree roots 

and should be avoided either by using alterna�ve methods of edge support or by not using 

supports at all.

NOTE  Examples of suitable edge supports include above-ground peg and board edging, 

sleepers, gabions, and other non-invasive ground-contact structures.

Ÿ 7.4.4.3  Ground levels should not be reduced to establish the new hard surface at the former 

ground level.  Loose debris and turf should be removed carefully and the new surface should sit 

on top of the original soil.

Ÿ 7.4.4.4  Fill to raise levels should be a granular material which remains gas- and water-

permeable throughout its design life.

Ÿ 7.4.4.5  Wet concrete should not be poured in the RPA unless an impermeable liner has been 

installed to prevent soil contamina�on from the toxic leachate.

Technical reference
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Site Guidance Note 10:  Installing structures in  root
 protection areas  

Site guidance note 10:
Installing structures in root protection areas
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Administration

1. Unauthorised damage to protected trees is a criminal
offence and could lead to enforcement action.

2. Work under the normal site risk assessment procedures and
comply with the wider site safety rules.

3. Brief operatives entering root protection areas (RPAs) by the
supervising arboriculturist before work starts.

Other relevant SGNs

4. supervising arboriculturistMonitor works in RPAs by the
(See SGN 1 Monitoring tree protection).

5. Design access to avoid soil compaction (See SGN 3 Ground
protection).

6. Reduce the risk of chemical contamination from poured wet
concrete (See SGN 4 Pollution control).

7. Minimise excavation into original undisturbed soil (See SGN
7 Excavation in root protection areas).

8. Install any surfacing acting as support for light structures
directly onto the soil surface with minimal excavation (See
SGN 9 Installing/upgrading surfacing in root protection
areas).

SGN 10:  Summary guidance for site operatives

Site guidance note 10:

Installing structures in root protection areas
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Site guidance note 10:

Installing structures in root protection areas

SGN 10:  Summary guidance for site operatives

Important Reminders

9. Hand-dig pile, pad, or post locations down to a depth of
60cm and, if necessary, adjust location to avoid cutting
roots greater than 2.5cm diameter.

10. No excavation into existing soil levels except where
authorised for supports.  Note:  This specifically applies to
ground beams sitting above supports.

11. Make provision for ventilation and watering beneath
substantial structures.
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Purpose 

SGN 10 describes the practical requirements for installing new structures in RPAs, 

based on the recommendations in BS 5837 (7.5 & 7.6).

Convent iona l  insta l la t ion of  new 
structures using strip foundations is 
unacceptable in RPAs because the 
excavations can damage roots and 
adversely disturb the soil.  Additionally, 
the covering created by the new structure 
over the soil can impede water and 
gaseous exchange.  Adverse impact on 
trees will be reduced by minimising the 
extent of these changes in RPAs.

The installation of pile, pad, or post 
supports
Substantial structures such as heavy 
walls, garages, and larger buildings, will 
sit above ground level, supported by 
piles, pads, or posts, with provision for 
water and gaseous input into the covered 
area.  The risk of harm through soil 
compaction during the construction 
activity will be reduced using ground 
protection as described in SGN (3 
Ground protection).  

General principles and   clarifications

SGN 10:  Explanatory notes and examples

Site guidance note 10:
Installing structures in root protection areas
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SGN 10:  Explanatory notes and examples

The risk of chemical contamination will 

be reduced by following the guidance in 

SGN 4 (Pollution control).  The risk of 

direct root damage from excavation will 

be reduced by following the guidance in 

SGN 7 (Excavation in root protection 

areas).  All support locations will be 

hand-dug to a depth of 60cm to  identify 

if any roots over 2.5cm diameter are in 

the way.  Sufficient flexibility will be built 

into the design to allow support locations 

to be moved to avoid roots over 2.5cm 

diameter.  

Additionally, the diameter and the 

distribution of the supports will be 

minimised to reduce the risks of 

disturbance during the installation.  The 

bases of such structures will allow for air 

and water input beneath through 

ventilation and irrigation provision.

The installation of no-dig surfacing 

supports

An alternative for lighter structures such 

as small sheds, carports, and bin stores, 

is to support them on custom designed 

no-dig surfacing, installed directly onto 

the soil surface, as described in SGN 9 

(Installing/upgrading surfacing in root 

protection areas).

Basements

It is also feasible to install subterranean 

structures (basements) beneath RPAs if 

the volume of soil forming the RPA can 

be  re ta ined  w i thou t  s ign ifican t 

disturbance.  The detailed design and 

specification of all these solutions is an 

engineering issue, to be informed and 

guided by tree expertise.

Support locations should be 
hand-dug to a depth of 60cm 

to see if there are any significant 
roots in the way, with provision 

to move the location if roots are 
found (note the pile in this 

example was finally installed to 
avoid the root).

SGN 10-01

Site guidance note 10:
Installing structures in root protection areas
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SGN 10:  Explanatory notes and examples

Ground protection should be 
used to spread the load of the 
piling rig once excavation has 
confirmed that no substantial 
roots are in the preferred pile 
location.

Piles can also be used to 
support bridges across 
sensitive RPAs, but the 
temporary ground protection 
must be removed before the 
main structure is either 
imported in or cast on site.

The RPA for the trees behind 
the fencing extends across the 
whole view.  The soil surface is 
protected by heavy duty ground 
protection to prevent 
compaction during the work 
and the poured concrete piles 
were sleeved to prevent RPA 
contamination.

SGN 10-02

SGN 10-04

SGN 10-03

Site guidance note 10:
Installing structures in root protection areas
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SGN 10:  Explanatory notes and examples

This RPA was protected from 
compaction from the piling rig 
by a three-dimensional cellular 
covering.  The cellular covering 

was cut away from the pile 
locations, which were then 

hand-dug down to 60cm to 
make sure that no roots over 
2.5cm were damaged.  The 

piles were a screw type to avoid 
soil contamination from poured 

concrete.

Small diameter piles (less than 
15cm) are an effective means of 

supporting structures in RPAs 
with minimal disturbance.  The 

wooden formwork provides the 
receptacle for the steel 

reinforcement and the poured 
concrete that will form the 

building slab.

Where the slabs for larger 
structures are cast on site, a 

biodegradable void-former can 
be used to temporarily support 

the weight of the liquid concrete 
until it sets.  The void-former 

can then be wetted and 
washed away to leave a void, or 
left to degrade naturally, both of 

which allow movement of air 
beneath the slab.

SGN 10-05

SGN 10-07

SGN 10-06

Site guidance note 10:
Installing structures in root protection areas
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SGN 10:  Explanatory notes and examples

This garage was supported on 
piles with a concrete ground 
slab poured on site using a 
biodegradable void-former.  
Note the drainage downpipe 
feeding into a perforated 
watering pipe laid below the 
slab to provide water input into 
the RPA.

It is possible to support very 
large structures on piles within 
sensitive RPAs.

This building is supported on 
piles, with ground beams above 
onto which the floor is laid.  The 
beams are above ground level 
and the pipes are perforated 
with a shingle surround to 
provide water input into the 
RPA once the structure is 
completed.

SGN 10-08

SGN 10-10

SGN 10-09

Site guidance note 10:
Installing structures in root protection areas
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SGN 10:  Explanatory notes and examples

These carports are formed by 
wooden posts above a three-

dimensional cellular no-dig and 
load-spreading surface of 

permeable crushed stone.

The workman is standing within 
the outline of a free standing 

concrete slab that is to be 
installed above the existing 

ground level within an RPA that 
was previously covered in 

tarmac as parking.

This raised deck extension is 
supported on wooden posts, 
hand dug to avoid significant 

roots.

SGN 10-11

SGN 10-13

SGN10-12

Site guidance note 10:
Installing structures in root protection areas
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SGN 10:  Explanatory notes and examples

The original church wall was 
displaced towards the 
pavement and had to be 
removed for safety reasons.  
The replacement structure was 
built on a new concrete 
reinforced footing installed 
without cutting any significant 
roots.

SGN 10-14

Site guidance note 10:
Installing structures in root protection areas

This church extension was built 
on a concrete beam and block 
floor slab supported on piles 
located in hand dug holes.  
Ground protection around the 
margins protected the RPA of 
the adjacent tree during 
construction.

SGN 10-16

SGN 10-15

This covered bin store was 
constructed within RPAs by 
placing block paving on a 
levelled sand base directly onto 
the existing ground level, with 
the posts in hand dug holes to 
support the roof.

Manual for Managing Trees on Development Sites v 1    © Barrell Tree Consultancy 2017 Page 80/95



T R E E  C O N S U L T A N C YT R E E  C O N S U L T A N C YT R E E  C O N S U L T A N C Y

SGN 10:  Explanatory notes and examples

Due to copyright restric�ons, the relevant Bri�sh Standard clauses are summarised, not quoted, as follows:

1. BS 5837 (2012)  Trees in rela�on to design, demoli�on and construc�on – Recommenda�ons:  

Clauses 7.5 (Special engineering for founda�ons within the RPA) and 7.6 (Subterranean 

construc�on within the RPA) recommend:

Ÿ 7.5.1  Tradi�onal strip foo�ngs can result in extensive root loss and should be avoided, but 

specially engineered structures may be jus�fied if this allows good quality trees to be retained.  

Founda�on designs should consider exis�ng levels, proposed finished levels, and cross-sec�onal 

details.  Site-specific and specialist advice regarding founda�on design should be sought from 

the project arboriculturist and an engineer.

Ÿ 7.5.2  Root damage can be minimised by using piles suppor�ng beams, laid at or above ground 

level, with site inves�ga�on down to a minimum depth of 60cm to determine their op�mal 

loca�on.  Alterna�vely, structures can be can�levered to avoid roots iden�fied by site 

inves�ga�on.

Ÿ 7.5.3  Slabs for minor structure should bear on exis�ng ground level, and should not exceed an 

area greater than 20% of the exis�ng unsurfaced ground.

Ÿ 7.5.4  Slabs for larger structures should be designed with an irriga�on system and a ven�lated 

air space between the underside of the slab and the exis�ng soil surface.  The design should take 

account of any effect on the load-bearing proper�es of underlying soil from the redirected roof 

run-off and prior approval should be sought from the building control authority.

Ÿ 7.5.5  The smallest prac�cal pile diameter should be used to reduce the possibility of striking 

major tree roots.  Small piles also reduce the size of the rig required and can reduce the need for 

access facilita�on pruning.  The pile type should be selected to protect RPAs from the poten�ally 

toxic effects of uncured concrete, e.g. sleeved bored pile or screw pile.

Ÿ 7.6.1  Where subterranean basement are proposed within RPAs, it is essen�al to avoid 

excava�ng down through rootable soil.  It might be technically possible to form the excava�on 

by undermining the soil beneath the RPA.

Technical reference

Site guidance note 10:
Installing structures in root protection areas
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Site Guidance Note 11:   Installing services in  root 
 protection areas 

Site guidance note 11:
Installing services in root protection areas
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Administration

1. Unauthorised damage to protected trees is a criminal
offence and could lead to enforcement action.

2. Work under the normal site risk assessment procedures and
comply with the wider site safety rules.

3. Brief operatives entering root protection areas (RPAs) by the
supervising arboriculturist before work starts.

Other relevant SGNs

4. supervising arboriculturistMonitor works in RPAs by the
(See SGN 1 Monitoring tree protection).

5. Design access to avoid soil compaction (See SGN 3 Ground
protection).

6. Minimise excavation into original undisturbed soil (See SGN
7 Excavation in root protection areas).

Important reminders

7. Trenchless installation will be preferred.  The fall-back
approaches of hand-dug broken trench and then hand-dug
continuous trench, will be acceptable if agreed by the
supervising arboriculturist.

8. For trenchless installation, the starting and finishing pits will
be outside RPAs.

SGN 11:  Summary guidance for site operatives

Site guidance note 11:

Installing services in root protection areas
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Site guidance note 11:
Installing services in root protection areas

SGN 11:  Explanatory notes and examples

Excavation to upgrade existing services 
or install new services in RPAs may 
damage retained trees.  Where possible, 
all services will be outside RPAs and 
installation in RPAs will only be chosen as 
a last resort.  If installation within RPAs is 
being considered, as advised in 4.1.3 of 
the NJUG guidance, the decision will be 
made in consultation with the supervising 
arboriculturist before any work is carried 
out.  If service installation is agreed within 
RPAs, the NJUG protocol as set out in 
4.1.3 of its guidance will be used to 
decide the most appropriate method.  In 
summary, this sets out that “Acceptable 

techniques in order of preference are;  a) 
trenchless, … b) Broken trench – hand-
dug … c) Continuous trench – hand-
dug”.  If trenchless methods are to be 
used, the starting and finishing pits dug at 
each end of the service run will be outside 
RPAs.  Where a hand-digging option is 
agreed, any roots discovered during the 
excavations wil l  be dealt with as 
described in SGN 7 (Excavation in root 
protection areas).  Backfilled material 
around excavated services will not be 
heavily compacted, observing the 
specific advice provided in 4.1.5 of the 
NJUG guidance.

Purpose

SGN 11 describes the practical requirements for installing new services within RPAs, 

based on the recommendations in BS 5837 (7) and the guidance in NJUG (4.1).

General principles and   clarifications
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Site guidance note 11:
Installing services in root protection areas

SGN 11:  Explanatory notes and examples

Conventional installation of 
services digging a trench with a 
machine is not permitted in 
RPAS.

Trenching with machines to 
install services close to trees 
can make them unsafe and 
cause their premature death.

Thrust boring is the preferred 
option for installing service 
routes through the RPAs of 
retained trees.

SGN 11-01

SGN 11-03

SGN 11-02
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Site guidance note 11:
Installing services in root protection areas

SGN 11:  Explanatory notes and examples

The start and finish pits for 
thrust boring are substantial 

and must be outside of RPAs.

Alternatives to thrust boring are 
to hand-dig broken or 

continuous trenches, so that 
roots can be retained (with the 

service ducting threaded 
beneath).  Note the ground 

protection boards with soil piled 
on top on the left.

SGN 11-04

SGN 11-05

Ducting services that have to be 
threaded through existing roots 

is good practice because it 
reduces the need to excavate in 

the future.  Note the hessian 
protection over roots while they 

are temporarily exposed to 
prevent sunscorch and drying.

SGN 11-06
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Site guidance note 11:
Installing services in root protection areas

SGN 11:  Explanatory notes and examples

Due to copyright restric�ons, the relevant Bri�sh Standard clauses are summarised, not quoted, as follows:

1. BS 5837 (2012)  Trees in rela�on to design, demoli�on and construc�on – Recommenda�ons:  

Clause 7 (Demoli�on and construc�on in proximity to exis�ng trees) recommends:

Ÿ 7.1.3  The installa�on of underground u�lity apparatus using trenchless technology will be 

acceptable where entry and retrieval pits can be formed outside the RPA.  Even if the u�lity 

installa�on does not require planning permission, the work should s�ll be undertaken in 

accordance with the guidance in NJUG Volume 4, issue 2.

Ÿ 7.7.1  Care should be taken when routeing underground apparatus because the mechanical 

trenching can sever roots and change the local soil hydrology, both of which can adversely affect 

tree health.  Wherever possible, underground services should be routed outside RPAs.  If services 

are installed within RPAs, it is preferable to use common ducts, with inspec�on chambers sited 

outside the RPA.

Ÿ 7.7.2  Underground services within the RPAs should be shown on a plan prepared in conjunc�on 

with the project arboriculturist.  Trenchless inser�on methods should be the preferred op�on, 

with entry and retrieval pits outside RPAs, but if roots can be retained and protected, excava�on 

using hand-held tools might be acceptable for shallow service runs.

2. Na�onal Joint U�li�es Group (“NJUG”) Guidelines for the Planning, Installa�on and 

Maintenance of U�lity Apparatus in Proximity to Trees – Issue 2 (www.njug.org.uk/wp-

content/uploads/2016/09/V4-Trees-Issue-2-16-11-2007.pdf):  Sec�on 4.1 (How to avoid damage 

to trees – Below ground) advises:

“4.1.3 Realignment:  Whenever possible apparatus should always be diverted or re-aligned outside 

the Prohibited or Precau�onary Zones.  Under no circumstances can machinery be used to excavate 

open trenches within the Prohibited Zone.

Where works are required for the laying or maintenance of any apparatus within the Prohibited or 

Precau�onary Zones there are various techniques available to minimise damage.  Acceptable 

techniques in order of preference are;

a) Trenchless:  Wherever possible trenchless techniques should be used.  The launch and recep�on 

pits should be located outside the Prohibited or Precau�onary Zones.  In order to avoid damage to 

roots by percussive boring techniques it is recommended that the depth of run should be below 

600mm.  Techniques involving external lubrica�on of the equipment with materials other than 

water (e.g. oil, bentonite, etc.) must not be used when working within the Prohibited Zone.  

Lubrica�ng materials other than water may be used within the Precau�onary Zone following 

consulta�on and by agreement. 

Technical reference
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Site guidance note 11:
Installing services in root protection areas

SGN 11:  Explanatory notes and examples

b) Broken Trench – Hand-dug:  This technique combines hand dug trench sec�ons with trenchless 

techniques if excava�on is unavoidable. Excava�on should be limited to where there is clear access 

around and below the roots. The trench is excavated by hand with precau�ons taken as for 

con�nuous trenching as in (c) below. Open sec�ons of the trench should only be long enough to 

allow access for linking to the next sec�on. The length of sec�ons will be determined by local 

condi�ons, especially soil texture and cohesiveness, as well as the prac�cal needs for access. In all 

cases the open sec�ons should be kept as short as possible and outside of the Prohibited Zone.

c) Con�nuous Trench – Hand-dug:  The use of this method must be considered only as a last resort if 

works are to be undertaken by agreement within the Prohibited Zone.  The objec�ve being to 

retain as many undamaged roots as possible.”
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Site Guidance Note 12:   Landscaping in  root       
                                        protection areas  

Site guidance note 12:
Landscaping in root protection areas

Manual for Managing Trees on Development Sites v 1    © Barrell Tree Consultancy 2017 Page 91/95



T R E E  C O N S U L T A N C YT R E E  C O N S U L T A N C YT R E E  C O N S U L T A N C Y

Administration

1. Unauthorised damage to protected trees is a criminal
offence and could lead to enforcement action.

2. Work under the normal site risk assessment procedures
and comply with the wider site safety rules.

3. Brief operatives entering root protection areas (RPAs) by the
supervising arboriculturist before work starts.

Other relevant SGNs

4. supervising arboriculturistMonitor works in RPAs by the
(See SGN 1 Monitoring tree protection).

5. Design access to avoid soil compaction (See SGN 3 Ground
protection).

6. Minimise excavation into original undisturbed soil (See SGN
7 Excavation in root protection areas).

7. Install hard landscaping according to SGN 9 Installing /
upgrading surfacing in root protection areas and SGN 10
Installing structures in root protection areas.

Important reminders

8. No heavy mechanical cultivation such as ploughing or
rotavation.

9. Agree the precise extent of any increases above the original
ground level with the supervising arboriculturist.

10. Do not raise original ground levels within 1m of retained
trees unless authorised by the supervising arboriculturist.

SGN 12:  Summary guidance for site operatives

Site guidance note 12:

Landscaping in root protection areas
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SGN 12:  Explanatory notes and examples

Purpose

SGN 12 describes the practical requirements for soft and hard landscaping to avoid 
damage to retained trees, based on the recommendations in BS 5837 (8) and BS 3998 
(6.3).  It assumes that the design and technical specifications prepared for the site 
contractors comply with the relevant British Standards, and in particular, BS 8545 (2014) 

Trees:  from nursery to independence in the landscape – Recommendations.

Note:  Soft landscaping includes the re-profiling of existing soil levels and covering the soil 
surface with new plants (grass or shrubs) and/or an organic mulch.  Any new hard surfacing 
and structures will be installed as described in SGN 9 (Installing surfacing in root protection 
areas) and SGN 10  (Installing structures in root protection areas).

The RPA of this tree was not 
effectively protected during 
construction and excessive 

compaction of the soil meant it 
died soon after this turf covered 

up the damage.

Soil should not be heaped 
against trunks and no level 

changes should occur within 
1m of the trunk unless 

authorised by the supervising 
arboriculturist.  The raised soil 

levels against this trunk and 
across the RPA caused the 

decline of this tree.

SGN 12-01

SGN 12-02

Site guidance note 12:
Landscaping in root protection areas

Manual for Managing Trees on Development Sites v 1    © Barrell Tree Consultancy 2017 Page 93/95



T R E E  C O N S U L T A N C YT R E E  C O N S U L T A N C YT R E E  C O N S U L T A N C Y

SGN 12:  Explanatory notes and examples

Healthy mature trees had 
adjacent soil levels raised by 

over a metre in their RPAs 
because provision was made 

for load spreading and aeration.

This tree had tarmac parking 
within its RPA that was 
removed and replaced with an 
organic mulch near the trunk 
and limited no-dig surfacing on 
the outer edges of its RPA.

SGN 12-03

SGN 12-04

Site guidance note 12:
Landscaping in root protection areas
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SGN 12:  Explanatory notes and examples

Due to copyright restric�ons, the relevant Bri�sh Standard clauses are summarised, not quoted, as follows:

1. BS 5837 (2012)  Trees in rela�on to design, demoli�on and construc�on – Recommenda�ons:  

Clause 8 (Site works, landscape opera�ons and management) recommends:

Ÿ 8.4  Avoid soil compac�on around exis�ng trees and in areas where new plan�ng is proposed.  

Where soil compac�on has occurred within RPAs, arboricultural advice should be taken on how 

to mi�gate risk of further damage to roots before carrying out any remedial or other works.  Any 

cul�va�on within RPAs should be undertaken carefully by hand, but no heavy mechanical 

cul�va�on such as ploughing or rotava�on should occur.  Decompac�on measures include 

forking, spiking, soil augering and �lthed radial trenching should be carried out with care to 

minimise the risk of further damage to roots.

2. BS 3998 (2010)  Tree work– Recommenda�ons:  Clause 6.3 (Aera�on/decompac�on) 

recommends:

Ÿ 6.3  Decompac�on works should be controlled so that major roots greater than 2.5cm in 

diameter are not damaged.  Avoid extensive cul�va�on such as ploughing or rotava�on in RPAs.

Technical reference

Site guidance note 12:
Landscaping in root protection areas
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