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CDM NOTES:

CDM REGULATION 2015 : DESIGNERS NOTES ON SIGNIFICANT RESIDUAL RISKS

In preparing this design Hester Architects have attempted to avoid using 
materials and techniques which could cause future hazards whilst 
constructing, using, maintaining or de-commissioning the building.

The following risks could not be designed out and should be carefully 
monitored on site during the construction period and during any future 
maintence of the structure. These notes relate solely to information shown on 
this drawing. Only significant risks which are considered to be unusual, or 
unlikely to be obv ious to a competent contractor or other designer will be 
highlighted. This information is subject to rev ision as the design develops.

Particularly hazardous areas are highlighted with                     on the drawing 
and noted above
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Indicative Landscape
Strategy

For PlanningFor Planning

1. 1.8m hedge (suggested - hornbeam or similar);

2. 2m flat metal railing, with matching gate to garden area;

3. 1.2m hornbeam hedge (or similar) onto street frontage;

4. Raised planters assumed 450mm plus ‘in-ground’ depth with cantilevered timber seat;

5. New tree planting (suggested fastigiate london plane or similar);

6. 6m tall planter with climber screen (stainless steel mesh net), intended to soften the building elevation 
from ground level.  The screen is offset from building face by anchoring to planter at base and with an offset 
bracket to the building at the top.  Climber screen – see Jacob or Green Blue Urban;  Climbers – evergreen 
honeysuckle, Boston ivy or similar;

6A. Planter screen with cantilevered seat

7. Seating

8. Stair from podium with full height climber screen to contain stairs and break podium scale (climbers in 
GL raised planters as item 6).  Ends of stairs to be open to maintain views and surveillance of path corridors / 
garden areas

9. Glazed balustrade -   The building’s west and north-west ground floor elevations form a 6m high block 
with ventilated screen walls etc.  The climber screens (6, 6A, 8) are intended to visually break and soften the wall.  
The glazed balustrade stops the building looking taller whilst providing protection to the outer edge of a 
‘maintenance path’ for the accessible terrace.  The maintenance path allows access to all elements, but 
doesn’t encourage access to the boundary area (no seating facing out etc) and so avoiding overlooking 
towards school and vicarage.

10. Raised planter with tall screen hedge and trailing plants to outer edge, as well as small multi-stemmed 
trees as landscape structure and spatial containment.  Presents green edge towards school and vicarage and 
acts as a screen barrier, limiting overlooking.

11. Lawn or fibre reinforced turf

12. Perimeter privacy planting against building – mid height amenity shrub mix

13. Raised planters (assumed 450mm plus ‘in-ground’ depth as part of deck build-up) with small multi-
stemmed trees and inward facing seats (within planters form)

14. Building entrance pergolas - as transition between building and garden space.  Timber / metal 
construction, simple form. Additional screening required on Block C entrance pergola to provide privacy to 
adjacent flats

15. Lawn or reinforced turf

16. Timber pergola with climbers, providing containment, connection between raised planters, and 
landscape structure within the garden areas;

17. 1.2m flat metal railing with matching gate and 1.2m hornbeam hedge onto street frontage

18. Structural play equipment - suggested Russell Play - Simply Timber family

Hard Landscape

19. Perimeter path - suggested porous resin bound gravel 

20. Play area - suggested play grade bark chipping

21. Surfaces fronting common residential areas - suggested silver grey granite setts

22. Private residential paths  (duplexes) -  suggested concrete paving slabs

23. Surfaces fronting Morrisons entrances - suggested smooth ground paving slabs - eg Marshalls Perfecta

24. Surfaces fronting bike/cycle storage, plant rooms on street frontage - suggested charcoal grey granite 
setts

Notes: 
- All design and plant species on deck areas seek to limit water demand.  Mix of evergreen and deciduous for 
seasonal interest.  Pergolas with climbers to limit tree numbers.  Trees that are used are relatively small, but multi-
stemmed / interesting form, eg magnolias – small trees, low water demand, wide spread, seasonal interest and 
good flower, visually pleasant from upper flats as well as from ground level.
- Ground level planting in natural soil is less constrained, but structural planting focusses on hornbeam trees and 
hedge – mid scale, have good architectural form, low water demand, tough in poor establishment conditions 
etc.
- The landscape design is indicative at this current stage and a detailed scheme will be submitted as part of 
condition discharge.
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