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Works for which it is issued without the written permission of Stuart McCurry & Ptnrs Limited.

Do not scale this drawing.
Verify all dimensions & structural details on site.
If in doubt, ask before acting.

Read this drawing in conjunction with the appropriate Specification(s).

The purpose of this drawing when issued as a Tender Drawing is to enable tenderers to
interpret correctly the design and to submit competitive tenders for the works.
A Tender Drawing whether original or amended shall not be used as an installation Drawing
except under the terms contained in the conditions of Tender.
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EXTERNAL LIGHTING 
OPERATIONS & SAFETY ZONES
MUSTER POINTS - WAY FINDING
LUX LEVELS SHEET 2 of 4

24-070 1:200@A1

24070-SMP-CZ-00-DR-E-2002 P3

PRELIMINARY

P1 15.08.25 CS CP
P2 19.08.25 CS CP
P3 28.11.25 CS JR

THE CONTRACTOR SHALL NOTE THESE DRAWINGS ARE DESIGN DRAWINGS.
THE CONTRACTOR IS TO DEVELOP THE DESIGN INTO WORKING DRAWINGS IN
COORDINATION WITH ALL ARCHITECTS, STRUCTURAL & SERVICES
DRAWINGS AND SPECIFICATIONS.
THE CONTRACTORS WORKING DRAWINGS SHALL BE USED AS THE BASE
DRAWINGS FOR THE INSTALLATION. THESE DRAWINGS SHALL BE SUBMITTED
TO THE ENGINEER & ARCHITECT FOR THEIR COMMENTS/APPROVAL PRIOR
TO INSTALLATION.

FAILURE TO ADHERE TO THE ABOVE MAY RESULT IN THE CONTRACTOR
HAVING TO REMOVE AND REINSTALL THE EQUIPMENT AT THEIR OWN COST.

ISOLINES: LUX LEVELS

10 = 10lx
15 = 15lx
20 = 20lx
25 = 25lx
30 = 30lx
40 = 40lx
50 = 50lx

1. SEE EXTERNAL SERVICES DRAWING FOR WIRING AND INSTALLATION
DETAILS

2. ALL LIGHT FITTINGS WITH A 0% ULOR DARK SKIES - ZERO LIGHT SPILL
RATING.

3. GLARE CONTROL AND UPWARD LIGHT POLLUTION COMPLIANT (0% ULOR
RATING).

4. FITTINGS COLOR TEMPERATURE OF 3000K OR LOWER TO LESSEN IMPACT
ON FLYING INSECT FEEDERS SUCH AS BATS.

5. LIGHTING TO BE CONTROLLED USING ASTRO TIME CLOCK.
6. LIGHTING TO BE SWITCHED OFF AT NIGHT WHEN FACILITY IS CLOSED.
7. FITTINGS TO BE PLACED TO MINIMISE LIGHT SPILL AND HAVE GOOD GLARE

CUT OFF.
8. ONLY WALKWAYS AND WAYFINDING FEATURES TO BE ILLUMINATED FOR

PEDESTRIAN ACCESS TO MUSTER POINTS IN EVENT OF EMERGENCY.
9. ALL PHOTOMETRIC DATA AND SOFTWARE MODELING TO BE TO: EN

13032-4:2015+A1:2019.
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