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existing aluminium composite panel fascia

retained and lettering amended to blue colour,
background colour white.

flat cut letters (225mm), illumination by
Fluorescent Trough Lights.

fascia size to be same as existing 4960 x 1100mm.
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Extract Canopy:
S/S (304 grade) with removable and washable standard grease filters
(Filters to be removed and cleaned with chemicals and warm water twice a week)

Grease Filters:

Extract canopy will be fitted with internal extract plenums with grease filters
cells across their length. The filters to be of a sufficient size and number to
ensure that the velocity through them does not lead fo grease “carry over"
into the ductwork and onto the extract fan.

The Extract canopy specifically designed and installed by a nominated specialist
to remove all cooking odours.

Odour Neutraliser 100:

To reduce odour contaminant by dealing with the gaseous phase pollutant after

the bulk of the particulate phase is removed, secured to structure on stands

(To be topped up with neutralising chemical one every 3-4 weeks)

Fan Unit:

SLC 450/4-2B axial fan unit, 500mm x 450mm with speed regulator rating 1350 RPM.
Sound level is 55dB (A) @ 3 metres and air flow of 2.07 m3/S @ Opa.
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Secured to structure sitting on the stand with anti-vibration mounts and insulated - connected

direct to the silencer fo give 35+ air changes in the Kitchen.

Silencer/Attenuator :
402mm dia silencer connected directly to fan casing on outlet side and connected to
duct with flexible canvas connectors.

Sound reduction level of unit is 15dB (A) @ 3 metres with 2DEP - cylindrical centrebody

for enhanced attenuation. Secured to structure on anti-vibration mounts.

NOTE:

ALL THE EXTRACT EQUIPMENT IS TO COMPLY WITH THE
DEFRA GUIDANCE ON CONTROL OF ODOURS AND NOISE
FROM COMMERCIAL KITCHENS.

ANY NOISE GENERATED BY THE EXTRACTION OR SUPPLY SYSTEM

AS A WHOLE SHALL NOT EXCEED THE EXISTING HOURLY BACKGROUND
NOISE LEVEL AT NEARBY RESIDENTIAL ACCOMMODATION. WHEN

4 PROPOSED REAR ELEVATION MEASURED AND RATED IN ACCORDANCE WITH BS 4142, ENTITLED

@ ScALE: 1:100

"METHOD OF RATING INDUSTRIAL NOISE AFFECTIING MIXED
RESIDENTIAL AND INDUSTRIAL AREAS 1990.

ASEA Ltd |
Architectural Services & Location:

Energy Assessment

24 Launceston Road
Perivale
Middlesex. UB6 7TEU

t: 0208 723 1384
m: 07712043116
e: ilan@asealtd.com

existingprojecting sign retained
and lettering amended to blue
colour with white background,
illumination by Fluorescent
Trough Lights
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308 Kingshill Avenue
Hayes
UB4 8BX
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