
Section A-A

175mm x 50mm rafters @ 400mm centres, 38mm x 19mm sw battens on
breather layer felt. 15° roof pitch with interlocking tile, colour to match main roof. 
Provide 150mm celotex insulation between / under rafters, cross batten as necessary 
to ensure 50mm vent gap over. 500g polythene vapour barrier, 12mm plasterboard 
and skim. Ensure tile capable of achieving the roof pitch. 

DPC's to lap with existing

30mm x 5mm galvanised mild steel holding down/ 
restraint straps @ 2m centers.

Ensure minimum 25mm continuous
vent gap to roof space

2/103 brick skins, 
100mm cavity filled 
with mortar

Bituminous felt or similar approved DPC
minimum 150mm above ground level

This drawing to be read in conjunction with Drg No's 4555/01

Code 4 lead flashing to be 
dressed min 150 up wall
and under window cill.

Thames Water Requirements
1. No internal manholes
2. Foundations to extend below invert level of any drain. 
3. Pre-cast concrete lintels to be provided where drains pass through walls.
4. Min 600mm from side of trench to side wall of sewer.

65mm screed, 100mm insulation, 150mm concrete slab, 
1200g polythene DPM cast with DPC's, 150mm hardcore
blinded with sand. Provide chicken wire in screed, insulation 
to be Kingspan or similar, capable of achieving a U-value of 
0.22w/m²k.

Foundations to be taken down minimum as noted however to also extend below invert level of any local drains 
and 600mm below any tree roots found - all to the satisfaction of the Local Authority. If foundations have to exceed 
1500mm deep due to tree roots found, then suspended block and beam house floor will be required and 75mm
claymaster to inner wall of trench, if required then contact Pottle & Co Ltd for details. 

min

Reduce rafter over head plate to bring height
of roof down to maximum heights stated,
ensure min 50mm of rafter over head plate.
Provide 50 x 25 batten fixed to wall to 
support soffit and ensure fixity of rafter
to wall plate.

Detail - Where new foundation abuts existing

New foundation 50mm Polystyrene

Existing wall and foundation

Pottle & Co Ltd.
Building Design &
Management Services

Suite A
128 Manor Way
Ruislip
Middlesex
HA4 8HR

Tel: 01895 622800
www.pottle.uk.com

Copyright

NOTES:
All dimensions must be checked on
site and not scaled from this drawing.

Scale

Drg No.

Date Drawn by

Client

Job Title

Drawing Title

A
Date Revisions

Mr & Mrs Horrix

138 Burnham Avenue
Ickenham
Middlesex

Sections and Details

MDPMay 2021

1:25. 10

4555/02

Ensure min 75mm concrete encasement
to UC with D49 wrapping mesh, laid on
existing foundation and packed to level.

Re-build 215thk brick wall
to underside of floor level

Detail - Where new wall abuts existing

UC to be encased in
2/12mm plasterboard
and skim. 

Provide 18mm thk external quality ply
to new wall abutment with furfix fixing
to ply face. 

'Furfix' or similar approved
metal wall profile.

Public fw sewer

New cavity wall

Existing wall


