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8 Hughes Road, Hayes, Hillingdon

Site Parameters

Area (drained) 93.0 m?

Area Reduction Factor 0.9 (Typical)
Climate Change (+) 30 %
Effective Area 108.8 m2

Discharge Rate

Greenfield
Runoff

1.33 /s

From Masterdrain Printout Storm Parameters
for HILLINGDON

r value 0.43 Return Period:  1in 100 years

M5-60 19.9 mm
Time Z1 Value [ mm 2 Value ﬂ) mm  Inflow OQutflow Stprage
5min 0.39 7.76 1.84 14.28| 1.55 0.40 1.155
10min 0.54 10.75 1.91 20.52| 2.23 0.80 1.435
15min 0.64 12.74 1.91 2433 2.65 1.20 1.450
30min 0.81 16.12 1.99 32.08| 3.49 2.39 1.096
1lhr 1.00 19.90 1.99 39.60( 4.31 4.79 -0.479
2hr 1.18 23.48 2.03 47.67| 5.19 9.58 -4.389
4hr 1.39 27.66 2.01 55.60( 6.05 19.15| -13.102
6hr 1.56 31.04 1.97 61.16| 6.65 28.73| -22.074
10hr 1.74 34.63 1.97 68.21| 7.42 47.88| -40.458
24hr 2.20 43.78 1.89 82.74| 9.00| 114.91| -105.909
48hr 2.49 49.55 1.89 93.65| 10.19| 229.82| -219.634
Critical Storm Duration  15min Void Rati 950
Min Storage Required 15262 m°® @ VR95 old Ratio 0




