
All construction within the No-Dig

area must be without any reduction

in soil  levels, other than removal of turf

Hand dig within RPA of T12

- which may not survive due

to necessary root and crown

removal. Can state that tree will

be replaced if it fails within 3 years

Keep all construction

at least 2m from the

stem of T4

Can not reduce levels

within RPA of T1 and T2

-keep as existing

Paving to be lifted

and replaced with soft

landscape

Erect knee rail fencing

and mulch area inside

to reduce compaction

and provide nutrients

to benefit trees. Could

decompact using an air

spade before mulching

if funds allow.

New oak

tree to be

planted

BS 5837: TREE CATEGORY GUIDE

Category U:  Unsuitable for retention, trees with less than 10 years life expectancy.

Category A: high quality trees, able to make a substantial contribution for at least 40 years,

   normally retained unless there is an over-riding reason for removal and appropriate mitigation.

Category B: moderate quality trees, able to make a significant contribution for at least 20 years,

normally retained.

Category B/C: an intermediate category between categories B and C (not specifically described in

BS5837). Trees, which should be retained wherever possible, providing retention does not

significantly constrain the layout.

Category C: low quality, in adequate condition to remain for at least 10 years, or young trees

<150mm stem diameter. Trees which can be removed to allow the desired layout or new

planting.
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