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Existing brick wall to be retained ® | ;_ _
3099 +40.32 40.3 HARD STANDING AREAS & FEATURES
42.48TOW $$+
& 40.25TOW [ Soft landscape area. Further details refer to _H__H_ Surface Type 1: Tobermore, Mayfair concerete
‘) M LDS18.026.003. Detailed planting plan. paving flags Amoo_.:meooBmeoBBv in Graphite

New brick wall to be match height and 72 or similar to be laid as per drawing.

type of adjoining existing brick wall by “ 4031

others. “ Surface Type 2: Tobermore, Tegula 240 block paving, Cedar

“‘ 40.25TOW (240x120x80mm) or similar to be laid in stretcher bond.

Large pebble seat “ +40.25TOW

(1280x900x300mm) in mix of gray & +40.27 Surface Type 3: Tobermore, Tegula 240 block paving,

brown aggregates. R R e N T Charcoal, (240x120x80mm) to be installed in accordance

o3} o} D in mi with suppliers specification.

A single brick wall with coping to be © © © N rwmom%vmww,_\w wmmmw% ww%wwoowaOBBV in mix of PP P

installed to match brickwork on 5 grey ggreg ’

adjacent block. B 439.83 ﬁﬁm/ Surface Type 4: Paving surface to be marked with road paint

: in white to show disable parking bays.
6) . -

10mm decorative gravel in light grey colour to be 7 French drainage to be installed underneath the i Surface Type 5: 10mm Decorative gravel in light grey

installed on a membrane at 50mm deep and Type 1 paved surface m_o:@. the edges at 8033 wide colour. To be laid onto membrane and TYPE1.

at 150mm deep in compacted in layers accordance 42.36TOW and 300mm deep with a perforated pipe.

with supplier's recommendation.

PP \ ) %/%//% Surface Type 6: The new paved surface to be matched

French drainage to be installed underneath the A_u_mfmm: ooﬂoﬂu.ﬁ mnﬂ@__ﬂoaaoia._x A\ with the existing surface on the sidewalks.

paved surface along the edges at 130mm wide mm) to be installed or similar.

and 300mm deep with a perforated pipe.  —
Existing brick wall to be retained Soft landscape area. Further details refer to I Surface Type 7: Silver gray color pigmented in situ

+39.66 LDS18.026.003. Detailed planting plan. concrete at 100mm deep with fine brushed finish.

Tobermore, Mayfair concerete paving flags (600mmx600mmx50mm) in & Y
Graphite or similar to be laid as per drawing. To be based on 50mm — — — =N |[+39.38

thickness of 6.3-2mm grit (BS7533-13:2009 and BS 13242:2002) and
350mm thickness coarse graded aggregate (BS7533 -13: 2009) with a
geotextile layer as per supplier’s specification.

=

_— Existing wall to be retained.

Galvanised mild steel single security gate to be

installed. It will be powder coated in grey.To be

LPS1175/issue 7 SR1 rated. 777777777 New brick wall to be match height and type of
adjoining existing brick wall by others.

50mm of washed decorative gravel (10mm) in silver
grey for tree pit surface. Further details refer to tree pit
details, dwg no: LDS018.026.004.C.

Tobermore, Tegula 240 block paving, Charcoal, , ) /x A single brick wall to be rendered with in cement and
(240x120x80mm) to be installed in accordance Soft landscape area. Further details refer to /x painted white.
LDS18.026.003.Detailed planting plan.
HAHBHHAHARHARRA Marshalls Drexus galvanised steel linear drain or
similar
similar

—— Marshalls Drexus single slot drainage channel or

French drain (130mm wide x 300mm deep)

10mm decorative gravel in light grey colour to be
installed on a membrane at 50mm deep and Type 1
at 150mm deep in compacted in layers accordance
with supplier's recommendation.

Flush concrete edging (50mm x 150mm) to be
installed or similar.

with suppliers specification. | E
I BLOCK 1 e
| i BLOCK 5
[+38 25
T Po o
/

Galvanised mild steel swing gate at 2100mm high. It
Z will be powder coated in grey.

/. _ Galvanised mild steel palisade fencing with flat top at
2100mm high with a suitable single gate.It will be
powder coated in grey.

38.92 Proposed levels
+38.52 Existing levels
ul I e Falls and gradients for drainage
LI dp dh 9 g
3no Benchmark, CL Bollards Exeter,316 ) 29,98 5
stainless steel 320 (114mm dia x 1000mm H +39. S O S B N HH - H , | o
or similar to be _:mﬁmm__ma at 1500mm om::mm.v 933 HH139.3841 ™\ \ - Flush concrete edging (50mm x O Large pebble seat (1280x900x300mm) in mix of grey
m . L H FL 39.40 \ 150mm) to be installed or similar. & brown aggregates.
AL 45 LT ® |\
| H sl 10mm of washed decorative gravel in silver grey to be

laid at 35-50mm thick for tree pit surface. Further
| details refer to tree pit details in hard standing areas,
+38.91 dwg no: LDS018.026.004.B.
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BLOCK 1 FL 39.98

Treated soft timber close board fencing to Benchmark, CL Bollards Exeter,316 stainless steel
be installed at 1800mm high. 320 (114mm x 1000mm H) or similar.

39.30TOW

] Benchmark, Exeter EX005L Bench

(1800x400x450mm), Accoya engineered timber

I B seat with aluminum frame and finished in a powder
I I 6 coat. (Grey) or similar.
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Tobermore, Mayfair concerete paving flags
(600mmx600mmx50mm) in Graphite or similar to
be laid as per drawing. To be based on 50mm
thickness of 6.3-2mm grit (BS7533-13:2009 and
BS 13242:2002) and 350mm thickness coarse I
graded aggregate (BS7533 -13: 2009) with a
geotextile layer as per supplier's specification.

pEnEn The bike Storage Company,two tier bike racks (60
spaces) or equivalent to be installed.

9.29

The bike Storage Company, 24no semi vertical wall
racks with security bars to be fixed|onto the walls as
per supplier's recommendation.

The bike Storage Company semi vertical wall racks
(36 spaces) with security bars to be fixed onto the
walls as per supplier's recommendation.
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L « 915 39.20H ] Iy ApEnln
_ L] N H| n ~auininlin Flush concrete edging (50mm x150mm)
i — m \%% ] \MM\\\\\\ to be installed or similar. O Savanne Grand Bolla 910 Fibreglass and polyester
| _ M\M L L - == - [ ] resin (GRP) with stone powder.
H = ﬂ > 1460 [ \ 910mm dia x 560mm ht) or similar.
HH H ] ] I i
, , g—r e 439 09 Savanne Grand Bolla 910 Fibreglass and
FL38.54 polyester resin (GRP) with stone powder or ] ) )
similar.(910mm dia x 560mm ht). Further details o _uo%o_s.ﬁ Twin charger one ocmamq to be active on
refer to planter details, dwg no: LDS20.026.008. occupation, one can be passive in accordance with
Motorcycle parking bays to have as a supplier's recommendation.
3.:.3%3, :mﬁ<m one mmoc:o_ w:o”mﬁ_ per ® Soft landscape area within hard standing area. Further
moped, scooter or motorcycle a e rear i i i
of the bay for securing the rear wheel [41.49TOW] details refer to LDS18.026.003 detailed planting plan.
certified to SBD, Sold Secure Gold or o
Thatcham TQA standard.

The paving surface to be marked with road paint in
white to show disable sign symbols in 40mm
x40mm grids.

Benchmark, Exeter EX005L Bench (1800x400x450mm)
or similar, Accoya engineered timber seat with aluminum
frame and finished in a powder coat. (Grey).

Savanne Grand Bolla 910 Fibreglass and
polyester resin (GRP) with stone powder or
similar.(910mm dia x 560mm ht). Further details JFT, , , , , ,
refer to planter details, dwg no: LDS20.026.008. [ T 1

Tobermore, Tegula 240 block paving, Cedar
(240x120x80mm) Tobermore, to be installed in
stretcher bond and in accordance with suppliers
specification.

Reclaimed brick wall at 3000mm height, 215mm 39.50

width. 9.41 Tobermore, Tegula 240 block paving, Charcoal,
) (240x120x80mm) to be installed in accordance with
suppliers specification.

Surface for bike storage is to be silver grey colour
pigmented in situ concrete at 100mm deep with fine )
brushed finish. To comply with BS EN 13670.2009 Tobermore, Tegula 240 block paving, Cedar

and BS 8500: 1&2.2006. A393 mesh reinforcement (240x120x80mm) to be installed in stretcher bond
to be laid at the middle of the concrete paving. and in accordance with suppliers specification.

Flush concrete edging (50mm x
150mm) to be installed or similar.

Galvanised mild steel single gate with flat top to be
installed at 1800mm high. It will fit to metal posts. It
will be powder coated in grey.

Motorcycle parking bays to have as a
minimum, have one ground anchor per
moped, scooter or motorcycle at the rear
of the bay for securing the rear wheel
certified to SBD, Sold Secure Gold or
Thatcham TQA standard.

The bike Storage Company, 2 Two tier cycle racks
(60 spaces) or equivalent to be installed.

41.49TOW

Galvanised mild steel palisade fencing with flat top
to be installed at 2100mm high with a suitable single

gate. They will fit to metal posts. It will be powder 9.25
coated in RAL 70086. To be SBD approved. Gate self BLOCK 4
closing and locking with Audio visual intercom for 9.15
visitors. -
/ &
Existing wall to be retained.
Marshalls Drexus galvanised steel slot drain
or similar approved.
mxww::@ paved surface and road kerb to be P .333 decorative gravel in light grey colour to be
/ retained on the sidewalk. installed on a membrane at 50mm deep and
/ Type 1 at 150mm deep in compacted in layers
\ .07 accordance with supplier's recommendation.
Savanne Grand Bolla 910 Fibreglass and . ; 1:34 38.74+
polyester resin (GRP) with stone powder or 8.97 !
similar.(910mm dia x 560mm ht). Further details ;
refer to planter details, dwg no: LDS20.026.008. / FL 39.36
\\ / FL 38.75 Tobermore, Mayfair concerete paving flags
) (600mmx600mmx50mm) in Graphite or similar to be laid
. / BLOCK 2 as per drawing. To be based on 50mm thickness of
Tobermore, Tegula 240 Eoox paving, Charcoal, . 7 6.3-2mm grit (BS7533-13:2009 and BS 13242:2002) and
(240x120x80mm) to be installed in accordance with / 350mm thickness coarse graded aggregate (BS7533 -13:
suppliers specification. / N\ < 2009) with a geotextile layer as per supplier's
+38.86 specification.
FL 39.01
Marshalls Drexus galvanised steel slot drain
38.60+ or similar.
Tobermore, Tegula 240 block paving, Charcoal,
7 (240x120x80mm) to be installed in accordance with
. . . 34 suppliers specification.
Podpoint Twin charger one charger to be active on \
occupation, one can be passive in accordance -90
with supplier's recommendation. 8.76 +38.78
38.60+/
) FL 39.95
The new paved surface to be matched with
the existing surface on the sidewalks. .
AN The bike Storage Company,12no semi vertical wall
/, racks with security bars to be fixed onto the walls as
//wm.ﬁ per supplier's recommendation.
The paving surface to be marked with road Wm@ . . . .
plnn il o show n sl Sy
and the boundary of the car parking bays. ) minimum LPS 1175/Issue 7 SR2 rated.

Marshalls Drexus galvanised steel linear
drain or similar approved.

Road signs to show direction of traffic change for
Ny fob to be marked on the paving surface with white
+38.49 road marking paint (1120mm x610mm).
/
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Soft landscape area within hard standing area.
Further details refer to LDS18.026.003 detailed
planting plan.
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The new paved surface to be matched with
the existing surface on the sidewalks.

14 Tobermore, Tegula 240 block paving, Cedar
36 (240x120x80mm) to be installed in stretcher bond
2 BLOCK 3 and in accordance with suppliers specification.
38.42+ -
= Existing paved surface and road kerb to be

retained on the sidewalk.

+38.47

CRy
O\Amw: W\mhb mo +38.3
AD

ised steel linear drain 38.46

Marshalls Drexus ga
or similar approved.

38.37
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