
SELF CONTAINED MAINS OPERATED INTERLINKED
OPTICAL SMOKE DETECTOR SYSTEM IN ACCORDANCE
WITH BS5839 OR BS5446. ALARMS TO HAVE BATTERY
BACK UP. DETECTORS 300min FROM WALLS

HEAT DETECTOR INTERLINKED WITH SMOKE DETECTORSH
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ALL FIRE DOORS TO BE FITTED WITH
INTUMESCENT STRIPS TO DOOR OR
FRAME. 3no 100mm STEEL BUTT HINGES
WITH MELTING POINT IN EXCESS OF
800 DEG C

BOUNDARIES ESTIMATED AND TO BE CONFIRMED ON SITE. ALL NEW WORKS TO BE
CONTAINED WITHIN TRUE BOUNDARIES UNLESS STATED OTHERWISE ON PLAN

ALL NEW WORK TO COMPLY WITH CURRENT BUILDING REGULATIONS

DIMENSIONS IN MILLIMETRES AND TO BE CONFIRMED ON SITE

ALL DRAINS & TREES ARE ESTIMATED AND ARE TO BE CHECKED & CONFIRMED
ON SITE BEFORE ANY WORK COMMENCES

CLIENT TO SERVE PARTY WALL ACT NOTICE BEFORE WORK COMMENCES

ALL WORK TO BE CARRIED OUT & SUPERVISED BY COMPETENT OPERATIVES

DUE TO SURVEY LIMITATIONS EXISTING JOIST SPANS ASSUMED UNTIL CONFIRMED
ON SITE. ALL WALLS & PARTITIONS TO BE CONSIDERED LOADBEARING UNTIL
OPENED UP ON SITE AND CHECKED BY COMPETENT PERSON TO CONFIRM
OTHERWISE. MUST BE CONFIRMED BEFORE ANY WORK COMMENCES

IF STRUCTURAL ENGINEERS DESIGN RELATING TO STRUCTURAL ELEMENTS
CONTRADICTS ARCHITECTURAL DRAWING/SPEC - ENGINEERS DESIGN PREVAILS

THIS DRAWING IS FOR PLANNING & BUILDING REGULATION APPLICATION
PURPOSES ONLY. BUILDER/CLIENT TO APPOINT CDM CONSULTANT TO ENSURE
WORKS COMPLY WITH CDM REGULATIONS BEFORE WORK COMMENCES

SINCE WE HAVE NO ACCESS TO THE DEEDS OF THE PROPERTY IT IS THE
RESPONSIBILITY OF THE CLIENT TO ENSURE THAT THE WORKS DO NOT
CONTRAVENE ANY RESTRICTIVE COVENANTS CONTAINED IN THE DEEDS

54  JOINERS LANE  CHALFONT ST PETER
BUCKINGHAMSHIRE  SL9 0AT    TEL: 01923 775 761
EMAIL:  jameswrush@hotmail.com

ALL NEW EXTERNAL
FINISHES TO MATCH
EXISTING IN APPEARANCE

ROOF TILES
TO MATCH
EXISTING

RENDER
TO MATCH
EXISTING

ALL NEW EXTERNAL
FINISHES TO MATCH
EXISTING IN APPEARANCE

VERTICAL
HUNG TILES

VERTICAL
HUNG TILES
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EXTEND SVP TO
VENT 900 ABOVE
ANY WINDOW
WITHIN 3m

PROPOSED SIDE ELEVATION

SCALE 1:100

PROPOSED REAR ELEVATION
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PROPOSED SIDE ELEVATION
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STAIR CEILING TO HAVE
2x12.5 PLASTERBD &
SKIM TO PROVIDE 30 MIN
FIRE RATING

SECTION AA

ROOFLIGHTS MUST
NOT PROJECT MORE
THAN 150 FROM
FRONT ROOF SLOPE

NO PART OF THE EXTENSION
TO BE HIGHER THAN THE
ORIGINAL RIDGE HEIGHT

20 GAP

300 APPROX 

(200m
in)

MARLEY ETERNIT UNIVERSAL
RIDGEFAST SYSTEM VENTILATED
RIDGE TILES TO PROVIDE MIN
CONTINUOUS 5mm VENT

TIMBER PACKERS IN WEB
OF STEEL. HANG NEW JOISTS
BETWEEN EXISTING CEILING
JOISTS ON CUSTOM MADE JOIST
HANGERS. STEEL HANGERS
FULLY FABRICATED OFF SITE IN
4mm GAUGE STEEL USING SITE
DIMENSIONS. GALVANIZED.
FIX TO BEAM PACKERS ALL WAY
AROUND. MIN 12no 30x3.75
SHERARDISED TWISTED NAILS
PER HANGER

NEW STAIRCASE. TREAD
WIDTH 800. STEPS TO
HAVE 211 RISE & 235
GOING (APPROX). FINAL
RISE & GOING TO BE
CONFIRMED ON SITE BUT
STAIRCASE NOT TO EXCEED
42 DEGREES. MIN HEADROOM
OF 2000. HANDRAIL TO ONE
SIDE OF STAIRCASE 900-1000
HIGH

FLOOR BOARDING TO
CONTINUE TO PLATE

CONT 25 VENT
WITH FLY
SCREEN
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LOFT FLOOR JOISTS
TO BE 2no 220x50 C24
(ALL JOISTS) BOLTED
TOGETHER AT 600 CTS
M12 8.8 BOLTS. MAX
CLEAR SPAN OF 5400
(5500 MAX)

FD20

FD20

EXISTING FOUL
IC 720 INVERT
APPROX
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ESTIMATED EXISTING SW DRAIN

ESTIMATED EXISTING FOUL DRAIN
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UTILITY
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PROPOSED GROUND FLOOR PLAN
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BEDROOM

SHOWER
ROOM

FD20

FD20

FD20

FD20

FD20

PROPOSED FIRST FLOOR PLAN

RELOCATE PARTITION TO
ALLOW ADEQUATE SPACE
FOR STAIRCASE. STRAP
CEILING JOISTS TO NEW
LOFT FLOOR IF REQUIRED.
2x12.5 PLASTERBOARD & SKIM
TO PROVIDE FIRE RATING

COMPLETE STAIRWELL TO BE
30 MINUTE FIRE RATED. ALL
WALLS TO BE INSPECTED AND
APPROVED BY BUILDING
INSPECTOR. OVERLAY WITH
ADDITIONAL 12.5 PLASTERBD
& SKIM IF REQUIRED. ANY
INTERNAL STAIRWELL GLAZING
TO BE REPLACED WITH PYRO
GLASS OR BOARDED UP WITH
2x12.5 PLASTERBOARD & SKIM.
DOORS REPLACED WITH FD20
FIRE DOORS & STOPS ON 3no
100 FIRE RATED STEEL BUTT
HINGES

DORMER CHEEK
BEARING ON
DOUBLE RAFTER

DORMER CHEEK
BEARING ON
EXTERNAL WALL

CONNECT NEW
WASTES TO SVP

STAIR ENCLOSURE
TO HAVE 2x12.5
PLASTERBOARD &
FD20 DOOR TO
PROVIDE FIRE RATING

REMOVE HIPPED ROOF
STRUCTURE. EXTEND
WALL TO FORM GABLE
END AS SPEC

150x100 C24 TIMBER
POST TO CARRY
RIDGE BEAM OVER

VELUX ROOFLIGHT.
780x980 MK04 GGL
WITH VELUX
FLASHING KIT

BOUNDARIES ESTIMATED
AND TO BE CONFIRMED
ON SITE BEFORE ANY
WORK COMMENCES. ALL
WORK TO BE CONTAINED
WITHIN TRUE BOUNDARIES

AA

OPENABLE AREA OF
WINDOWS 800 MIN
ABOVE INTERNAL
FINISHED FLOOR LEVEL

EXPOSE FIRST FLOOR
WINDOW LINTELS FOR
APPROVAL BY BUILDING
INSPECTOR. IF INADEQUATE
REPLACE OR BRIDGE OVER
WITH 2no 200x50 C24 JOISTS
BOLTED TOGETHER
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800 min

PROPOSED SECOND FLOOR PLAN
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BEAM A (RIDGE): 152x152x30UC
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BEAM D: 203x203x46UC. 500x100x215H CONC PADSTNS

SINGLE ENG
BRICK AS
PADSTONE

SINGLE ENG
BRICK AS
PADSTONE

350x100x150H
CONC PADSTN

LOFT CONVERSION


