Following the receipt of the comments, we engaged with Sweco Building Control to review the comments from the LFB and would like to respond as follows:
 
1. Evacuation Lift Lobby Provision: 
Enclosed are the latest fire strategy drawings, which show provision of disabled refuge and associated EVC system to the evacuation lift lobby. Given the building height < 18mt and compartment areas, there is no requirement to provide a firefighting lift and the evac. lift has been included in the development to fulfil the London Plan D12 specifically. 
The premises are highly managed operationally and incorporate a fire alarm and smoke detection system to BS5839-1:2017 which provide early warning to occupants in the event of a fire and to cover any hazard areas with an audible alarm system and visual beacons in toilet/remote areas for hearing impaired and other disabled people to be incorporated where a fire could break out in an unoccupied part of the premises (e.g. a storage area or a part of the building that is not visited on a regular basis) and prejudice the means of escape from occupied part(s) of the premises.
An L1 automatic fire detection and alarm system is provided in the circulation spaces of the premises. The fire detection and alarm system installed in accordance with the recommendations of BS 5839-1.
The proposed Evac. lift installation is enclosed within a 60min FR construction and the lobby is protected to provied30 min. FR and Accessible from the first, second and third floors to a protected final exit at ground floor. Within the Evac. Lobbies, there is currently provision for a 1200x900mm refuge with associated VOC system.
 
1. Hose Coverage: 
The works associated with the extension didn’t include any changes to the existing building to Ground , L1,L2 and L4 ( apart from the new pass through corridor connections to the proposed extension) therefore the proposed alteration to these levels has not made the existing fire hose provision any worse than before the proposed works, the inclusion of the new DR to the proposed new core improves overll hose reach from new DR located at the new staircore. 
The discussion on this matter with Building Control highlighted the possibility of installing a door adjacent to the existing stair access to allow the emergency personnel to park the fire tender on the existing residential road and feed the hose from the fire tender improving the hose reach as shown. 
Below is google map image indication the proposed location for the door to be added to the existing palisade fence located in the residential side of the building in Tollgate Dr. 
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