CAR PARK & AMENITY LIGHTING

CLASSIQUE AL1000

VANDAL
RESISTANT

SECURITY

Benefits

e High performance bollard with
excellent light distribution

e Extensively tested for vandal
resistance

e Highly versatile with a wide range of
applications from parks to security
Features

e Die-cast aluminium head unit with
clear polycarbonate outer tube

e Bollard shaft of steel CHS tube

e Bollard shaft and head unit castings
are finished in black, textured
polyester coating

e L ouvred light controller of pressed
aluminium satin finish

e Integral control gear
e Symmetrical lighting distribution

e Supplied for root mounting as
standard, with the option of flange
plate fixing

e Mounting height 0.9m

Lamp wattage
and type

Access

Access the lamp and control gear by
removing the head unit (secured by
3 x M8 socket head concealed screws)

Colours

@:-

Silver

Lamp
holder
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Mounting

Supplied for root mounting
as standard. Flange plate
fixing available

Mounting height: 0.90m

Mounting height (m)

3m
2m
m L

All dimensions are in mm.
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This could work for you

To find out more visit:
www.abacuslighting.com
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© Copyright

Abacus Lighting
All rights reserved

This Lighting Design / Scheme and results given are based on the specific performance of
Abacus Lighting products. This design and supporting documents are the sole property of
Abacus Lighting Limited. This design and supporting documents must not be reproduced
in any way without the written permission of Abacus Lighting. Any use of this design with
non-Abacus luminiares after planning has been submitted may breach planning consent.

Abacus

World Leaders in Lighting

LIGHTING EQUIPMENT

1 x 1m Classique Bollard Luminaires:-
...... 1 x AL1012 / 70W SON-E, lantern

Grid Intervals 5m
Grid Values in Lux
Contours Values 5, 2 & 1 Lux

Maintanace Factor: 0.85
Location: Medium Pollution
Cleaning Intervals: 12 Months

ABACUS LIGHTING LTD.

Lighting Project:

Classique Bollaard

Title: Isolux diagram

Sutton-in-Ashfield, Nottinghamshire
NG17 5FT England
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Scale: 1:500@A4

All'illuminance values are the result of computer calculations, based upon precisely positioned luminaires in a fixed relationship to each other and to the
area under examination. In practice the values may vary due to tolerances on luminaires, luminaire positioning, reflection properties and electrical supply.
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