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22 BREAKSPEAR ROAD SOUTH,

ICKENHAM, UXBRIDGE, UB10 8HE.
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2.4x2.4 pedestrian

visibility splay both

ends. No obstruction

higher than 0.6m

lawn

CONDITION/PLAN/008

22th November 2019

FIRST FLOOR SIDE, 2 STOREY PART REAR

AND PART SINGLE EXTENSIONS, GARAGE

CONVERSION INTO HABITABLE ROOM,

FRONT PORCH AND ROOF LIGHTS TO

ROOF AND DETACHED OUTBUILDING
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NOTES:

[1] ALL LANDSCAPING UNDER TAKEN TO

CONFIRM TO B.S.4428 SPECIFICATION 1989

(LANDSCAPE OPERATIONS).

[2] ALL TREES TO CONFIRM TO B.S.3936 PART 1.

[3] PITS TO BE EXCAVATED TO 1.2M DIA & AT

LEAST 10CM DEEPER THAN ROOT SYSTEM.

[4] STAKING OF TREES TO BE ONE STAKE PER

TREE, NOT MORE THAN 75CM ABOVE GROUND

LEVEL AND FIXED WITH TWO TREE TIES (ONE TO

BE 10CM BELOW CROTCH OF TREE).

[5] PLANTING AREAS TO BE CLEARED OF ALL

WEED, DEBRIS AND STONES EXCEEDING 50MM

DIA AND THE SOIL DUG AND LOOSEN TO A MIN

DEPTH OF 400MM BELOW GROUND LEVEL.

[6] ALL NEW PLANTS TO BE PLANTED IN PITS,

SIZED TO ACCOMMODATE THE EXISTING ROOT

SYSTEM WITHOUT DISTURBANCE.

[7] ALL PLANTING PITS TO BE BACKFILLED WITH A

MIX OF A PEAT FREE COMPOST AND TOPSOIL AT

THE RATE OF ONE PART COMPOST TO THREE

PARTS SOIL.

[8] ALL NEW PLANTED SHRUBS & TREES TO BE

DRESSED  WITH LAYERS OF CHIPPED BARK

MULCH, 50MM THICK.

[9] ALL NEW TREES & SHRUBS ARE TO BE

CONTAINER GROWN.

[10] ALL NEW PLANTATION TO BE MAINTAINED

FOR PERIOD OF 5 YEARS INCLUDING THE

REPLACEMENT OF ANY PLANT WHICH MAY DIE.

The trees to be double staked with flexible

hessian ties.  They need to mulch out to a

radius of 1m of each tree stem.

T2 HAZEL

(EXTG)

²

²

³ ²

PROPOSED LANDSCAPE LAYOUT PLAN

APPROVAL OF DETAILS RESERVED BY

CONDITION 8

AutoCAD SHX Text
52

AutoCAD SHX Text
18

AutoCAD SHX Text
BREAKSPEAR ROAD SOUTH

AutoCAD SHX Text
site

AutoCAD SHX Text
project

AutoCAD SHX Text
title

AutoCAD SHX Text
scale

AutoCAD SHX Text
date

AutoCAD SHX Text
drawing number:

AutoCAD SHX Text
client

AutoCAD SHX Text
status:

AutoCAD SHX Text
revision

AutoCAD SHX Text
drawn

AutoCAD SHX Text
14 No.Bergenia 'Bressingham White'

AutoCAD SHX Text
11 No.Anemanthele lessoniana

AutoCAD SHX Text
20 No.Carpinus betulus

AutoCAD SHX Text
20 No.Geranium macro. 'Ingwersen's Variety'

AutoCAD SHX Text
15 No.Euonymus fortunei 'Emerald 'n' Gold'

AutoCAD SHX Text
22 No.Anemanthele lessoniana

AutoCAD SHX Text
26 No.Mahonia aquifolium 'Apollo'

AutoCAD SHX Text
14 No.Geranium macro. 'Ingwersen's Variety

AutoCAD SHX Text
36 No.Carpinus betulus

AutoCAD SHX Text
GREY ARGENT 600X600 SLABS

AutoCAD SHX Text
3 sizes of Alha Brett permeable block paviours inc charcoal

AutoCAD SHX Text
5 No.Sorbus aucup. 'Sheerwater Seedling'

AutoCAD SHX Text
14 No.Euonymus fortunei 'Emerald Gaiety

AutoCAD SHX Text
14 No.Bergenia 'Bressingham White'

AutoCAD SHX Text
24 No.Bergenia 'Bressingham White'

AutoCAD SHX Text
14 No.Geranium macro. 'Ingwersen's Variety

AutoCAD SHX Text
1 No.Prunus avium

AutoCAD SHX Text
36 No.Mahonia aquifolium 'Apollo'

AutoCAD SHX Text
36 No.Mahonia aquifolium 'Apollo'

AutoCAD SHX Text
PLANT SCHEDULE Trees Trees planted into 1200mm diameter x 750mm deep topsoil tree pit. Tree to be supported using hessian straps.. Position stakes either side of rootball and drive vertically at least 300mm into bottom of pit. Backfill tree pit with excavated topsoil. Species                  Size         Girth(cm)     Height(cm)            Root Con.      Quantity Bentula pendula           HvyStan      12 - 14       350 - 425                 RB           1 Prunus avium             HvyStan      12 - 14       350 - 425                 RB           1 Hedge Plant in a single row at 450mm centers into 450mm depth topsoil. Species                  Size(cm)           PotSize                         Quantity Carpinus betulus          60-80             3                             56 Ornamental Shrubs, Herbaceous and Grasses Planted into 450 mm depth topsoil. Species                               Size(cm)          PotSize(Lt)  No. / m²             Quantity              Quantity Anemanthele lessoniana                  -              1.5 - 2      4                  22 Bergenia 'Bressingham White'             -              1.5 - 2      5                  14 Euonymus fortunei 'Emerald Gaiety'       20 - 30         3          4                  14 Euonymus fortunei 'Emerald 'n' Gold'      20 - 30         3          4                  35 Geranium macro. 'Ingwersen's Variety'     -              1.5 - 2      5                  34 Hebe 'Green Globe'                      10 - 20         3          4                   12             -                                         1.5 - 2     5                  56 Mahonia aquifolium 'Apollo'                20 - 30         3          4                  39 Rosa 'Kent'                             20 - 30         2          4                  30 Feature Shrubs Planted into 450 mm depth topsoil Species                                Size(cm)          Pot Size(Lt)                Quantity Viburnum bodnantense 'Dawn'             60 - 80             5 - 7.5                 4 Turf Lay on a minimum 100mm depth topsoil reduced to a fine tilth 10mm down particles. The turf covers an approximate area of 233m²..
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OUTLINE SPECIFICATION General All planting work shall be in accordance with approved horticultural standards and all relevant British Standards. Plants shall be supplied in accordance with the HTA Trade Certification Scheme and handled in accordance with the CPSE Handling and Establishment of Landscape Plants Guidelines. Pesticides and other chemicals may only be used with approval of the contract administrator. Use of chemicals shall be in accordance with all relevant guidelines and the manufacturer's recommendations. Imported topsoil shall be a minimum specification of BS 3882:2015 Multipurpose Classification unless otherwise instructed. 1m³/20m² approved compost/organic material/soil ameliorant shall be cultivated into topsoil before planting. Peat shall not be /20m² approved compost/organic material/soil ameliorant shall be cultivated into topsoil before planting. Peat shall not be  approved compost/organic material/soil ameliorant shall be cultivated into topsoil before planting. Peat shall not be used. Following planting all shrub beds shall be treated with an approved granular fertiliser at rates as recommended by the manufacturer. All planting beds shall be mulched with 50mm depth medium grade bark mulch. Maintenance The Defects liability period for planting shall be 12 months from completion of the works. During this period any plant which is found to be dead, dying or otherwise defective shall be replaced during the next planting season. The contractor shall make maintenance visits as required to ensure the successful establishment of the planting and maintain all shrub areas in a weed free condition
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