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requirements. Drawing errors and omissions to be reported to the architect.

All work must comply with relevant British Standards and Building Regulations 

checked on site by the contractor and such dimensions to be their responsibility. 

the purposes of valuation. Do not scale this drawing. All dimensions to be 

No implied licence exists. This drawing should not be used to calculate areas for 
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X 240MM, 75MM THICKNESS
122MM X160MM, 160MM X 160MM, 160MM 
KILSARAN LISMORE STONE PAVERS

ENGINEERS SPECIFICATION
CEDEC GRAVEL BUILD-UP TO 

X 240MM, 75MM THICKNESS
122MM X160MM, 160MM X 160MM, 160MM 
KILSARAN LISMORE STONE PAVERS

(IN PROXIMITY TO SERVICES ONLY)
900MM ROOT BARRIER TO SIDES OF PIT

ROOTBALL 1200DIA 800MM DEPTH

RESULTS
BEDS SUBJECT TO PERCOLATION TEST 
ACTIVE DRIANAGE FOR ALL PLANTING 

PLANTING BED

150MM CLEAN GARVEL DARINAGE LAYER

SPECIFICATION
SUB BASE TO ENGINEERS 

SPECIFICATION
SUB BASE TO ENGINEERS 

POWERHOUSE SOUTH SECTION

TYPICAL TREE PIT DETAIL
REFER TO 0205_SEW_PH_9152 FOR 
TREE AS SPECIFIED IN PLAN

MAINTENANCE ZONE
3M MIN FOOTPATH AND GROOVE PAVING CEDEC GRAVEL PERIMETER

ASSEMBLY BUILDING

PLANTING BED
TREE AND SHRUB 

POWERHOUSE
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HAUNCHING TO GROOVE 
ST2 MINIMUM CONCRETE 




