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ground floor plan

lounge

0 10m

hall

up

kitchen/dining

400x600 manhole in 215
engineering bricks on 150mm
concrete base, invert level 300

provide thermabate cavity
closure to all windows and door
openings

75mm dia. rain water pipe to discharge into
traposed back inlet gully, 100 drain to 2.0x2.0x
2.0m deep soakaway positioned 5m from rear wall

existing s.v.p. to take
waste from wc/shower/basin in
accordance with bs 5572,

provide mechanical fan to utility - 30
litres per second extract rate and
ducted to out side and connected to
light switch

existing manhole to be grubbed out new
100 dia. vitrified clay pipe with
proprietory coupling

back inlet gully taking waste
from kitchen sink, 100mm dia
drain to manhole

builder to ensure there are no thermal
bridges of gaps in the insulation layers

m.j. denotes movement joints at 6.0m c/c
maximum in block walls, 10mm hydrocell
with 25x3x200 long galvanised m.s.
strips (no keyed surface) at 450mm c/c
with mastic pointing

contractor must build in accordance
with the drawings and specifications
any deviation fro the drawings must be
approved by the architect, engineer and
the building inspector where relevant

a

provide access for rodding at base of
all stacks

provide 10mm gap to wc door for
air intake

block partitions built off 500x500 deep
thickening in oversite slab provide d.p.c.
to match and lap with existing

shower/wc

'b'

rain water pipe
as above

PROJECT:

m.j.

study

b

c

under side of foundation to be based on
young cherry tree removed, and to be
600 below any roots - to be agreed on
site

existing manhole
il 400

'b' denotes wall mounted combi-boiler
condensing type with flue & gaurd
sedbuk value 95%, provide commisioning
certificate from gas safe registered
installer and discharge in accordance
with instructions from a corgi
registered plumber, sleeve through
the roof to be non-combustible type

all steelwork to be grade s275 and
painted 2 coats of zinc phospate
concrete for foundations to be gen1 for
mass concrete foundation depth to be
inspected & approved by building inspector

existing beam e1,e2 :2no.152x89 ub's on 215x215x150 pads
beam 1:3no.50x175 joists152x152x30 uc
beam 2:203x133x30 ub with 8x275 plate welded 6fw to bottom flange
         -plate and beam to be galvanised

8 pinner road
northwood
ha6 1qs

demolish existing
side store

kitchen mechanical extractor
fan to be ducted externally

a

c

b

utility

existing beam e1 existing beam e2 beam 1
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