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Palisade Fence

1:10

Concrete (GEN 2 or ST3) to BS EN 206 - 1:2000

4.5 bags

three coats of zinc rich paint. 

All cuts, damage or welding made after galvanising ahould be treated immediately with 10.

from the employers representative).

Specification drawing or component deviations require pre-installation approval (in writing 9.

galvanised.

Bolted pale system-fixings used with the pale to rails are M8x25LG 'T' HD bolts & cones HD 8.

Fixings deployed as detailed. 7.

(RAL6005) or black (RAL9005)(BS1722-16) where specified.

Hot dipped (BS EN ISO 1461 or BS EN 10240) or additionally powder coasted green 6.

Triple pointed pales shall not be used.5.

Rounded top pales are acceptable where site specific risk assessment identifies suitability.4. 

grid.

Global coordinates are indicated by Eastings (E) and Northings (N) to the project snake 3. 

All levels are in metres relative to OD (Ordnance Datum, Newlyn) unless noted otherwise.2. 

All dimensions are in millimetres unless noted otherwise.1. 

1MC04-SCJ_OTB-LS-DPL-SS05_SL08-791020

For fencing setting out refer to: 15.

fence. 

- Square and circular foundations 5.5 and 4.5 bags respectively for 1.8m high 

Concrete foundation dimensions shown are minimums concrete of 20kg per bag. 14.

when turning through angles. Bending standard fish plates to suit is not permissible.

Proprietary fish end plates and engled fish plates shall be used at ends of run and 13.

specification accordance to BS1722-12.

Steel palisade for general purposes fences - manufacturing and installation - 12.

specific fencing type.

(NR/L2/OTK/5100). These documents outline requirements and exclusions for 

(NR/OTK/SD/BM/109/SPEC) and boundary measure management manual 

To be read and used alongside mandatory component specification document 11.
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Section A

1:10

BS 8500-1 & BS 8500-2

Concrete (GEN 2 or ST3) to 

fence height 1800mm only. 

20kg bags concrete mix for 

45mm x 45mm x 6mm RSA (1.8m fence)

Horizontal support rails with 10mm holes

"W" Section single point pales at 153mm centres

102 x 32 x 6mm with 2 x 25 x 14mm slots

Fish plate (connection plate)

102mm x 44mm x 7mm x 2525mm RSJ pointed post (1.8m fence)
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Detail 01

1:5

cones HD galvanised

M8x25LG 'T' HD bolts & 

17 x "W" Section single point pales at 153mm centres

M12 cup square bolt with snap off conical tamper proof nut

Fish plate (connection plate)

102mm x 44mm x 7mm x 2525mm RSJ pointed post

2.5mm single point "W" pale
support rails with 10mm holes

45mm x 45mm x 6mm RSA horizontal 
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Section B

1:5

cones HD galvanised

M8x25LG 'T' HD bolts & 

support rails with 10mm holes

45mm x 45mm x 6mm RSA horizontal 

17 x "W" Section single point pales at 153mm centres

M12 cup square bolt with snap off conical tamper proof nut

Fish plate (connection plate)

102mm x 44mm x 7mm x 2525mm RSJ pointed post

2.5mm single point "W" pale

RSJ pointed post

102mm x 44mm x 7mm x 2525mm 
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