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NOTES

1. The low-grade T9 (suspected remnant of TPO group G5)
1o be retained so it may be evaluated by the LPA as part of the
planning application.
. Possible end tree(s) off H1 to be removed to provide construction
‘space: could be replaced as part of the landscape scheme.
Blue Springs

Protection

Temporary Staked Tree
Protection Barrier (TPB)
CEZ = Construction Exclusion Zone
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The original of this drawing was produced in
colour - a monochrome copy should not be
relied upon
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Ramped driveway down to basement

3. Top-down and Pull-back Method: To protect the crown overhang
and RPA incursion into site from the off-site G4 and T10 and ensure
that no physical (machine bucket) crown damage occurs to Gd, the
JCB bucket shall nibble-down wall sections (top to botiom) pulling wall
sections away from the G4 crown. After the building has been demolition
any machinery shall (a) operate on top of the existing hard (floor) surface
and (b) reverse backwards as this surface is removed. This will ensure that
the newly exposed soil and any G4/T10 tree roots are not compacted/crushed
NB Immediately after the hard-standing has been removed, the freshly-exposed
soil shall be fenced-of.

4.8m high goalpost would be installed at this point-point to ensure
that the demolition/construction vehicles and cranes can pass under T4.
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THIS TREE PROTECTION PLAN MUST BE
READ IN CONJUNCTION WITH THE
ARBORICULTURAL METHOD STATEMENT
THAT ACCOMPANIES THE TREE REPORT
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