MansfTield San@

TYPICAL ANALYSIS

SAMPLE: 70:30 SAND \ COMPOST DATE: JUN 2014
DESCRIPTION: COMPRISING OF A BLEND OF A WASHED, HORTICULTURAL
GRADE SILICA SAND AND PAS 100 CERTIFIED GREEN COMPOST.

Catedor Particle %
gory Size Retained
4.00mm 0.0 Moisture Content 9.0 % wiw
2.00mm 0.8 Organic Content 4.0 % wiw
Very Coarse Sand 1.00mm 2.4 pH Value ( CaCl) 7.1
Coarse Sand 500um 12.6 Sat Hydraulic Conductivity 286 mm/hr
Medium Sand 250um 58.1 Fibre Content (pp) n/a
Fine Sand 150um 20.6 GFN n/a
Fine Sand 125um 1.8 D90 590
Very Fine Sand 63um 1.4 D10 180
Silt -63um 0.5 D90/D10 3.3
Clay Clay 1.8 D eff 265
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Mansfield Sand Company Limited.
Sandhurst Avenue, Mansfield,
Nottinghamshire NG18 4BE.

Tel: 01623 622441

Fax: 01623 420904

Email: info@mansfield-sand.co.uk
Website: www.mansfield-sand.co.uk
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