
2/103mm brick skins.
100mm cavity filled with mortar.

Bituminous felt or similar 
approved DPC min 150mm
above ground level. 

All DPC's to lap with existing.

Code 4 lead flashing
dressed minimum 150mm up wall

Section A-A

30mm x 5mm galvanised
mild steel holding down/
restraint straps @ 2000
centres (typical).

'Warm Deck' roof construction - see enclosed specification sheet.
175mm x 50mm flat roof joists @ 400 centers, 12mm plasterboard and skim.

1:40 fall

Wall to be taken up to 
underside of roof decking

Foundations to be taken down minimum as noted 
however also to extend below invert levels of any 
local drains and 600mm below any tree roots - 
all to the satisfaction of the Local Authority.
Unable to determine some tree species which need
to be confirmed on site as may impact foundation
depths. 

ventilated void

215 x 75 telescopic air
bricks @ 1800 centers
(typical) throughout.

Existing wall

New cavity wall

Detail - Where new wall abuts existing

This drawing to be read in conjunction with Drg No 3950/01

For general notes see

Drg No 3950/01

'Furfix' or similar approved
metal wall profile
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Existing wall and foundation

Varies - 
see plan

65mm screed, 100mm insulation, 1200g polythene DPM cast with DPC's.
150mm block and beam house floor, 300mm ventilated void and 100mm
oversite concrete. Provide chicken wire in screed, insulation to be Kingspan 
or similar, capable of achieving a U-value of 0.22w/m²k.

New foundation 50mm Polystyrene

Detail - Where new foundation 
abuts existing

Detail - Tied Movement Joint

New cavity wall

Flat wall ties @ 225mm centres
horizontally on each skin

Hydrocell or similar approved

Polysulphide mastic sealant

12.0m centres for brickwork    }   Positioned within 3.0m
6.0m centres for blockwork          of external corners

Public FW sewer

Thames Water Requirements
1. No internal manholes
2. Foundations to extend below invert level of any drain. 
3. Pre-cast concrete lintels to be provided where drains pass through walls.
4. Min 600mm from side of trench to side wall of sewer if sewer deeper than
   1.1m, otherwise minimum of 100mm required if less than 1.1m deep.

75mm claymaster to inner wall of trench
to within 500mm of bottom of trench. 


